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12H RoH CompliantS

����：
Testing Standard:

UL248-1  UL248-14

��	
：
Operating  Temperature:

-55 ~+125℃ ℃

��：
Materials:

Substrate:ceramic/glass cover
Termination:sliver over-plated with nickel and tin
Element:silver

���：
Soldering Method:

Wave soldering:    260℃, 10s max

����：Electrical Characteristics

12H1100C 1A 63V H 0.19

������：
Interrupting  Rating:

50 Amperes at 63V DC(1A~4A)
100 Amperes at 32V DC(5A)

��：
Packaging:

Automaton taped 3000PCS per rell,
90000PCS per carton

���!"(#$%&)
SMD Fuse (High Inrush Current Withstand)  63V/32V
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4 hours Min( 4�� ��)

5 s Max( 5�� �)

0.1 s ~ 3 s

0.2 ms ~ 20 ms
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A

12H1150C 1.5A 63V K 0.47

12H1200C 2A 63V N 1.63

12H1250C 2.5A 63V O 1.81

12H1300C 3A 63V P 2.79

12H1350C 3.5A 63V R 2.95

12H1400C 4A 63V S 3.8

12H1500D 5A 32V T 6.3
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Marking
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0123：Catalog No.C:63V  D:32V

Time-Current Characteristics
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