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Micro3™(SOT-23)
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Features Benefits
Industry-standard pinout SOT-23 Package ⇒ Multi-Vendor Compatibility
Compatible with Existing Surface Mount Techniques                              Easier Manufacturing
RoHS Compliant, Halogen-Free Environmentally Friendlier
MSL1, Industrial qualification Increased Reliability

Form Quantity
IRLML2402TRPbF-1 Micro3™  (SOT-23) Tape and Reel 3000 IRLML2402TRPbF-1

Package Type
Standard Pack

 Orderable Part NumberBase Part  Number

VDS 20 V

RDS(on) max 

(@VGS = 4.5V)
0.25

Qg (typical) 2.6 nC

ID 

(@TA = 25°C)
1.2 A

Ω
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D.U.T.
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IDIG

3mA
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.3μF

50KΩ

.2μF12V

Current Regulator
Same Type as D.U.T.
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Micro3 (SOT-23 / TO-236AB)  Part Marking Information
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0.08

0.88
0.01
0.89

0.95 BSC

MILLIMETERS
MIN

e

E
E1

D

L

A
A1
A2

c

M

O
B

S
Y

MINMAX MAX
.036

.0375 BSC

DIMENSIONS

INCHES

b 0.30

bbb
0.15

.008
ccc .006

0.25 BSCL1
L 0.40 0.60

.0118 BSC

aaa

0.20
.004

0° 8° 8°0°

2.80

1.20

0

E1
E

D 5
6

3

1 2
ccc C B A

B 5

6

e

e1

A2A

A1

bbb C A B

3X b aaa C

3 SURF
0

3X L

L1

H4

7

2.10

e1 1.90 BSC .075 BSC

.0119

.0032
.111
.083
.048 .055

.119

.103

.0196

.0078

.0039
.044

.0004
.035 .040

.0236.0158

1.02

0.20
0.50

2.64
3.04

1.40

1.12
0.10

0.10

1.90
[.075]

0.95
[.0375]

0.972
[.038]

2.742
[.1079]

     0.802
     [.031]

RECOMMENDED FOOTPRINT

3X

3X

NOTES
1.  DIMENSIONING AND TOLERANCING PER ASME Y14.5M-1994.

4   DATUM PLANE H IS  LOCATED AT  THE MOLD PART ING LINE.

5   DATUM A AND B TO BE DETERMINED AT  DATUM PLANE H.

6   DIMENSIONS D AND E1 ARE MEASURED AT  DATUM PLANE H.

2.  DIMENSIONS ARE SHOWN IN MILLIMETERS AND INCHES.

3.  CONTROLLING DIMENSION: MILLIMETER.

7   DIMENSION L IS  THE LEAD LENGTH FOR SOLDERING TO A SUBSTRATE.

8.  OUTLINE CONFORMS TO JEDEC OUTLINE TO-236AB.

Note: For the most current drawing please refer to IR website at http://www.irf.com/package/
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2.05 ( .080 )
1.95 ( .077 )

TR

FEED DIRECTION

4.1 ( .161 )
3.9 ( .154 )

1.6 ( .062 )
1.5 ( .060 )

1.85 ( .072 )
1.65 ( .065 )

3.55 ( .139 )
3.45 ( .136 )

1.1 ( .043 )
0.9 ( .036 )

4.1 ( .161 )
3.9 ( .154 ) 0.35 ( .013 )

0.25 ( .010 )

8.3 ( .326 )
7.9 ( .312 )

1.32 ( .051 )
1.12 ( .045 )

9.90 ( .390 )
8.40 ( .331 )

  178.00
( 7.008 )
    MAX.

NOTES:
1.  CONTROLLING DIMENSION : MILLIMETER.
2.  OUTLINE CONFORMS TO EIA-481 & EIA-541.
     

Note: For the most current drawing please refer to IR website at http://www.irf.com/package

†     Qualification standards can be found at International Rectifier’s web site: http://www.irf.com/product-info/reliability
††   Applicable version of JEDEC standard at the time of product release

IR WORLD HEADQUARTERS: 101 N. Sepulveda Blvd., El Segundo, California 90245, USA
To contact International Rectifier, please visit http://www.irf.com/whoto-call/

MS L1

(per JEDEC J-STD-020D
†† 

)
RoHS compliant Yes

Qualification information†

Qualification level
Industrial

(per JEDEC JESD47F
††

 guidelines)

Moisture Sensitivity Level Micro3™ (SOT-23)
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