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Imﬂ_ RoHS om/V@cm hm 3.50+NPin+0.8

3.81*NPin+0.8
SPECIFICATIONS 3.50%(N-1)
Rated (HE5%): 300,84 g SET(ND) 3
Dielectric strength(dir3@E): AC1500V/1 Minute ~rIel 3.54+0.25 oS
Insulation Resistance(#i%®#FH):1000MQ Min ,« w
Contact Resistance (Ef#bi):20mQ Max _ ! ! ! ! x ! 0 IS
Temp. range(BfEEE): —40C~+105C /ﬁ_ _HH\E/HH_ _H\E/ﬁ_ _HH\ BH HH S 4 : =
MAX Soldering(W#iHiEME): +250°C,5s ﬁ ﬁwﬁ ﬁwﬁ ﬁw < 5
| :
Housing Material(#4): PA66 (UL94 V-0) f i
Contact(¥#F): Brass, Tin plating(E41%%)
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10 24 60 100 | 150 ﬂ
+0.10] £0.15| £0.25|%£0.30 | £0.30| £0.50|£0.70| £1.00 % % % %_ % % %
W W) \W, \W, W W
Ordering Information
JL15EDGVC - XXX MX O,I, X 1
Pitch No.of pins Housing Color Packing ™~
350=3.5PH =Blac -
si=3gipy 24P mwm_am__“ w“q_uwggo i
oo e T=Tube
W=White
0=0range
E=Grey Recommended P.C.B Layout(Top Side)
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