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SPECIFICATIONS

Rated(HESH): 150V,10A

Dielectric strength(¥iH#E): AC1500V/1 Minute
Insulation Resistance(#%FH):1000MQ Min
Contact Resistance(Befrap):20mQ Max

Screw Torque(#): 0.2Nm (1.7Lb.in)

Wire Range(&#):26~16AWG

Strip length(YI&KE):5-6mm

Temp. range(¥fERE): —40C~+105TC

MAX Soldering(FEREF):+250°C,5s

Housing Material(¥44): PAB6 (UL94 V-0)
Contact(¥#F): Brass, Tin plating(###4%)

Wire protector(#/): Brass(##i), Ni plating(#4)
Screw (#8#): M2.0, Steel, Zinc plating(4W,88F)
PITCH RANGE NOMINAL DIMENSION RANGE
IN MM IN MM

OVER | OVER OVER| OVER| OVER
10 6 10 10 30 60 100 | QVER
6 TO TO 30 TO TO TO 150

10 24 60 100 | 150

+0.10| +£0.15| £0.25|+0.30 | £0.30| £0.50{£0.70| £1.00
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Pitch No.of pins Housing Color  Packing
350=3.50PH  9p 3p 4pn4p B=Black 0=Pe bag
381=3.81PH G=Green T=Tube
396=3.96PH U=Blue A=Tray

R=Red

W=White

Y=Yellow

0=0range

E=Crey
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SHENZHEN JINLING ELECTRONIC CO.,LTD
Fax: 86-755-2997-5992

Tel: 86-755-2997-5806/5802
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3.50/3.81/3.96mm Terminal Blocks
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