
    
  

         SOD-1  23FL Plastic-Encapsulate Diodes
 

HD FL 46

 
   Features  

●Io          1A   

●VRRM      50V-1000V 

●High surge current capability 

 

 

  Applications   
●  Rectifier  

●   
Marking

  
Polarity: Color band denotes cathode●

 Glass passivated chip ●

DSR1A-DSR1M  :  A1-A7
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H igh Diode Semiconductor

Notes:

  

Item Symbol Unit

IF(AV)

IFSM

I

1.0

30

DSR1

A B D G J K M

50

150

Maximum RMS  VRMS  V 35 70 140 280 420 Voltage 560 700

Symbol Item 

I

I

Thermal 
Resistance(Typical) 

Peak Forward Voltage IFM=1.0A 

 l
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SOD-1  23FL

 

（1） Thermal resistance between junction and ambient and between junction and lead mounted on P.C.B with 3mm*3mm 
copper pad areas. 

701) 

251)

load, Ta(Fig.1) 

DSR1A THRU DSR1M
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H igh Diode Semiconductor

Ta(℃)

Single Phase
Half Wave 60Hz
Resistive Load
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 H igh Diode Semiconductor

Reel  Taping  Specifications  For  Surface  Mount  Devices-SOD-123FL

SOD-123FL

50 1.969

 


