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1. BEFORE USING, CHECK THE HARMFUL CRACK, BURR, ETC.

2. GENERAL TOLERANCES - SEE BLOW.

3. MARKING & CAV No. BY AS GENERAL RULE OF KUM.

4. APPLICATION ASSY CONNECTOR : HP741-54020 

- NOTE -

- MDK

CUSTOMER DRAWING

Data_Server:d:/도면/.../0250611HY/...     A3.

EO14-0333

MDK

COVER 0250611HY54M-B GV181-54020 BLACK PP

14.10.08

MDK CJW

COVER 0250611HY54M-B

GV181-54020-C01

THIRD ANGLE
PROJECTION

-A

APPROVEDCHECKEDDRAWNDESIGNSCALETOLERANCE

MATERIALCOLORPART No.PART NAME

DRAWING No.

RELEASED

DWNALTERATIONSYMNOTE No.DATEAPVD

DRAWING NAME

1.40.3

250VR250MAX120MAX100MAX70MAX50MAX
 

30MAX

30'

10MAX

0.90.750.4 0.50.2

ANGLE

GENERAL TOLERANCE

A 0.15

KDK

CJW

케 이 유 엠


	시트1
	도면뷰1
	도면뷰2
	도면뷰5
	도면뷰10
	도면뷰11
	도면뷰12


