linear dimension(Tolerances Standard GB/T 14486-2008) | — // | REVISION RECORD
REV. DESCRIPTION ECN No. | APPROVED | DATE
over | over | over | over | over | over over | over
variable 6 10 |30 |60 |[100 | 160 10 | 100 A | HES CLF | 21.03.13
range to to to to to to to |[to to |to
6 10 |30 |60 |100 | 160 10 | 100
tolerance | +0.20(£0.30(+0.50|£0.70| £1.00{ /1.30| £1.60| 0.10 { 0.30 | 0.60 —
ueuL ik 24
ULICUL  Technical Data G“'
Z% Use Group B C D
BiEdlE  Rated Voltage VI | 300 300
[\ // L.\ [\ At Rated Current A 10 10
L RAGH  WieRage
WS4 SoldStanded  [AWG] 212
@ @ fiffifs Withstanding Voltage 1600V/1Min
IEC HAZH
- IEC Technical Data
PCB L AYOUT [l [ K Overvoltage Category mlom o
I p— 0.52 J5lEg  Contamination Class 3 2 2
MEhE  Rated Voltage V| 250 | 400 | 630
Px5.08 HEE  Rated Current W 24 | # | x4
HliE w | a0 | a0
A Impulse withstand voltagea [KV]
@ / / @ @ \; SEHmH Conductor cross section 2
1 RIS Solid/ flexible  [mm?] '
KF128L I ©ﬂ Us HH  Material
5.08 \ “ g ML Insulation Material PAG6
o ! = - 4% Imflammability UL94V-0
g ! “ S{kHt# Contactor Material Hi£4 Copper alloy
pal }: GIkEIBE  Contactive Coating H4% Tin Plated
i / 54 Other Data
[ I8 Pitch [mm] 5.08
4t Poles [Pl 2-24
F4KSE Stipping Length — [mm] 6-7
0.80 124 Sorew/Jf Torque(Max) [N.m] M2504
2.08 | ] 0.90 I'_4-90 L{FILE Operating temperatur — [°C] -40~+105
(P-1)x5.08 10.0 5/EFR5f Pin Dimensions [mm] 44
PCBEALER PCB Hole Diameter  [mm] 15
DES.| 100 | DATE | 210343 |#fi/UNITS|mm| i/ SIZE | A4 [/ SCALE| 1:1 %amrmgNQJECTION é&é\&// A
CHK.| sv | DATE | 210313 @® ERTARUTHRAD [
WP | oF | DATE | 23 N/  CIKEFAELECTRONCCO.LTD |- KF128L-5.08




