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Features

Maximum Ratings

Halogen Free. “Green” Device (Note 1)
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.

Note: 1. Halogen free "Green” products are defined as those which contain <900ppm bromine,
          <900ppm chlorine (<1500ppm total Br + Cl) and <1000ppm antimony compounds. J
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ELECTRICAL CHARACTERISTICS (Ta=25 unless otherwise specified)

Parameter Symbol Test   conditions Min Typ Max Unit

3

3

Static Characteristics

Dynami  Characteristics 4

3

3

Switching Characteristics 4

Notes:
2  Repetitive ating : Pulse idth imited by unction emperature. 

3     Pulse Test : Pulse idth 300μs, uty ycle 0.5%.

4  Guaranteed by esign, ot ubject to roduction esting.
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 Curve Characteristics
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Fig. 2 - Transfer Characteristics
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Fig. 3 - RDS(ON) ID
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Fig.  - RDS(ON) VGS
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Fig.  - IS VSD
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Fig.  - Threshold Voltage
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Device Packing

***IMPORTANT NOTICE***

***LIFE SUPPORT***

***CUSTOMER AWARENESS***

Micro Commercial Components Corp
Micro Commercial Components

Corp

risks of such use and will agree to hold Micro Commercial Components Corp

distributors.
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