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1. PHYSICAL DIMENSIONS(UNIT:mm)
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3. ELECTRICAL CHARACTERISTIC:
3.1 INDUCTANCE:( 1KHz,0.25V)
L(S-F): IMH*15%
3.2 DCR(@25C)
R((S-F): 100mQMAX

3.3 HI-POT TEST:

WINDING — WINDING AC1.0KV 50Hz 3mA  3S

WINDING — Core AC1.0KV  50Hz 3mA 38
4. MATERIAL.:

1. CORE T130125  BkfiEtH

2. WIRE 2UEW 155 C

3. TEX-E TEX-E 0.8

4. SOLDER Sn9.7/0.3Cu

5. BASE 1.0mm 4R

6. EPOXY 3300 A/B

7. VARNISH G-16-1
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5. TEST DATA

Test frequency | 1KHZ/0. 25V

Test instrument | VR1153 (LCR) &VR7210

Temperature 25 C Humidity 60%

Electrical characteristics Size (Unit:mm)

Pin | LSF | DCRS-F A B C D F

Spec | IM=15% | 100mQ@ MAX | 40 MAX | 41 MAX |22 MAX |2 0MAX |4.0+05 | 1.1 MAX
1 1.13 88.25 39.54 38.02 20.51 1.62 4.15 1.08
2 1.05 88.30 39.20 38.10 2052 1.72 4.20 1.06
3 1.07 88.26 39.18 38.13 20.60 1.70 4.16 1.03
4 1.25 88.28 39.19 38.02 20.53 1.68 4.19 1.02
5 1.14 88.29 39.16 37.98 20.61 1.62 4.17 1.05
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