THIS DRAWING IS SUPPLIED FOR INFORMATION ONLY. DESIGN FEATURES, SPECIFICATIONS AND PERFORMANCE DATA SHOWN HEREON ARE THE PROPERTY OF THE
AMPHENOL CORPORATION. NO RIGHTS OF REPRODUCTION ARE IMPLIED. ALL DIMENSIONS ARE SUBJECT TO NORMAL MANUFACTURING VARIATIONS.
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1. XA RRE HA%  Suitable Socket diameter:1.Omm
2. HUEWLIR Current rating: 5A EaE— SECTION
3. 5t 7R Terminatin type: Crimp B B-B
4. JEZRHUAE: AWG20722
5. P%(5 E Plating specification: See below — ]
5.1 24 XX=01 4K, AN 794 A
When XX=01 Gold flash plate overall.
5.2. 3 XX=02 K, Pz Eg100"
When XX=02 Contact plating 10u”
5.3. 2 XX=03 H#LK, /(i H 5300
When XX=03 Contact plating 30u”
5.4. % XX=04 GRS AMPHENOL | Amphenol Technical Products International GZ
When XX=04 Tin over nickel
6. MBI Material specification: ;ﬁé% W I Pk L ) [P e
6. L3 T HlAE proecron | semr | sw | mev | soue HC Contect 20fPin 20~22AH
Contact body: Copper alloy ‘ = 10F1 A3 B
6.2.(9)%3: AW % % SIGNATURE Ei}%) DATE [ UNLESS OTHERWISE SPECIFIED e e
ter spring: Stainless steel 1) All dimensions are in ). I'CTIIINXX
7. 74 ROIS il X DRAWN [ 12/01/14 2) are as follows: — e
ROHS compliance # P CHECKED | X 12/01/14 ?&g :&gg * N/A _
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