A+0.2

m Specifications :
e Voltage rating: 50 VAC /DC

1.00 [0.039] 0.20 [0.008]
e Currentrating: 1A AC/DC
e Withstanding voltage: 500V AC/minute
L T L e Temperature range: -25°C~+85°C
® Insulation resistance: 2100MQ
® Contact resistance: <20mQ
® After environmental testing:<40mQ
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@ Series No.
@ Category : W-WAFER
® Wedding Board Angle : V-Stright Angle 180°
- 4.85[0.184] @ Welding Way:S-SMT
Circuit 1 \
/" ® Row No.Pin No.XX-02P~20P
/ ® Plug the Pin & Special No:E-Ear clip
3 ) @ Material:LP-LCP 94V-0
S S Planting Category: SW-Matte Tin plating(Tin:70u Min)
2 S SN-Bright tin Plating
M [Z]o10[viax] V01-Gold Flash
®© HF-Halogen Free;Blank-Halogen
0.70 0.028]
€03
B+0.3 Dimensions(mm) Dimensions(mm)
Poles y B T Poles = 5 o
02 1.00 | 400 | 250 12 1000 [ 13.00 [ 11.50
03 2.00 5.00 3.50 13 11.00 14.00 12.50
04 3.00 6.00 450 14 12.00 15.00 13.50
0.60 [0.023] 05 4.00 | 7.00 5.50 15 13.00 | 16.00 | 14.50
1.00 [0.039] 06 5.00 8.00 6.50 16 14.00 17.00 15.50
1.55[0.061] 07 6.00 | 900 | 7.50 17 15.00 | 18.00 | 16.50
08 7.00 | 10.00 | 8.50 18 17.00 [ 20.00 | 18.50
09 8.00 | 11.00 | 9.50 20 19.00 22.00 | 20.50
| H 10 9.00 | 12.00 | 10.50
®
1.20 [0.047] [2]
3
—ET °
g 2 X1002WRS-XXE-LPSWHH ~ LCP UL 94V-0 Brass Tin Plated X1002H-L
g— \_ % X1002WRS-XXE-LPV01 LCP UL 94V-0 Gold Flash
8_ Connector OutLine Phosphor Bronze X1002H
o Recommend P.C.B Layout X1002WRS-XXE-LPSW LCP UL 94V-0 Tin Plating Fog
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“5°
= DWN DATE VlEW:Q-a- -
[y H =7 " omm Crimp Syle Connect
FAax -y 2<L=<16 303 CHKD DATE UNIT: mm/in |1-0mm Crimp Style Connectors
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