
Dimensions: [mm]

Electrical Properties: 

General Information: 
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UNIT: MM

DESCRIPTION:  SMD EMI Suppression Ferrite Bead

SCALE: 
SHEET: 1/2

PART NO: FBHA1206-601-202LR 

SIZE: A4

KOHER (Shanghai) Electronic Co.,LtdAPPROVAL: WSD

KOHER Electronic
4546 BATES DRIVE, YORBLINDA CA 92886 USA
714-325-4789  Contact@kohergroup.com                                                                      www.kohergroup.com

Recommended Land Pattern: [mm]

  

PACKING UNIT: 3000pcs

Storage Temperature(in original packaging): -40°C to +85°C
Operating Temperature: -55°C to +125°C
Test conditions of Electrical Properties: 20±15°C, 30~70%RH
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Properties

Value

Test Condition
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2000.00 0.08

100MHz  500mV △T=40℃
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WIDE BAND / HIGH SPREED:  W=4.2
HIGH CURRENT:                       W=5.2



Typical Electrical Characteristics:

Impedance VS. Frequency Characteristics:
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UNIT: MM

DESCRIPTION: SMD EMI Suppression Ferrite Bead 

SCALE: 
SHEET: 2/2

PART NO: FBHA1206-601-202LR 

 

SIZE: A4
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PACKING UNIT: 3000pcs


