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3.1 TYPE C

U263-16XN-4XS1735

NOTE:

1.

材料规格
 MATERIAL SPECIFICATION:

  1.

胶壳  HOUSING:HIGH TEMPRATURE RESISANT PLASTIC,UL94 V-0

  2.

触点
 CONTACTS: COPPER ALLOY

  3.

弹片
 MID PLATE:SUS 304

2.

电镀规格
 PLATING SPECIFICATION:

  2-1.

触点
 CONTACTS:

    Ni 50U”MIN.UNDER PLATED OVER ALL.

    Au PLATED ON THE FUNCTIONAL AREA OF CONTACT

    (GOLD PLATING THICKNESS FOLLOW THE P/N)

    PLATIN SPECIFICATIONS OF THE  SOLDER  AREA  FOLLOW   THE

  2-2.

前壳
 FRONT SHELL:

    Ni 30u”MIN
，

UNDER PLATED OVER ALL.

3.

机械特性
 MECHANICAL PERFORMANCE.

  3-1.

插入力  INSERTION FORCE:0.5~2.0kqf.

  3-2.

拔出力 REMOVAL FORCE:0.8kgf~2.0kgf.

  3-3.

寿命
 DURABILITY:10000 CYCLES.

4.

电气性能
ELECTRICAL PERFORMANCE

  4-1.

额定电流
 CURRENT RATING:5.0A

额定电压
 VOLTAGE RATING:50V

  4-2.

绝缘电阻
 INSULATION RESISTANCE: 100MΩ MIN

  4-3.DIELECTRIC WTHSTAND VOLTAGE AC 100V FOR 1 MINUTE

  4-4.

低接触电阻
 LOW CONTACT RESISTANCE: INITIAL 40MΩ /AFTER 50MΩ

5.

环境性能
 ENVIRONMENTAL PERFORMANCE:

工作温度
 OPERATING TEMPERATURE:-25 ℃ ~+85℃ .

6.

红外线回流焊炉
 IR REFLOW:

   THE PEAK TEMPERATURE ON THE BOARD SHALL

   BE MAINTAINED FOR 10 SECONDS AT 260 ℃ .

XKB  Connecitity

XKB  Connecitity

XKB  Connecitity

 MID PLATE:SUS 304

 FRONT SHELL:SUS 304

前壳
  4.

PIN NUMBER SIGNAL NAME

A1 GND

A4 VBUS

A5 CC1

A6

Dp1

A7 Dn1

A8 SBU1

A9 VBUS

A12 GND

PIN NUMBER
SIGNAL NAME

B12
GND

B9
VBUS

B8
SBU2

B7 Dn2

B6

Dp2

B5
CC2

B4
VBUS

B1 GND

USB TYPE-C PIN ASSICGNMETS

1：AU 1u''

2: AU 3u''

3:  AU 15U''

4:  AU 30U''

G:Gree

B:Black

O:Orgerge

W:Whit

B:Blue
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PRODUCT    EDGE

PLUG

AFTER     MATING

RECOMMENDED    PCB    LAYOUT(TOP   VIEW

THICKNESS   0.80MM;DEFAULT   TOLERANCE:±0.05

U263-16XN-4XS1735

X-U263-16XN-4XS1735


