linear dimension(Tolerances Standard GB/T 14486-2008) | — // L REVISION RECORD
over | over | over | over | over | over over | over REV. DESCRIPTION ECNNo. | APPROVED| DATE
variable 6 |10 |30 |60 |100 | 160 10 | 100 A Hxf OLF | 21,0345
range to to to to to to to to to |to
6 10 (30 |60 (100 |160 10 100
tolerance|+0.20(+0.30|+0.50 (+0.70|+1.00|+1.30 {+1.60| 0.10 | 0.30 | 0.60
ueuL A 2% “
ULICUL  Technical Data ¢ us
o 24 Use Group B | Cc| D
S FE#E  Rated Voltage M| 300 300
M HeHH  Rated Current Al 1 10
B4%E  Wire Range
B/EE8  SoidStranded  [AWG]
WHE  Withstanding Voltage 1600V/1Min
3.50%0.03 IEC #A8H
IEC Technical Data
P CB LAYOUT 8 HAERS  Overvoltage Catagory m{ mf{n
J F44%  Contamination Class 3| 2 2
D D Bk Rated Vollage M 160 | 320
HEdii  Rated Current A 13 | 13
. B 2 | 25
Impulse withstand voltagea K
Px3.50+8.0 SHETH Conductor cross seclion
BRI 54 Solid/ fexible  [mmd]
KEEA [/ HH M
I A Insulation Material PAB6
CETN\us . ERES  Imfammabilty ULS4V0
P KF2EDG \\ S| | 8t Contactor Materil 444 Copperaloy
< O JV(RIM=3.5 Q =| | $4%E#E Contactive Coating 5 TinPited
QD-_' \| ‘|=‘ —#5%  Other Data
© I Pitch ] 35
A I_l J_l —/ —l ]_l I W8 Poles ] 0224
H 1.00 FGKE StippingLength ~ [mm)]
4.00 % Screw/HlAE Torque(Max) [N.m] -
3,90 1.00 — TfEBE Operating temperatur  [C] 40~+105
(P-1)x3.50 - ‘ /.30 SR Pin Dinensions ] 12
' PR PCB Role Diameter  [mm] 16
DES.| FZM | DATE | 210345 |d4i/UNITS|mm| Rt/SIZE |A4 4/ SCALE| 1:1| #=BAMHRDANGLEPROECTION | ik /| |
® REV
CHK. Sy DATE | 21.03.15 K/EF\A EETHEETFHERAF Y
AT DATE | 210345 | Sep OXI KEFA ELECTRONCCO,LTD | KF2EDGJVM-3.5




