










XKB INDUSTRIAL PRECISION CO.,LIMITED

MODEL TYPE:

PART NO.:

DWG NO.:

WEIGHT SHEET REVISION

VIEW:

SCALE: N/A

UNIT: mm/in

SIZE: A4
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REVISED APPROVED

4<L≤ 16

16<L≤ 63

L> 63

UNSPECIFIED TOLERANCES
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Specifications:

规格:

Voltage rating:50V AC/DC

额定电压：50V AC/DC

Current rating:1A AC/DC

额定电流：1A AC/DC

Contact Resistance:≤20M

接触电阻：≤20M

lns lation Resistance: 100M

绝缘电阻: 100M

Dieletric strength:250V AC/minutenai

耐压：250V AC/minute

Cycles:12000

寿命;12000

 Series No.

 Material.: P-Phosphor bronze;

 Plating Style:

 V01-All Gold Flash  SN-Bright Tin

Plating

X1254T - P XX
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0.97±0.1 0.038

X1254-PV01

Phoshor

Bronze

AWG#28-32

1.0mm(MAX)

Stamping Pating 30u"Ni

Whole Gold Flash

X1254H

X1254-PSN

Material

Wire Range

Insulation O.D

Stamping Before

Pating:30u" Ni 70U"Sn Min

PART N0 Finish

Suitable XKB

Terminal


