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3.Side package surface finish Ra0.4±0.2um

2.Bottom package surface finish Ra0.7±0.2um

1.Top package surface finish Ra0.4±0.2um
GENERAL NOTES

OLDERING  FOOTPRINTS
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GENERAL NOTES
1.Top package surface finish Ra0.4±0.2um

2.Bottom package surface finish Ra0.7±0.2um

3.Side package surface finish Ra0.4±0.2um

OLDERING  FOOTPRINTS
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per side.
4. Protrusion or Gate Burrs shall not exceed 0.10mm
3. Side package surface finish Ra0.4±0.2um

2. Bottom package surface finish Ra0.7±0.2um

1. Top package surface finish Ra0.4±0.2um

  GENERAL NOTES

SOLDERING  FOOTPRINT
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 AORDER INFORMATION APPENDIX
 
Device Output Voltage  Package Marking Shipping 

LR6375AxxM

(7)

 1.8V~5.0V SOT-23-3 8AX 3K/Reel 
LR6375AxxMC 1.8V~5.0V SOT-23-3  3K/Reel 
LR6375AxxMY 1.8V~5.0V SOT-23-3 3K/Reel 
LR6375AxxMF 1.8V~5.0V SOT-23-5  3K/Reel 
LR6375AxxMR 1.8V~5.0V SOT-23-5  3K/Reel 
LR6375AxxP 1.8V~5.0V SOT-89-3  1K/Reel 
LR6375AxxPL 1.8V~5.0V SOT-89-3  1K/Reel 
LR6375AxxPT 1.8V~5.0V SOT-89 -3  1K/Reel 
LR6375AxxP1 1.8V~5.0V SOT-89-3  1K/Reel 

8CX 
 8YX 
 8BX 
  8RX 
   8DX  
    8LX  

     8TX  
      8ZX  

(9)(10)

    
(7) :  “18” express that the output voltage is 1.8V  

        (9)  "X" changes along with the output voltage, as figure below:

        (10)   :

(8) :

"xx" represents output voltage,

Output voltage varies from 1.8V to 5.0V, 0.1V an interval

eg 

 The last letter

(8)

         There are additional  marking ，which relates to  the date code，
 two letters(Year and week)  

not list above.
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 ATAPE AND REEL INFORMATION

Administrator
放置图像

Administrator
放置图像

Administrator
放置图像

Administrator
打字机
ROLLING ORIENTATION

Administrator
打字机
 REEL DEMENSIONS

Administrator
打字机
TAPE DEMENSIONS

Administrator
放置图像

Administrator
放置图像
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 A 
Device Package Reel 

Diameter 
(mm) 

Reel 
width 
mm  

P0 
mm  

P1 
mm  

A0 
mm  

B0 
mm  

K0 
mm  

W 
mm  

LR6375AxxM SOT-23-3 178 1 9.6 1.2 4.00 0.1 4.00 0.1 3.1 0.1 3.28 0.1 1.32 0.1 8.0 0.1 
LR6375AxxMC SOT-23-3 178 1 9.6 1.2 4.00 0.1 4.00 0.1 3.1 0.1 3.28 0.1 1.32 0.1 8.0 0.1 
LR6375AxxMY SOT-23-3 178 1 9.6 1.2 4.00 0.1 4.00 0.1 3.1 0.1 3.28 0.1 1.32 0.1 8.0 0.1 
LR6375AxxMF SOT-23-5 178 1 9.6 1.2 4.00 0.1 4.00 0.1 3.25 0.05 3.15 0.05 1.5 0.05 8.0 0.1 
LR6375AxxMR SOT-23-5 178 1 9.6 1.2 4.00 0.1 4.00 0.1 3.25 0.05 3.15 0.05 1.5 0.05 8.0 0.1 

    LR6375AxxP SOT-89-3 178 1  4.00 0.1 8.00 0.1 4.75 0.1 4.2 0.1 1.75 0.1  

LR6375AxxPT SOT-89-3 178 1  4.00 0.1 8.00 0.1 4.75 0.1 4.2 0.1 1.75 0.1  

LR6375AxxPL SOT-89-3 178 1  4.00 0.1 8.00 0.1 4.75 0.1 4.2 0.1 1.75 0.1  

 

PIN1

NA

NA

NA

Q3

Q3

NA

NA

NA

 

LR6375AxxP1 SOT-89-3 178 1  4.00 0.1 8.00 0.1 4.75 0.1 4.2 0.1 1.75 0.1 NA 
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Curve guarantee in the specification. The curve of test items with electric parameter is used as quality guarantee. 
The curve of test items without electric parameter is used as reference only.

Before you use our Products for new Project, you are requested to carefully read this document and fully understand
its contents. LRC shall not be in any way responsible or liable for failure, malfunction or accident arising from the 

use of any LRC’s Products against warning, caution or note contained in this document.

All information contained in this document is current as of the issuing date and subject to change without any prior
notice. Before purchasing or using LRC's Products, please confirm the latest information with a LRC sales 
representative.

●

●

●

DISCLAIMER


