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Aluminum Electrolytic Capacitors (Radial lead type)

28-Feb-20

Diagram
     This Series is no longer available for

    purchase in the country of Japan.

FR series

5000 to 10000 h
105 ℃ 

FS series

5000 to 10000 h
105 ℃ 

FM series

2000 to 7000 h
105 ℃ 

TP series

125 ℃ / 2000 to 5000 h

135 ℃ / 1000 to 2000 h

HD series

1000 to 2000 h
105 ℃ 

TA series

2000 h
125 ℃ 

GA series (7L)

1000 h
105 ℃ 

SU series

2000 h
85 ℃ 

GA series

1000 to 2000 h
105 ℃ 

FP series

4000 to 5000 h
105 ℃ 

FK series

3000 to 5000 h
105 ℃ 

NHG series

1000 to 2000 h
105 ℃ 

M series

2000 h
85 ℃ 

FC series

1000 to 5000 h
105 ℃ 

KS/KA series

1000 h
85 ℃ 

KS/KA series

1000 h
85 ℃ 

Radial lead type

Long life / High ripple

Low impedance

Miniaturized

EE series

8000 to 10000 h
105 ℃ 

EB series

5000 to 10000 h
105 ℃ 

(Bi-polar)

(Bi-polar)

(Bi-polar)

ED series

8000 to 10000 h
105 ℃ 



Aluminum Electrolytic Capacitors (Radial lead type)

Part number system
◇ Type 1（Series：FC, FK, FM, FR, FS, FP, EB, ED, EE, TA, TP, HD, GA）

* Blank ：Straight
* E ：Lead forming
* B ：Taping

(Pitch 5.0, 7.5 mm)
* H ：Taping

(Pitch 2.5 mm)

◇ Type 2（Series：NHG, GA-Bipolar, M）

* Blank ：Straight
* E ：Lead forming
* B ：Taping

(Pitch 5.0, 7.5 mm)
* i ：Taping

(Pitch 2.5 mm)

◇ Type 3（Series：KA, KA-Bipolar, KS, KS-Bipolar, SU-Bipolar）

* Blank ：Straight
* E ：Lead forming
* B ：Taping

(Pitch 5.0, 7.5 mm)
* i ：Taping

(Pitch 2.5 mm)

200 2D
250 2E
350 2V

16 1C
25 1E
35 1V

2W

4 0D
6.3 0J
10 1A

Product 

470 471
1000 102

6800 682

3300 332
4700 472

2200 222

22322000

12000 123
15000 153

35 1V
50 1H
63 1J
100 2A

330

10 100
22 220
33 330
47 470

450
400 2G

100 101160 2C

M (85℃ 2000 h) M

1.5 1R5
2.2 2R2
3.3 3R3

25 1E 4.7 4R7

5600 562

22000 223

R.voltage
(V) Code

68 680
82 820
100 101

330 331

Product Series codeVoltage code

Series Code Cap.
（μF） Code Cap.

（μF） Code

150

2700 272
3300 332
3900 392
4700 472
5100 512

821
1000 102
1200 122
1500 152
1600 162

22

120 121 6800 682

1800 182

400

63 1J
100

2G

2C
200 2D

450 2W

202
2200 222

Cap.
（μF）

2000

EB (105 ℃ 5000 h to 10000 h) EB 820

Series
Taping of forming 

forming of terminal code
Suffix+Taping of

of terminal code

3.3 3R3

220
270

100
120

250 2E
350 2V

Product 

3 figures

Code CodeCode Cap.
（μF）

R.voltage
(V)

3 figures

FR

Code

2020/1/31

33 330
39 390
47 470

15 150
18 180

56 560

FP (105 ℃ 4000 h to 5000 h) FP

2A

2 figures 2 figures
0 to 2 figures

Voltage codeSeries code

FR (105 ℃ 5000 h to 10000 h)

6.3

FM

160

390 391
470 471
510 511
560 561
680 681

1R5

1H

1.5
2R2

50 6.8
5.6
4.71E

1V
6R8
5R6
4R7

16
25
35

ED
EE

GA

ED (105 ℃ 8000 h to 10000 h)

TA (125 ℃ 2000 h) TA
TP (125 ℃ 3000 h to 5000 h) TP
HD (105 ℃ 2000 h) HD

Suffix+Taping of

KA (85℃ 1000 h) KA

FC (105 ℃ 1000 h to 5000 h)
FK (105 ℃ 4000 h to 5000 h)
FM (105 ℃ 4000 h to 7000 h)

27

12

0JFC
FK 10 1A

1C

10

2.2

EE (105 ℃ 8000 h to 10000 h)

classification 1 to 2 figures

GA (105 ℃ 1000 h)

3 figures forming of terminal code
0 to 3 figures

Taping of forming 
of terminal code

Suffix+Taping of
classification 2 figures 1 to 2 figures 3 figures forming of terminal code

Series codeVoltage code

220 221

6.3 0J
10 1A
16 1C

330 331NHG (105℃ 1000 h to 2000 h) HG
GA-Bipolar (105℃ 1000 h to 2000 EN

0 to 1 figures

R.voltage
(V) Code Series Code Cap.

（μF） Code Cap.
（μF） Code

Taping of forming 
of terminal code

151 8200 822
180 181 10000 103
220 221 12000 123

50 1H
33 330 3300 332
47 470 4700 472

2200 222
1000 102

2.2 2R2
3.3 3R3
4.7

220

22 220

331

10 100
470 4714R7

221

100 101 6800 682

Explanation of part numbers

Capacitance code

Capacitance code

Capacitance code

classification

3 figures
2 figures

4 figures

KA-Bipolar (85℃ 1000 h) KN
KS (85℃ 1000 h) KS
KS-Bipolar (85℃ 1000 h) SN
SU-Bipolar (85℃ 2000 h) N

270 271 15000 153

EEU FC 0J 272 □+B

ECA 0J HG 101 □+B

ECEA 0J N 472 □+B



Aluminum Electrolytic Capacitors (Radial Lead Type)

● Dimensions

Unit：mm

Unit：mm

Unit：mm

28-Feb-20

Dimensions Nominal

P1

Tolerance
φd 0.45 ±0.05

±0.5F 2.50
P1 5.10 ±0.5

±0.5

Dimensions Tolerance

F
5.10

±0.05

+0.5

φd 0.45
0.50：5×11,6.3×11.2,15

2.50

Lead taping radial lead type

7.5 ｍｍ5.0 ｍｍ2.5 ｍｍ

18 × 15, 20, 25 ー ー H

FigureFigureFigure

C D ー

12.5 × 15, 20, 25 ー

C D ー

B A ー

3.85

Nominal

ー H

5 × 5, 7
6.3 × 5, 7

B A ー
C A ー

16 × 15, 20, 25 ーC E ー

6.3 × 11.2, 15

10 × 12.5, 16, 20, 25 ー F

Figure C

Case size(mm) φD × L

Lead space

4 × 5, 7

8 × 5, 7
5 × 11

ー
G ー

Figure B

 (Lead space : 5.0 mm / φD×L : φ4×5, 7, φ5×5, 7, φ6.3×5, 7)

 (Lead space : 2.5 mm / φD×L : φ4×5, 7, φ5×5, 7)

Lead space 2.5 ｍｍ 5.0 ｍｍ 7.5 ｍｍ
Case size(mm) φD × L Figure Figure Figure

8 × 11.5, 15, 20 ー E ー

 (Lead space : 2.5 mm / φD×L : φ5×11, φ6.3×5, 7, 11.2, 15, φ8×5, 7)

AFigure

±0.5
5.00F

ToleranceDimensions Nominal
φd 0.45 ±0.05

+0.8 / -0.2
P1

6.35±1.0 12.7±1.0
φD 1.0 ≧1.0 ≧

12.7±0.2

φd

FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

6.35±1.0 12.7±1.0
φD

1.0 ≧1.0 ≧

12.7±0.2

φd

FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

17
.5

0
+

0.
75

-0
.2

0

6.35±1.0 12.7±1.0
φD 1.0 ≧1.0 ≧

12.7±0.2

φd
FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

L
L

L

18
.5

0
+

0.
75

-0
.5

0

18
.5

0
+

0.
75

-0
.5

0

16
.0

±
0.

5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Unit：mm

Unit：mm

Unit：mm

Unit：mm

Figure D  (Lead space : 5.0 mm / φD×L : φ5×11、φ6.3×11.2、15)

Dimensions Nominal Tolerance
φd 0.50 ±0.05

Figure E  (Lead space : 5 mm / φD×L : φ8×5、7、11.5、15、20)

F 5.00 +0.8 / -0.2
P1 3.85 ±0.5

Figure F  (Lead space : 5 mm / φD×L : φ10×12.5、16、20、25)

F 20.00 18.50

±0.5
F 5.00 +0.8 / -02

Dimensions Nominal Tolerance
φd 0.60 ±0.05

28-Feb-20

Figure G  (Lead space : 5 mm / φD×L : φ12.5×15、20、25)

Dimensions Nominal Tolerance
φd 0.60 ±0.05

P1 5.00 ±0.5
F 5.00 +0.8 / -02

5.00
3.85

BQB

+0.75 / -0.5

+0.8 / -02

Tolerance

±0.5

±0.05

P1 3.85

Dimensions

φd
F
P1

0.60

φ8×11.5 to 20

Suffix code

Nominal
φ8×5, 7

0.45

6.35±1.0 12.7±1.0
φD 1.0 ≧1.0 ≧

12.7±0.2

φd

FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

6.35±1.0 12.7±1.0
φD

1.0 ≧1.0 ≧

12.7±0.2

φd

FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

18
.5

0
+

0.
75

-0
.5

0

6.35±1.0 12.7±1.0
φD 1.0 ≧1.0 ≧

12.7±0.2

φd
FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

L
L

L

18
.5

0
+

0.
75

-0
.5

0

16
.0

±
0.

5

7.5±1.0 15.0±1.0
φD 1.0 ≧1.0 ≧

15.0±0.2

φd
FP1

φ4.0±0.2

0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

L

18
.5

0
+

0.
75

-0
.5

0

H

16
.0

±
0.

5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Unit：mm

Unit：mm

● Lead forming type (Snap-in)
Lead formed Aluminium Electrolytic Capacitor for self mounting, for rationalization and upgrade of soldering process.

Unit：mm

Unit：mm

Dimensions

Series KA/KS Dimensions

28-Feb-20

10, 12.5, 16, 18

Shape of lead wire
φD Dimensions

1.0 1.6

2.7 ー 1.0 1.0 0.6 1.0 1.6
2.7 2.5 1.0

4, 5, 6.3, 8

φD H1±0.5
4.55.0

φ6.3
340 max.

Dimensions of outer carton box

Dimensions Nominal

270 max.
2000 pcs.

F±0.5 P E max. φd
5.0

Packaging Qty.

c 170 to 210 max.
2000 pcs.

230 max.
1000 pcs.

170 to 270 max.
500 pcs.

Tolerance

Packaging Specifications

φd 0.80 ±0.05
F 7.50 +0.5

to 55 max.

φ4 to φ5
340 max.

Dimensions

a
b to 55 max.

φ8
340 max.

to 55 max.

φ10, φ12.5
340 max.

55 to 66 max.

φ16, φ18
340 max.

Figure H  (Lead space : 7.5 mm / φD×L : φ16×15, 20, 25, φ18×15, 20, 25)

1.0 / 1.1 1.62.7 ー 5.0 1.0

0.9 1.62.7 2.5 1.0 1.0 0.5
hole dia. φ thick ness

for PWBH2 H3

P1 3.75 ±0.5

6.3
8.0
10.0

1.61.0
4.5
4.5
4.5

0.6
1.0 0.5

1.0
2.7 2.5 1.05.0

5.0
5.0

2.7 ー 0.9 1.0 0.8
1.6
1.6

12.5 4.5
16.0 4.5 2.7 ー 0.9 1.0 0.8 1.1
18.0 4.5 1.1

1.0 / 0.9 0.6 / 0.8
7.5
7.5

P E max. φd for PWB
hole dia. φ thick nessφD H1±0.5 H2 H3±0.3 F±0.5

0.95 1.0 0.45 0.9 1.64.0 4.5 2.7 1.5 5.0
1.0 0.45 0.9 1.65.0 4.5 2.7 1.5 5.0

62 to 75 max.
225 to 310 max.

250 pcs.

0.95 1.0 0.45 0.9 1.68.0 4.5 2.7 1.5 5.0
0.95 1.0 0.45 0.9 1.66.3 4.5 2.7 1.5 5.0
0.95

b

a

c

H1
H2

φ
d

F

P
E

φ
D

7.5±1.0 30.0±1.0

φD 2.0 ≧2.0 ≧

15.0±0.2

φd

FP1

φ4.0±0.2 0.
6±

0.
3

9.
0±

0.
5

0 
to

1.
5

6.
0 

≦

18
.0

±
0.

5

L

1.3 ≧1.3 ≧

18
.5

0
+

0.
75

-0
.5

0

H1
H2

φ
d

F

P
E

φ
D

H3



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 5000 h to 10000 h ● Malaysia
● Low ESR (Same as FM Series)
● RoHS compliant

   

Unit：mm

7.52.0 2.5 3.5 5.0 5.0 5.0F
φd 0.5 0.5 0.6 0.6 0.6 0.8 0.8

0.85 0.95 1.00

L

47 to 330
390 to 1000

Dimensions

φD 5.0 6.3 8.0

0.90

10.0 16.0
― ― ― ― 12.5 to 25 30 to 35 ―

12.5

0.45
0.60
0.65
0.75

0.55

0.75

 φ8×11.5, φ10×12.5 : 6000 h (✽ Only EEUFR1V331U (φ10×12.5) 5000 h)
 φ8×15, φ10×16 : 8000 h, φ8×20 : 9000 h
 φ10×20 to φ10×25, φ12.5×20 to φ12.5×35, φ16×20 to φ16×25 : 10000 h

60 120 1 k 10 k 100 k

0.98 1.00
0.80 0.95 1.00 1.00

0.75 0.90 1.00
0.70

100
0.08

 (120 Hz /+20℃)

 Duration
 φ5×11, φ6.3×11.2 : 5000 h

50 63
0.16 0.14 0.12 0.10 0.09

25 35

Features

Specifications

Capacitance range 4.7 μF to 8200 μF

Category temp. range –40 ℃ to +105 ℃
6.3 V to 100 V

Country of origin

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

 (With voltage treatment)

4.7 to 33
Cap.（μF）

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF, add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage) when the

Dissipation factor（tan δ)

Frequency correction factor for ripple current

16

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

1200 to 8200

FR series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

10
0.19

6.3
0.22

 Within ±25 % of the initial value (6.3 V to 10 V : ±30 %)

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.5

L ≧ 20：L±2.0

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: 100 kHz

0.024
0.093 2153

16 × 25 0.074 2988

12.5 × 30
0.021

0.082 2528
12.5 × 35

0.029
0.071 2780

16 × 20

10 × 20 0.084 0.336 1500

R. voltage
100 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)Case size
(mm)

(φD×L) +20 ℃ -10 ℃ +105 ℃

12.5 × 20
0.027

0.125 1582
12.5 × 25

0.024
0.092 1995

0.033

10 × 20 0.035 0.140 1229
10 × 25 0.033 0.132 1500

10 × 12.5 0.063 0.252 761
10 × 16 0.045 0.180 1073

0.068 0.272 741
8 × 20 0.050 0.200 930

6.3 × 11.2 0.210 0.840 284
8 × 11.5 0.092 0.368 566

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

R. voltage
63 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)Case size
(mm)

(φD×L)

16 × 25 0.014 0.035 3820 0.016 0.040

+20 ℃ -10 ℃ +105 ℃
5 × 11 0.510 2.040 175

3320

8 × 15

3270
16 × 20 0.017 0.043 3300 0.019 0.048 2870

12.5 × 35 0.012 0.030 3750 0.014 0.035

2660
12.5 × 30 0.013 0.033 3630 0.016 0.040 3160
12.5 × 25 0.015 0.038 3190 0.018 0.045

2150
12.5 × 20 0.018 0.045 2600 0.022 0.055 2260
10 × 25 0.018 0.054 2470 0.022 0.066

1650
10 × 20 0.020 0.057 2180 0.023 0.069 1890
10 × 16 0.028 0.078 1790 0.030 0.090

1430
10 × 12.5 0.043 0.114 1290 0.042 0.126 1170

8 × 20 0.030 0.090 1560 0.033 0.099

870
8 × 15 0.041 0.123 1240 0.045 0.135 1140

8 × 11.5 0.056 0.168 950 0.061 0.183

250
6.3 × 11.2 0.130 0.430 455 0.140 0.460 405

5 × 11 0.300 1.000 280 0.340 1.130
+20 ℃ -10 ℃ +105 ℃ +20 ℃ -10 ℃ +105 ℃

FR series
Case size/ Impedance/ Ripple current

R. voltage
6.3 V to 35 V 50 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)
Impedance*1

(Ω)
Ripple current*1

(mA rms)Case size
(mm)

(φD×L)



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

10

6800

4700

1500

1000

 EEUFR1A271(  )
 EEUFR1A471(  )
 EEUFR1A681(  )
 EEUFR1A821(  )
 EEUFR1A102(  )
 EEUFR1A102L(  )
 EEUFR1A152L(  )

30.0
20.0
35.0
35.0
25.0

―
―

0.012
0.012
0.014

0.018
0.018

6.3

5600

1800
2200

8200
100
150
220
270

6800

2700
3300
3900
4700
5600

1000

1500
1800
2200

1200

150
220
330
470
820

16.0
15.0
20.0
16.0
20.0
25.0

25.0
11.0
11.0
11.2
11.2
11.5

25.0
25.0
20.0
25.0
30.0
35.0

11.5
15.0
12.5
20.0
16.0

11.0
11.2
11.2
11.2
11.5

0.041
0.030
0.028
0.020

0.130
0.130
0.056
0.056
0.043
0.028

0.015

7.5

0.300
0.130
0.130
0.130
0.056
0.056
0.041

5.0
5.0
5.0
5.0
5.0
5.0

5.0
5.0
5.0
5.0
5.0
5.0

10000 0.8 7.5

0.6

 EEUFR1A152(  )
 EEUFR1A182(  )
 EEUFR1A222L(  )
 EEUFR1A332(  )

100
100
100
100

200
200
200
200
200
200

 EEUFR1A472L
 EEUFR1A472S(  )
 EEUFR1A562L
 EEUFR1A682L
 EEUFR1A682(  )

 EEUFR1A392(  )

―
―
250 

200
200
200
200
200
200 1000 

1000 
500 
500 
500 
500 
500 
―100
250 

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L

2000 

0.8 7.5 ―
5.0 ―

16.0 3820 10000

―
12.5 3750 10000 0.8
12.5 3750 10000 0.8 5.0

―7.5
0.8 5.0 ――12.5 3630 10000

16.0 3300
0.013
0.017

3900
0.6 5.0 ―12.5 2600 1000020.03300

5.0 ―12.5 3190 100000.01525.0

0.6 5.0 ―10.0 2470 10000
0.6 5.0 ―

―
10.0 2180 10000

―
10.0 1790 8000 0.6 5.0
8.0 1560 9000 0.6 3.5

8000 0.6 3.5 ―
0.6 5.0 ― 500 10.0 1790 8000

8.0 1240

0.6 5.0 ― 500 10.0 1290 600012.5820
0.6 3.5 ― 1000 8.0 950 600011.5680
0.6 3.5 ― 1000 8.0 950 6000470
0.5 2.5 2.56.3 455 5000

5000 0.5 2.5 2.5

5.0 5000
5.0

10000 0.8 7.5 ―16.0 0.014
0.300

12.5 10000 0.6

16.0 10000 0.8 7.520.0

10000 0.8 5.00.013
0.012
0.017

0.018

8.0 6000
8.0 6000 0.6

5.0

8.0 9000

3.5
10.0 6000 0.6
8.0 8000 0.6

0.043
0.6 3.5

5.0
0.030

2.0 2.5

5000 0.5 2.5 2.5
0.5 2.5 2.5

2.5 2.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

5.0 280

5.0  EEUFR1A221(  ) 200 2000 4556.3
5.0  EEUFR1A151(  ) 200 2000 2.5280 5000 0.5 2.00.300
5.0  EEUFR1A101(  ) 200 2000 2.5280 0.5 2.0
7.5  EEUFR0J822(  ) 100 250 3820

 EEUFR0J682S(  ) 100 250 3300
12.5 ― ―  EEUFR0J682L 100 ―3750 10000 0.8 5.0

7.5 ―

 EEUFR0J562L 100 ―363012.5
5.0  EEUFR0J472(  ) 200 500 0.6 5.0 ―12.5 10000

――

 EEUFR0J392(  ) 200 500 
3190

500 
2600 5.0

5.0  EEUFR0J332L(  ) 2002470 10000 0.6 5.0 ―
5.0 ―

0.01810.0
5.0  EEUFR0J272L(  ) 200 500 247010.0
5.0  EEUFR0J222(  ) 200 500 218010.0

10000 0.6 5.0 ―
10000 0.6 5.0 ―0.020

0.018
20.0

 EEUFR0J182(  ) 200 500 179010.0
5.0  EEUFR0J152L(  ) 200 1000 

8000 0.6 5.0 ―
―

5.00.028

 EEUFR0J122(  ) 200 500 
1560

1000 
1290 5.0

5.0  EEUFR0J122L(  ) 200―
―

 EEUFR0J102(  ) 200 1000 
1240

 EEUFR0J821(  ) 200 1000 
950

2000 
950 5.0

5.0  EEUFR0J471(  ) 200455

0.6 3.5 ―
3.5 ―

6.3
5.0  EEUFR0J331(  ) 200 2000 

 EEUFR0J221(  ) 200 2000 
4556.3 5000

6.3 5000 0.5

FR series
Characteristics list

Rated
voltage

(V)

Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

2000 
455 5.0

5.0  EEUFR0J151(  ) 200

Taping
Straight Taping

✽B
Taping

✽H

Lead
dia.
(φd)

Lead space
Straight

leads

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

5000 0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

1800

1000

680

470

25

16

3300

1200
1500

330
390

5600
47
68

100
150
220

2200

4700

3900

3300

20.0
25.0

68
100

220

20.0

20.0

25.0

25.0
20.0
30.0

25.0

11.0

11.2

11.5

15.0

20.0

5.0

16.0
16.0
12.5

1000

2700

2200

500 
 EEUFR1E821(  ) 200 500 

500  EEUFR1E681(  )

 EEUFR1E272L
 EEUFR1E272S(  )

0.8 5.0 ―
―
―

0.8
―
7.5
―

7.5

 EEUFR1E332(  )

 EEUFR1E182(  )
 EEUFR1E182S(  )
 EEUFR1E222L
 EEUFR1E222S(  )

 EEUFR1E102L(  )

―
250 
250 

200
100
100
100
100
100
100

500 
250 
―
250 

10000 0.8 7.5 ―
7.5 ―

3820 
3300 10000 0.8 7.5

7.5
0.017
0.014

0.012

0.01312.5 3630 10000 0.8 5.0
10000 0.8 7.5

16.0
3750 10000
3300 100000.01720.0

35.0

―7.50.017
12.5 3190 10000
16.0 3300 

―
12.5 2600 ―
10.0 2470 5.0 5.0

5.0 ―0.6 5.0

0.018
0.018
0.015

10.0 2180 820

―
10.0 1790 ―
8.0 1560 

10000 0.6 5.0 5.0
5.0

―

0.030
0.028
0.020

8.0 1560 ―

―
8.0 1240 ―
8.0 1240 0.041

0.041
0.030

8.0 950 ―
8.0 950 

2.5
6.3 455 

2.5
5.0 280 
5.0 280 

6.3 455 

5.0

5.0

5.0

5.0
―

0.056

0.300
0.300
0.130

16.0 3820 ―

―
16.0 3820 

―
16.0 3300 ―
12.5 3750 0.012

0.017
35.0

7.5
12.5

7.5

7.5

0.012
0.014
0.014

16.0 3300 ―
12.5 3630 

0.017
30.0

―
12.5 3190 ―
12.5 2600 

20.0

0.018
0.015
0.013

5.0
20.0 10000 0.6 5.0 5.0

10.0 1790 ―
8.0 1560 

0.028
0.020
0.018

5.0
10.0

0.03020.0

25.0

―
8.0 1240 680

2.5
8.0 950 

12.5 5.0

5.0 ―
0.130
0.056
0.041
0.043

11.2

15.0

5.0 280 2.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

5.0  EEUFR1E152(  ) 200 500 
 EEUFR1E122L(  ) 200 500 

20.0 10000 0.6 5.0

500 
10000 0.6

―
10.0 1290 

25.0 10000 0.6 5.010.0 2470 
5.0  EEUFR1E102(  ) 20010.0 2180 ―20.0 10000 0.6 5.0

2005.0 ―0.018
0.020

200
1000 

16.0 8000 0.6 5.0

1000 
9000 0.6 3.5 5.0

5.0  EEUFR1E561L(  ) 200
 EEUFR1E681L(  ) 200

―0.030560 20.0 9000 0.6 3.58.0 1560 
5.0  EEUFR1E471(  )10.0 1290 ―0.043 500 

 EEUFR1E471L(  ) 200 1000 
12.5 6000 0.6 5.0

1000 
9000 0.6 3.5 5.0

5.0  EEUFR1E471Y(  ) 200

200

1000 
15.0 8000 0.6 3.5

200 1000 
8000 0.6 3.5 5.0

3.5  EEUFR1E331(  )
 EEUFR1E391L(  ) 200

1000 
11.5 6000 0.6

200 2000 
6000 0.6 3.5

2.5 5.0 2.5  EEUFR1E151(  )
 EEUFR1E221(  ) 200

0.130
0.056

2000 
11.2 5000 0.5

200 2000 
5000 0.5 2.5

2.0 5.0 2.5  EEUFR1E680(  )
 EEUFR1E101(  ) 200

2000 
11.0 5000 0.5

100 250 
5000 0.5 2.0

7.5  EEUFR1C562(  )
 EEUFR1E470(  ) 200

 EEUFR1C472(  ) 100 250 
25.0 10000 0.8

―
10000 0.8 7.5

―  EEUFR1C472L 10035.0 10000 0.8 5.03750 
―

 EEUFR1C392S(  ) 100 250 
 EEUFR1C392L 100 ―

20.0 10000 0.8 7.5

250 
10000 0.8 5.0 ―

7.5  EEUFR1C332S(  ) 100
 EEUFR1C332L 100 ―

10000 0.8 7.5
―10000 0.8 5.0 ―

500 
500 

 EEUFR1C272(  ) 200
 EEUFR1C222(  ) 200

2700 25.0 10000 0.6 5.0

10.0 2470 ―0.018
 EEUFR1C152L(  ) 200 500 

1800 25.0 10000 0.6 5.0 500 
10.0 2470 

5.0  EEUFR1C182L(  ) 200

1500 500 
10000 0.6 5.0 5.0

5.0  EEUFR1C152(  ) 20020.0 10000 0.6 5.02180 
―
―

 EEUFR1C102(  ) 200 500 
 EEUFR1C102L(  ) 200 1000 

16.0 8000 0.6 5.0
9000 0.6 3.5 5.0 ―

 EEUFR1C471(  ) 200

500 
1000 

 EEUFR1C221(  ) 200 2000 
470 11.5 6000 0.6 3.5 1000 

 EEUFR1C681(  ) 200
 EEUFR1C681L(  ) 200

6000 0.6 5.0
8000 0.6 3.5 5.0

2000 
5000 0.5 2.5 5.0

5.0  EEUFR1C121(  ) 200120 11.2 5000 0.5 2.56.3 455 2.5
6.3 455 

0.130
 EEUFR1C101(  ) 200 2000 
 EEUFR1C680(  ) 200 2000 

11.0 5000 0.5 2.0
0.5 2.0 5.0 2.5280 50000.300

0.300 5.0
11.0

FR series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

φD Straight
leads Taping

Straight Taping
✽B

Taping
✽H

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

680

100

560

270

150

63

680
820
100

330
390
470

180
220

50

820

25.0
20.0

1000
18
47
82

20.0
25.0
25.0
30.0
20.0
35.0

16.0
20.0
25.0
20.0
25.0
20.0

12.5

12.5

10.0

10.0

120

100

0.021
0.024
0.084

25.0
11.0

15.0
12.5
20.0
16.0
20.0

0.033
0.033
0.027
0.027
0.024
0.029

0.050
0.045
0.035
0.033
0.035
0.033

0.510
0.210

10000

10000
10000
10000
10000
10000
10000

―
7.5

10000
10000
10000
10000
10000

 EEUFR1J471(  )
 EEUFR1J561L―

―

―5.0

―
―

5.0

5.0
5.0
5.0
5.0
―
7.5

100
100
200

 EEUFR1J121L(  )
 EEUFR1J121(  )
 EEUFR1J151L(  )
 EEUFR1J151(  )
 EEUFR1J181(  )
 EEUFR1J221L(  )

200
200
200
200
200
100

 EEUFR1J271U(  )

 EEUFR1J561S(  )
 EEUFR1J681L
 EEUFR1J821(  )
 EEUFR2A101(  )

 EEUFR1J271L(  )
 EEUFR1J271(  )
 EEUFR1J331(  )
 EEUFR1J391(  )

250 
―
250 
500 

200
200
200
200
200
200

500 
500 
500 
500 
500 
―

1000 
500 

1000 
500 

500 200

500 

100

35

150

220
270

470
560

10
22
47
56

100
120

4.7

820
1000
1200

680

470

33

2200

1800

1500

68

180

330
390

11.0
11.0
11.0
11.2
11.2

16.0
12.5
16.0

16.0
12.5

12.5
10.0
10.0

6.3

6.3

12.5

25.012.5

12.510.0

25.0

0.018

3820 
3750 
3820 

3300 
3630 

2600 
2470 

16.0

20.0

10.0 1890 

2470 

8.0 1240 

455 

12.5

0.340
0.340
0.140
0.140
0.061
0.045

0.017
0.012
0.014
0.012
0.014
0.620

0.020
0.018
0.018
0.018
0.015
0.013

11.0
11.2

11.5

15.0

20.0
20.0

20.0

25.0

30.0
20.0

0.300
0.130
0.056
0.056
0.056
0.041

6000
9000
8000

5000
5000
5000
5000
6000
8000

10000
10000
10000
10000
10000

0.043
0.043
0.030
0.030

5000
5000
6000
6000
6000
8000

2.5

―
―

―

―
―

―

―
―

―

―

―

2.5

7.5

5000

10000
10000
10000

5.0 280 

 EEUFR1V222(  )

 EEUFR1H100(  )

 EEUFR1H470(  )

0.6 5.0 ―10000
7.5 ―

10.0 1500 

―
16.0 2988 0.8
12.5 2780 0.8 5.0

0.8 7.5 ―
2528 

16.0 2153 

0.6 5.0 ―12.5 1995 
0.6 5.0 ―12.5 1995 

0.8 5.0

1582 0.6 5.0
12.5 1582 0.6 5.0 ―

0.6 5.0 ―5.0
1229 

10.0 1500 

0.6 5.0 ― 500 10.0 1500 5.0
0.6 5.0

―
10.0 1073 0.6 5.0
8.0 930 0.6 3.5 5.0

5.0
9000
8000

10.0 1073 
5.0
5.0

9000
8000 0.6

0.050

1229 5.00.6 5.0

8.0 741 

6.3 284 
8.0 566 

3.5 ―8.0 930 

12.5
5.0 ―

10000
10000
10000
10000

5.0 175 
16.0 3320 

―
16.0 2870 ―10000

10000

0.016

35.0

10000
5000

12.5 3270 0.014

8.0 870 ―
6.3 405 

5.0

―
10.0 1650 

―
10.0 1170 ―
8.0 1140 15.0

0.042
0.033
0.030

11.5

8.0 1560 
8.0 1560 

25.0

5.00.028
0.020

405 

5.0 250 
5.0 185 

5.0 250 

10.0 1790 

3750 ―

3190 
5.0

10000
10000

9000

270

―
8.0 950 

―
8.0 950 

220 11.5

10.0 6000

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

5.0  EEUFR1J101(  ) 200 500 
 EEUFR1J101L(  ) 200 1000 

0.6 5.010.0 761 ―
8000
6000

0.068
0.063

5.0 ―0.045
0.6

1000 
0.6 3.5 5.0

5.0  EEUFR1J820(  ) 20011.5 0.6 3.560000.092
―
―

 EEUFR1J470(  ) 200 2000 2.511.2 0.5 2.5
5.0  EEUFR1J180(  ) 200 2000 2.5
5.05000

 EEUFR1H102(  ) 100 250 
0.5 2.0

250 
0.8 7.5 7.5

7.5  EEUFR1H821S(  ) 100
―

 EEUFR1H821L 100 ―
20.0 0.8 7.5

―
0.8 5.0 ―

―  EEUFR1H681L 10030.0 0.8 5.03160 ―

0.019

0.016
 EEUFR1H561(  ) 200 500 
 EEUFR1H471(  ) 200 500 

25.0 0.6 5.0
―

2660 
2260 0.022

500 
0.6 5.0 5.0

5.0  EEUFR1H331L(  ) 200330 25.0 0.6 5.010.0 2150 ―
12.5

0.022
 EEUFR1H271(  ) 200 500 
 EEUFR1H221(  ) 200 500 

20.0 0.6 5.0
―

5.0 ―100000.023

1000 
0.6 5.0 5.0

5.0  EEUFR1H181L(  ) 200180 20.0 0.6 3.58.0 1430 
 EEUFR1H151(  ) 200 500 
 EEUFR1H121L(  ) 200 1000 

12.5 0.6 5.0 5.0

200 1000 
0.6 3.5 5.0

3.5
5.0  EEUFR1H560(  ) 200 2000 

0.6  EEUFR1H101(  )

200 2000 
0.5 2.5

2.5 5.0 ―
5.0  EEUFR1H220(  ) 200 2000 

0.5
2.5

200 2000 
0.5 2.0

2.0 5.0 2.5
5.0  EEUFR1H4R7( ) 200 2000 

0.5
2.5

100 250 
0.5 2.0

7.5
―  EEUFR1V222L 100 ―

0.8 7.5

250 
0.8 5.0

7.5  EEUFR1V182(  ) 10025.0 0.8 7.5
35.0

 EEUFR1V182L 100 ―35.0 0.8 5.0
 EEUFR1V152S(  ) 100 250 

―

 EEUFR1V152L 100 ―
0.8 7.5

500 
0.8 5.0 ―

5.0  EEUFR1V122(  ) 2000.6 5.0
 EEUFR1V102(  ) 200 500 
 EEUFR1V821L(  ) 200 500 

20.0 0.6 5.010000

500 
0.6 5.0 5.0

5.0  EEUFR1V681L(  ) 200
 EEUFR1V681(  ) 200 500 

0.6 5.0 ―

500 
0.6 5.0 5.0

5.0  EEUFR1V561(  ) 200560 20.0 0.6 5.010.0 2180 ―
10.0 2180 

10000
 EEUFR1V471(  ) 200 500 16.0 0.6 5.0

5.0 ―  EEUFR1V471L(  ) 200 1000 
―

9000
8000

 EEUFR1V391L(  ) 200 1000 
0.6 3.5

500 
0.6 3.5 5.0

5.0  EEUFR1V331U(  ) 2000.6 5.0
―

1330 
5.0  EEUFR1V271(  ) 200 500 

 EEUFR1V271L(  ) 200 1000 
12.5 0.6 5.01290 ―

5000

1000 
0.6 3.5 5.0

5.0 ―  EEUFR1V221(  ) 200
 EEUFR1V181(  ) 200 1000 

0.6 3.5

1000 
0.6 3.5 5.0

5.0  EEUFR1V101(  ) 200100 11.5 0.6 3.58.0 950 
5.0  EEUFR1V680(  ) 200 2000 2.5

 EEUFR1V330(  ) 200 2000 
0.5 2.5
0.5 2.0 5.0

FR series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

φD Straight
leads Taping

Straight Taping
✽B

Taping
✽H

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 5000 h to 10000 h ● Malaysia
● Low ESR, Miniaturized (1 size smaller than series FR)
● RoHS compliant

   

Unit：mm

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

1200 to 10000

FS series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

 Within ±25 % of the initial value (6.3 V to 10 V : ±30 %)

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

Features

Specifications

Capacitance range 27 μF to 10000 μF

0.65

0.22

Category temp. range –40 ℃ to +105 ℃
6.3 V to 100 V

Country of origin

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

 (With voltage treatment)

27 to 33
Cap.（μF）

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF, add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage) when the

Dissipation factor（tan δ)

Frequency correction factor for ripple current

 Duration

0.70 0.85 0.95 1.00

50352516106.3

 φ5×11, φ6.3×11.2 : 5000 h

1008063

0.45
0.60

φD 5.0 6.3 8.0

0.90

10.0 16.0
― ― ― ― 12.5 to 25 30 to 35 ―

12.5
L

0.75
0.75 0.98 1.00
0.80 0.95 1.00 1.00

7.52.0 2.5 3.5 5.0 5.0 5.0F
φd 0.5 0.5 0.6 0.6 0.6 0.8 0.8

47 to 330
390 to 1000

Dimensions

 (120 Hz /+20℃)0.080.080.090.100.120.140.160.19

0.55

 φ8×11.5, φ10×12.5 : 6000 h
 φ8×15, φ10×16 : 8000 h, φ8×20 : 9000 h
 φ10×20 to φ10×25, φ12.5×20 to φ12.5×35, φ16×20 to φ16×25 : 10000 h

60 120 1 k 10 k 100 k to

0.75 0.90 1.00

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.5

L ≧ 20：L±2.0

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: 100 kHz

+20 ℃ -10 ℃ +105 ℃ +20 ℃ -10 ℃ +105 ℃

FS series
Case size/ Impedance/ Ripple current

R. voltage
6.3 V to 35 V 50 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)
Impedance*1

(Ω)
Ripple current*1

(mA rms)Case size
(mm)

(φD×L)
250

6.3 × 11.2 0.130 0.430 455 ― ― ―
5 × 11 0.300 1.000 280 0.340 1.130

―
8 × 15 0.041 0.123 1240 0.045 0.135 1140

8 × 11.5 0.056 0.168 950 ― ―

1430
10 × 12.5 0.043 0.114 1290 ― ― ―

8 × 20 0.030 0.090 1560 0.033 0.099

―
10 × 20 0.020 0.057 2180 0.023 0.069 1890
10 × 16 0.028 0.078 1790 ― ―

2150
12.5 × 20 0.018 0.045 2600 ― ― ―
10 × 25 0.018 0.054 2470 0.022 0.066

2660
12.5 × 30 0.013 0.033 3630 0.016 0.040 3160
12.5 × 25 0.015 0.038 3190 0.018 0.045

3270
16 × 20 0.017 0.043 3300 ― ― ―

12.5 × 35 0.012 0.030 3750 0.014 0.035

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

R. voltage
63 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)Case size
(mm)

(φD×L)

16 × 25 0.014 0.035 3820 0.016 0.040

+20 ℃ -10 ℃ +105 ℃
5 × 11 0.510 2.040 175

3320

8 × 15 0.068 0.272 741
8 × 20 0.050 0.200 930

6.3 × 11.2 ― ― ―
8 × 11.5 ― ― ―

10 × 20 ― ― ―
10 × 25 0.033 0.132 1500

10 × 12.5 0.063 0.252 761
10 × 16 0.045 0.180 1073

12.5 × 20
0.027

0.125 1582
12.5 × 25

―
0.092 1995

0.033

0.024
0.093 2153

16 × 25 0.074 2988

12.5 × 30
0.021

― ―
12.5 × 35

0.029
0.071 2780

16 × 20

80 V　to 100 V

Impedance*1

(Ω)
Ripple current*1

(mA rms)

+20 ℃ -10 ℃ +105 ℃
― ― ―
― ― ―

0.160 0.720 490
0.112 0.504 590
0.096 0.432 810
0.112 0.448 600
0.072 0.288 930
0.054 0.224 1120
0.044 0.176 1200
0.043 0.135 1400

0.032 0.108 1450
0.025 0.076 2500

0.034 0.108 1800
0.030 0.099 2200
0.023 0.070 2380



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

FS series
Characteristics list

Rated
voltage

(V)

Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

2000 
8000 5.0

5.0  EEUFS0J221(  ) 200

Taping
Straight Taping

✽B
Taping

✽H

Lead
dia.
(φd)

Lead space
Straight

leads

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

2.0 2.5

5.0  EEUFS0J152(  ) 200 500 
 EEUFS0J152L(  ) 200 1000 

6000
0.041
0.043 5.0 ―

3.5 ―

 EEUFS0J202(  ) 200 500 
8000

 EEUFS0J202L(  ) 200 1000 
8000

1000 
9000 5.0

5.0  EEUFS0J182L(  ) 2009000

5.0 ―
3.5 ―
3.5 ―

5.00.6

 EEUFS0J272(  ) 200 500 
10000

500 
10000 5.0

5.0  EEUFS0J222(  ) 200―
―

5.0
0.6 5.0
0.6

 EEUFS0J392L(  ) 200 500 10000
5.0  EEUFS0J332(  ) 200 500 

5.0 ―
―

5.00.6
5.00.6

 EEUFS0J512(  ) 200 500 10000
5.0  EEUFS0J472(  ) 200 500 10000

5.0 ―
5.0 ―0.6

0.6 5.0
500 

10000 ―
5.0  EEUFS0J562(  ) 20010000 5.0 ―

5.0 ―
0.6
0.8

―  EEUFS0J752S(  ) 100 250 10000 0.8 7.5

 EEUFS0J622L 100 ―
10000

 EEUFS0J752L 100 ―10000
―  EEUFS0J682L 100 ―5.0 ―

――

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

5000

5.0  EEUFS1A181(  ) 200 2000 5000
7.5  EEUFS0J103(  ) 100 250 ―10000 7.50.8
7.5  EEUFS0J912(  ) 100 250 ―10000 7.5

 EEUFS0J822L 100 ―10000 0.8 ―

2.55000 200
2.0 2.5

7.5 ―0.8
0.8

―

2000 
0.5
0.5

950 

5.0
6.3
8.0

7.5  EEUFS0J822S(  ) 100 250 10000

200
0.130
0.056

1000 10.0 2000.043
3.5 ― 1000 6000820

― 1000 800015.08.0
10.0

2000.041
5.0 ― 500 600012.5 1290 

1240 
1290 12.5

 EEUFS1A102(  )
 EEUFS1A122L(  )

―
5.0 ― 500 6000

9000
200
200

0.043  EEUFS1A122(  )
 EEUFS1A182L(  )

―10000
5.0 ―

―
10000

―
10000 5.0
8000 5.0 5.0

5.0
5.0
5.0

0.6

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L

10000
10000
10000

――
5.0 ――10000

10000
0.8
0.8

4700
5.0 ―1000020.03600

0.6

250 
―
250 

1000 
500 
500 
500 
500 
500 
500 
―
―

 EEUFS1A272L(  )
 EEUFS1A362(  )

100
100
100
100

200
200
200
200
200
200

 EEUFS1A512L
 EEUFS1A562L
 EEUFS1A562S(  )
 EEUFS1A752L
 EEUFS1A822(  )

 EEUFS1A472(  )

 EEUFS1A202(  )
 EEUFS1A222(  )

 EEUFS1A182(  )

0.6
0.6
0.6
0.6

0.8

5.0

5.0
5.0
5.0
5.0
5.0
5.0

7.5
0.8

3.5

3.5

2.5

5.0

5.0

11.0
15.0
12.5
20.0
20.0

0.6
0.6
0.6

0.300

0.300

1790 0.028

1790 
0.030
0.028

280 
455 

0.5
0.6
0.6
0.6

2180 0.020
20.0

30.0
30.0
20.0
35.0

7.5
―

0.8
0.8

0.6
0.6
0.6

5.0

5.05.0

5.0 280 

8.0 1560 
8.0 1560 

 EEUFS1A331(  )
 EEUFS1A821(  )

20.0
25.0
25.0
11.0
11.2
11.5

25.0
25.0
30.0
30.0
35.0
20.0

16.0
16.0
20.0

10.0
10.0 1790 0.028

8.0 1240 
10.0 1290 

0.030
0.030

0.018
0.015

12.5 2600 20.0
10.0 2470 0.018
10.0 2180 0.020

25.0

0.013
12.5 3630 0.013
12.5 3190 0.015
12.5 3190 

0.014

12.5 3750 
16.0 3300 

0.012
0.017

35.0

12.5 3750 
16.0 3300 

0.012
0.017

0.014

100

―7.5

0.01312.5 3630 
12.5 3190 

0.018
0.015 ―1000025.0

12.5 2600 
0.018
0.020
0.020

20.0
16.0
20.0
20.0
25.0

―
―

5.0
7.5

12.5 3750 

12.5 3630 
16.0 3300 

25.0 0.8 7.5

0.013
0.017
0.012
0.014

5.0

2200
2700

2000

5100

7500
8200 16.0 3820 

10.0 2470 
10.0 2180 
10.0 2180 

8.0 1560 
10.0

16.0 3820 
16.0 3820 

12.5 3630 

10.0

1500

2000

7500

8200

1200

1800

5600

10

6.3

2200
2700

9100
10000

180
330

5100
5600
6200
6800

3300
3900
4700

220

1800



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

FS series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

φD

6000 0.6
0.5

Straight
leads Taping

Straight Taping
✽B

Taping
✽H

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space

3.5 5.0 ―  EEUFS1C511(  ) 200 1000 
 EEUFS1C121(  ) 200 2000 5.0

8.0 1240 3.5 5.0 ―  EEUFS1C821L(  ) 200 1000 15.0 8000 0.6

8000 0.6

500 
9000 0.6 3.5 5.0

5.0 5.0 ―  EEUFS1C821(  ) 2006000 0.6

5.0 5.0 ―  EEUFS1C122(  ) 200 500 
―  EEUFS1C122L(  ) 200 1000 

 EEUFS1C222L(  ) 200 500 
10000 0.6

500 
10000 0.6 5.0 5.0

5.0 5.0 ―  EEUFS1C182(  ) 20010000 0.6

 EEUFS1C332(  ) 200 500 
10000 0.8

500 
10000 0.6 5.0 5.0

5.0 5.0 ―  EEUFS1C242(  ) 200

 EEUFS1C392L 100 ―
10000 0.8

―
10000 0.8 5.0 ―

5.0 ― ―  EEUFS1C362L 100

 EEUFS1C512L 100 ―
10000 0.8

250 
10000 0.8 5.0 ―

7.5 7.5 ―  EEUFS1C472S(  ) 100

10000 0.6

250 
10000 0.6 5.0 5.0

7.5 7.5 ―  EEUFS1C622(  ) 100

5.0 5.0 ―  EEUFS1E222(  ) 200 500 
―  EEUFS1E122(  ) 200 500 

8000 0.6

―
10000 0.8 7.5 7.5 ―

5.0 ― ―  EEUFS1E332L 10010000 0.8

3.5 5.0 ―  EEUFS1V331L(  ) 200 1000 
 EEUFS1E392(  ) 100 250 

 EEUFS1V102L(  ) 200 500 
10000 0.6

500 
10000 0.6 5.0

5.0 5.0 ―  EEUFS1V821(  ) 20010000 0.6

 EEUFS1V182S(  ) 100 250 
10000 0.8

200 500 
10000 0.8 7.5

5.0 5.0 ―  EEUFS1V152(  )

 EEUFS1H270(  ) 200 2000 
8000 0.6

100 250 
5000 0.5 2.0

7.5 7.5 ―  EEUFS1V272(  )

10000 0.6

1000 
9000 0.6 3.5 5.0

3.5 5.0 ―  EEUFS1H151L(  ) 200

5.0 5.0 ―  EEUFS1H331(  ) 200 500 
―  EEUFS1H221L(  ) 200 1000 

 EEUFS1H681(  ) 200 500 
10000 0.8

500 
10000 0.6 5.0 5.0

5.0 5.0 ―  EEUFS1H391L(  ) 20010000 0.6

 EEUFS1H102L 100 ―
10000 0.8

―
10000 0.8 5.0 ―

5.0 ― ―  EEUFS1H821L 100

 EEUFS1J270(  ) 200 2000 
8000 0.6

250 
5000 0.5 2.0 5.0

7.5 7.5 ―  EEUFS1H122(  ) 100

1000 
 EEUFS1J121(  ) 200 500 

9000 0.6

1000 
6000 0.6 5.0 5.0 ―

3.5 5.0 ―  EEUFS1J121L(  ) 200

8.0 950 

500 

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
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5.0 280 

5.0 5.0 ―  EEUFS1J181(  ) 20016.0 8000 0.610.0 1073 
3.5 5.0 ―  EEUFS1J181L(  ) 200

10.0 2470 2200

10.0 1790 
8.0 1560 
10.0 1290 

1800 20.010.0 2180 

12.5

3300 
12.5 3630 
12.5 3630 
12.5 3190 0.015
12.5 2600 

0.013
0.013
0.01720.0

2180 
0.015
0.012
0.014

16.0 3820 
12.5 3750 

35.0

0.012
0.014
0.020

35.0
25.0
20.0
25.0

3820 
12.5 3750 

820 20.010.0 2180 

25.0

3190 

25.0

25.0
11.0

3190 
10.0 2470 1000

8.0 1240 

10000 0.6

761 
8.0 741 
5.0 175 

8.0 930 

10000 0.8
16.0 2153 10000 0.8

1995 
12.5 1582 10000 0.6

35.0

20.0
25.0
20.0

12.5

500 
500 
500 
250 
―
250 

200
200

10000 0.8

10000 0.6 200
100
100
100

 EEUFS1J331L(  )
 EEUFS1J391(  )
 EEUFS1J561(  )
 EEUFS1J681S(  )
 EEUFS1J821L
 EEUFS1J102(  )―

5.0
5.0
5.0
7.5
―
7.5

2.5

―
―
―
―
―

2.5

―

―

5.0 2.5

7.5 ―

5.0 ―

―

―

―

―

7.5

0.300
0.056
0.041
0.043
0.030
0.028
0.020
0.018
0.018

2.0

5.0
5.0
5.0
7.5
5.0

5000

0.050

0.033
0.023
0.022
0.018

0.041
0.020

0.024

11.0
11.5

20.0
16.0

25.0
20.0
25.0
30.0
30.0

0.045
0.033
0.033
0.027
0.029
0.021

0.016
0.014
0.016
0.510

2988 
2780 

1500 

3320 

10.0

25.0

120
510

25.0
11.0
15.0
12.5
20.0

25.0

15.0
20.0
20.0

25.0
30.0
35.0

15.0

25.0
25.0
20.0

16.0
12.5

10.0

16.0

0.068
0.063

0.340
0.045

0.018
0.015
0.017
0.014

3270 
3160 
2660 

1890 
1430 
1140 
250 

2150 

3820 
3300 

12.5

8.0

12.5

12.5
3300
3900
330

1200

820

390

27
150
220

12.5
12.5

10.0
8.0

5.0

16.0

10.0

16.0
16.0

16.0

10.0

180

63

50

35

25

16

680
820

1000

330
390
560

330

680
820

1000
1200

27

1500
1800
2700

6200
1200
2200

120

2400
3300
3600
3900
4700
5100



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

FS series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Min. Packaging
 Q'ty（PCS)

φD Straight
leads Taping

Straight Taping
✽B

Lead length (mm)

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space

200 1000 
200 1000 

Part No.

5.0 EEUFS1K470(  )
EEUFS1K560(  )56 11.5 6000 0.6

0.6

200 1000 

100 20.0 9000 0.6

1000 
8000 0.6 3.5 5.0

3.5 5.0 20015.0 8000 0.68.0 590 

200 500 12.5 6000 0.6
3.5 5.0 200 1000 

1000 
8000 0.6 5.0 5.0

3.5 5.0 200120 20.0 9000 0.68.0 810 

200
200 500 EEUFS1K151(  )

EEUFS1K181(  )180 20.0 10000 0.6 500 

500 
10000 0.6 5.0 5.0

5.0 5.0 200
200 500 

10000 0.6
EEUFS1K221(  )10000 0.6 5.0 5.0

500 
10000 0.6 5.0 5.0

5.0 5.0 200
200 500 

10000 0.6

―
10000 0.8 7.5

5.0 ― 100
200 500 

10000 0.8

100 ―
10000 0.8 7.5

5.0 ―
7.5 100 250 

10000 0.8 EEUFS1K561L( )
EEUFS1K471S(  )

200 1000 
200 1000 

6000 0.6
3.5 5.0

7.5 100 250 
6000 0.6

EEUFS1K681(  )
EEUFS2A270(  )
EEUFS2A330(  )

1000 
8000 0.6 3.5 5.0

3.5 5.0 20039 15.0 8000 0.68.0 590 EEUFS2A390(  )

500 
9000 0.6 3.5 5.0

5.0 5.0 200
200 1000 

6000 0.6

1000 
8000 0.6 5.0

3.5 5.0 200
200 1000 

9000 0.6

200 500 
10000 0.6 5.0

5.0 5.0
5.0 200 500 

10000 0.6

200 500 
10000 0.6 5.0

5.0 5.0
5.0 200 500 

10000 0.6

200 500 
10000 0.6 5.0

5.0 5.0
5.0 200 500 

10000 0.6

100 ―
10000 0.8 7.5

5.0 ―
5.0 200 500 

10000 0.8 EEUFS2A271L(  )

8.0 590 

8.0 490 

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
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8.0 490 

7.5 7.5 100 250 
100 ―

25.0 10000 0.8
0.8

7.5 100 250 
10000

1120 
10.0 1120 
10.0 930 0.072

10.0 600 
8.0 810 

0.054
0.054

2200 
12.5 1800 390
12.5 1400 
10.0 1200 
10.0 1200 

30.0

20.0

25.0

490 
8.0 490 
16.0 2500 
12.5 2380 
16.0 1450 20.0

8.0 810 0.09656
10.0 600 
8.0 590 0.112

0.11212.5
15.0

20.0

220
12.5 1800 
12.5 1400 
10.0 1200 
10.0 1200 

16.0 2500 
12.5 2380 
16.0 1450 
12.5 2200 
12.5 1800 

10.0 1120 
10.0 930 16.0
8.0

EEUFS2A151(  )
EEUFS2A181(  )
EEUFS2A221(  )

EEUFS2A121L(  )
EEUFS2A151L(  )

0.044
0.044
0.043

20.0
25.0
25.0
20.0
25.0

810 20.0

0.034

―

3.5

5.0

0.160
0.160
0.112
0.112
0.096
0.112
0.096

0.112
3.5 5.0

5.0 5.0

3.5 5.0

0.096
0.072
0.054

5.0 5.0

6000

0.023
0.025
0.160
0.160

47

68
82

150

35.0
25.0
11.5
11.5

11.5

15.0

16.0

20.0

25.0

25.0

8.0

12.5

10.0
0.044
0.044
0.043

EEUFS1K820(  )
EEUFS1K101L(  )
EEUFS1K101(  )
EEUFS1K121L(  )

330
390

180

560
680
27
33

30.0
20.0
35.0

25.0
0.034
0.034
0.030
0.032
0.023
0.025

270

0.030
0.032

W  100

W   80

EEUFS2A271S(  )
EEUFS2A331L(  )
EEUFS2A391(  )

220

270

470

47

68

120

150

EEUFS2A470L(  )
EEUFS2A470(  )
EEUFS2A560L(  )
EEUFS2A680L(  )
EEUFS2A680(  )
EEUFS2A121(  )

EEUFS1K221L(  )
EEUFS1K271L(  )
EEUFS1K271(  )
EEUFS1K391(  )
EEUFS1K471L(  )

EEUFS1K680(  )



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 4000 h to 5000 h ● Malaysia
● High ripple current (2 to 2.5 times as high as FC series)
● Large capacitance (Up to 60 % larger than FC series)
● AEC-Q200 compliant
● RoHS compliant

 Duration

   

Unit：mm

Features

Specifications

Capacitance range 510 μF to 2000 μF

Category temp. range –55 ℃ to +105 ℃
25 V to 35 V

Country of origin

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

20 to 25
0.6
5.0

L
φd
F

16 to 20
0.6
5.0

1200 to 2000

FP series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

35
0.12

25
0.14

 Within ±30 % of the initial value

Dissipation factor（tan δ)

 ≦ 300 % of the initial limit

0.65 0.75 0.95 1.00

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

510 to 1000
Cap.（μF）

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current

 (120 Hz /+20℃)

120 1 k 10 k 100 k to

 Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF, add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 φ10 : 4000 h, φ12.5 : 5000 h

Dissipation factor（tan δ)

Frequency correction factor for ripple current

0.75 0.80 1.00 1.00

12.5φD 10.0

φ
d±

0.
05

Pressure relief

14min. F±
0.

5

L*

* L ≦ 16：L±1.5
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: ESR  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B". Lead wire pitch ✽B=5 mm.
・ Please refer to the page of “Taping dimensions”.

Case size/ Impedance/ Ripple current
FP series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

500

500
500

Lead length (mm)Specification

200

ESR (Ω)
(100 kHz)

-10 ℃+20 ℃

25 V to 35 V

Ripple current (mA rms)
(100 kHz)

+105 ℃

500
500

12.5 × 25 0.030 0..060 4000

Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Part No.

Min. Packaging
 Q'ty (PCS)

φD L

R. voltage

Case size (mm)
(φD×L)

10 × 20 0.052 0.104 3000
12.5 × 20 0.038 0.076 3250

10 × 16 0.068 0.136 2500

Lead
dia.
(φd)

ESR*2

(Ω)

Ripple
current*1

(mA rms)

Lead space

0.6

500
500

200
200
200

2500
3000
3250

5.0
5.0

5.0
5.0

Straight
leads Taping

Straight Taping
✽B

Endu-
rance

(h)

0.6
EEUFP1V102(  )
EEUFP1V132(  )

5.0
5.0

5.0
5.0

0.6
0.6

EEUFP1V511(  )
EEUFP1V751(  )

5.0
5.0

5.0
5.0

200
200
200
200

500

4000
4000
5000
5000
4000
4000
5000 0.6

0.6
EEUFP1E152(  )
EEUFP1E202(  )

5.0
5.0

5.0
5.0

0.6
0.6

EEUFP1E681(  )
EEUFP1E102(  )

5000

0.068
0.052
0.038
0.030
0.068
0.052
0.038
0.030

4000
2500
3000
3250
4000

16.0
20.0
20.0
25.0
16.0
20.0
20.0
25.0

35

25

10.0
10.0
12.5
12.5
10.0
10.0
12.5
12.5

680
1000
1500
2000
510
750

1000
1300



Aluminum Electrolytic Capacitors

Radial Lead Type
✽Propose EE series for New design

● Endurance : 105 ℃ 8000 h to 10000 h
● High ripple current (at high frequency)
● Including low profile products (20 mm height)
● RoHS compliant

   

Unit：mm

7.5

100 to 330
10 to 82

Freq.（Hz)
Cap.（μF）

φD

0.30
0.35 0.45 0.60 0.75 0.90 1.00

0.40 0.55 0.70

33

 Within ±20 % of the initial value
 ≦ 200 % of the initial limit

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

120 300 1 k

Frequency correction factor for ripple current

50 10 k 100 k to

Dissipation factor（tan δ)  Please see the attached characteristics list
250 350 400 450200160Characteristics

at low temperature
Rated voltage（V）

Z(–25 ℃) / Z(+20 ℃) 6
 (Impedance ratio at 120 Hz)

3 6 6

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

10.0 18.0
φd 0.6 0.6 0.8 0.8
F 5.0 5.0 7.5

ED series A  type

I ≦ 0.06 CV +10 (μA) After 2 minutes application of rated working voltage at +20 ℃

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 10 μF to 330 μF

Category temp. range –25 ℃ to +105 ℃
160 V to 450 V

12.5 16.0

 (With voltage treatment)

Capacitance change

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage) when the

 φ12.5 to φ18 : 10000 h

Dissipation factor（tan δ)

 φ10 : 8000 h
 Duration

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

0.90 1.00

φ
d±

0.
05

Pressure relief

14min. F±
0.

5

L±2.0

Sleeve

3min.

φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 8000 h / φ10, 105 ℃ 10000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B". Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

600 
650 
790 
950 

1000 
1100 
1300 
1280 

160 100

150

220

68

100

330

22
33
47
68
82

7.5
―
―
5.00.20 8000 0.6

7.5
7.5

5.0
5.0
5.0
7.5

2000 

7.5
7.5
7.5
―

7.5
7.5
7.5

―
7.5
―
5.0
5.0
5.0
5.0
7.5
7.5

 EEUED2E820(  )
 EEUED2E820S(  )
 EEUED2E101
 EEUED2E101S(  )
 EEUED2E151
 EEUED2E221
 EEUED2V100(  )
 EEUED2V220(  )
 EEUED2V330S(  )

 EEUED2C151S(  )
 EEUED2C221
 EEUED2C221S(  )
 EEUED2C331
 EEUED2D220(  )
 EEUED2D330(  )
 EEUED2D470(  )
 EEUED2D680(  )
 EEUED2D680S(  )

100 
100 
100 
100 
50 
50 

200 
200 
100 

100 
100 
100 
50 
50 

200 
200 
200 
100 

200 
200 
200 

100 
100 
100 
50 

200 
200 

250
250
―
250
―
―
500
500
250

500
500

250
―
250
―
500
500
500
500
250
250
250
250
250
―
―
500

18.0
18.0

22
33
47

82

150
220
330
22

47

18.0
18.0
10.0
12.5
16.0
16.0
18.0
16.0
18.0

16.0
18.0
18.0
10.0

350

250

200

82
100

150
220
10
22
33

68

47

82

100

33

68

12.5
12.5
16.0
16.0
16.0

16.0
18.0

18.0

18.0
18.0
10.0
10.0
12.5
12.5
16.0
16.0
16.0
18.0

25.0
25.0
31.5

40.0
20.0
20.0
25.0
20.0
20.0
25.0
20.0
31.5

31.5
40.0

25.0

20.0
20.0
20.0
25.0
20.0

20.0
20.0
20.0
25.0
20.0
20.0
25.0
20.0

31.5
1000 
1100 
1200 

2400 
560 
710 
920 
990 

1000 
1200 
1200 
1500 

1100 

1500 
1800 
2100 
350 
480 
640 
800 
800 

0.20
0.20
0.20
0.20
0.20
0.20
0.20

0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15

0.15
0.15

0.15

0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15

0.20 10000 
10000 
10000 
10000 
10000 
10000 
10000 
10000 

10000 
8000 

10000 
10000 
10000 
10000 
10000 
10000 
10000 

10000 
10000 

10000 

0.6
0.8
0.8
0.8
0.8
0.8
0.8
0.8

0.8
0.6
0.6
0.6
0.8
0.8
0.8
0.8
0.8

0.8
0.8

0.8

7.5
7.5

250
―

 EEUED2V820S(  )
 EEUED2V101

7.5
7.5

―
250 EEUED2V680S(  )

100 
100 
100 
50 

 EEUED2V680―
7.5
7.5
―

7.5
7.5

250
250

5.0
5.0
7.5

7.5
7.5

100 
100 

 EEUED2V470(  )
 EEUED2V470S(  )

5.0
7.5
7.5
7.5

250

5.0
7.5

7.5
5.0
5.0

7.5
7.5

0.8
0.8

500
500
250

100 

 EEUED2D151(  )

 EEUED2D331
 EEUED2E220(  )
 EEUED2E330(  )
 EEUED2E470(  )
 EEUED2E470S(  )
 EEUED2E680S(  )

7.5
―
―

10000 
10000 

0.15
0.15

25.0
31.5  EEUED2D221

7.5
7.5
7.5

0.8
0.8
0.8

10000 
10000 
10000 

 EEUED2D820S(  )
 EEUED2D101(  )
 EEUED2D101S(  )

7.5
7.5

1400 

100 

5.0
5.0
7.5

200 
200 
100 

7.5
5.0
5.0

0.6
0.6
0.6
0.6
0.8

10000 
8000 
8000 

10000 
10000 
10000 

0.15
7.5

0.8
0.8

10000 
10000 

0.15
0.15

31.5
25.0

1700 
1500 

0.831.5 2000 

16.0

7.5
7.50.810000 

0.15
0.1520.018.0

16.0

7.5
1400 
1400 

7.5

5.0
5.0
7.5

0.15
0.15

5.0
5.0

0.60.15
0.15

ED series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

500

250
250

Lead length (mm)Specification

100 

500
500

Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Part No.

Min. Packaging
 Q'ty (PCS)

φD L
Lead
dia.
(φd)

tan δ*2
Ripple

current*1

(mA rms)

Lead space
Straight

leads Taping
Straight Taping

✽B

Endu-
rance

(h)

0.8

0.6
0.6

200 
200 
200 
100 

500

8000 
8000 
8000 

10000 
10000 
10000 
10000 0.8

0.6
 EEUED2C470(  )

25.0

500 
580 
750 

 EEUED2C680(  )
5.0
5.0

0.6
0.6

 EEUED2C220(  )
 EEUED2C330(  )

10000 

5.0
5.0

5.0
5.0
7.5

5.0
5.0

7.5

 EEUED2C820(  )
 EEUED2C101(  )
 EEUED2C101S(  )
 EEUED2C151(  )

0.15
0.15

0.15

10.0
10.0
10.0
12.5
12.5
12.5
16.0

950 
1060 
1170 
1280 

20.0
20.0
20.0
20.0
25.0
25.0
20.0



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 8000 h / φ10, 105 ℃ 10000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B". Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

450

400

33

15
22

47
68

18.0

10
15

33

68
82
10

47

22

10.0
12.5
12.5

16.0
16.0

12.5
12.5
16.0

18.0
16.0

18.0

18.0

1000  

20.0
20.0
25.0

20.0
25.0

20.0
25.0
20.0

25.0
31.5

40.0

20.0

31.5

0.24

0.24

300  
410  
500  

730  
840  

350  
560  
680  

850  

0.24

850  
0.24

1500  

840  0.24

7.5
7.5
7.5
7.5
7.5 7.50.8
7.5
5.0

0.8 ―

5.0

7.5
7.5

7.57.5
7.5

5.0
5.05.0

7.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

5.0

―10000 0.8 ―  EEUED2W680 50  
―  EEUED2W470 50  ―

18.0 40.0 1300  0.24

 EEUED2W330S(  )

0.6

0.8

10000 

10000 

100  250
0.24 10000 0.8

―10000 0.8 ―  EEUED2W330 100  0.24
10000 

10000 

 EEUED2W100(  ) 200  500
0.24 10000 0.6

―10000 0.8 ―  EEUED2G820 50  0.24

0.8 7.5  EEUED2W220S(  ) 100  250
5.0  EEUED2W150(  ) 200  500

10000 

 EEUED2G680 50  ―18.0 31.5 1200  0.24 10000 
10000 0.8 7.5  EEUED2G470S(  ) 100  250

 EEUED2G330S(  ) 100  250
0.24 10000 0.8

25010000 0.8 7.5  EEUED2G220S(  ) 100  

7.5  EEUED2G470(  ) 100  250

 EEUED2G220(  ) 200  500
16.0 20.0 600  0.24

 EEUED2G150(  ) 200  500
0.24 10000 0.6

5.0 5.00.60.24
5008000 0.6 5.0  EEUED2G100(  ) 200  0.24

Straight
leads Taping

Straight Taping
✽B

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance

(h)

Lead
dia.
(φd)

Lead space

ED series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 1000 h
● RoHS compliant

   

Unit：mm

60

1.5 to 220 0.85 1.00

5.0

100 k to

1.55

10 k

1.40

2.5

6.3

1.30

2.0

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage),

 limits specified bellow.

120 1 kCap.（μF）
Freq.（Hz)

Frequency correction factor for ripple current

 (With voltage treatment)

Capacitance change

DC leakage current  Within the initial limit
Dissipation factor（tan δ)

 Within ±20 % of the initial value
 ≦ 200 % of the initial limit

Endurance
 for 1000 hours, when the capacitors are restored to 20 ℃, the capacitors shall meet the

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

4.0 8.0
φd 0.45 0.45 0.45 0.45
F 1.5 2.5

φD

Category temp. range –55 ℃ to +105 ℃
10 V to 50 V

Dissipation factor（tan δ)  Please see the attached characteristics list

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

GA series A  type

I ≦ 0.01 CV or 3 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 1.5 μF to 220 μF
φ

d±
0.

05

14min. F±
0.

5

L±1.0

Sleeve

3min. φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" between the "( )".

 Lead wire pitch ✽B=5 mm, H=2.5 mm. Suffix "BQ" for φ8×7, 5 mm pitch products
・ Please refer to the page of “Taping dimensions”.

50

35

25

16

10

8.0

220
10
15
22
33
47

33
68

10
15

4.7
6.8

15
22
33

6.3
6.3
8.0
4.0
5.0
5.0
6.3
8.0
4.0

4.0
5.0
6.3
6.3
6.3
8.0
4.0
4.0
5.0

0.13

30 
50 
65 
75 

110 
160 
30 
33 
50 
65 
77 

120 
33 
45 
50 
75 

100 
33 

0.45
0.45
0.45
0.45
0.45
0.45
0.45

0.22
0.22
0.22
0.22
0.22
0.22
0.18
0.18
0.18
0.18
0.18
0.18
0.16
0.16
0.16
0.16
0.16

5.0
5.0
5.0
5.0
5.0
5.0

5.0

2.0
2.5
2.5
2.5
2.5
1.5
1.5
2.0
2.5
2.5
2.5
1.5
2.0
2.0
2.5
2.5

200

200
200

200

2.5
2.5
2.5
2.5
2.5
2.5
2.5

2.5
2.5

200
200
200

200
200

200

200
200
200

 EEAGA1H100(  )2.5

Ripple
current*1

(mA rms)
tan δ*2

Endu-
rance
(h)

Specification Lead length (mm)

Taping
✽H

Lead space

1000

200
200
200
200
200

 EEAGA1A470(  )

2.5
2.5
2.5
2.5
2.5
2.5

5.0
5.0
5.0
5.0

5.00.45
0.45

0.10
0.10

70 
91 

7.0
2.5
2.5

55 2.5

26 
35 

1.5
2.0

0.45
0.45

0.10
0.10

7.0

39 2.5

 EEAGA1H4R7( )
 EEAGA1H6R8(  )

2.5
2.5

5.0
5.0

0.45
0.45

0.10
0.10

5.0
5.0

7.0
 EEAGA1V220(  )5.0

5.0
0.45
0.45

0.13
0.13

70 
96 

7.0 2.5
2.5

0.45
0.45
0.45

1.5
1.5
1.5

16 
18 

7.0

7.0
7.0
7.0
7.0

7.0
7.0

7.0
7.0

7.0
7.0
7.0
7.0

100

3.3

10

22
33
47
68

100

7.0
7.0
7.0
7.0
7.0
7.0

10
15
22

6.8

22
47

1.5
2.2

7.0

7.0

0.45
0.13
0.13

35 
50 

5.0 2.5

2.5
2.5

1000
1000
1000
1000
1000
1000
1000
1000
1000

1000
1000

0.10
0.10
0.10

2.5
2000

2000

2.5

 EEAGA1H150(  )
 EEAGA1H220(  )
 EEAGA1H330(  )

 EEAGA1C220(  )
 EEAGA1C330(  )
 EEAGA1C470(  )
 EEAGA1C101(  )
 EEAGA1E100(  )
 EEAGA1E150(  )
 EEAGA1E220(  )
 EEAGA1E330( )
 EEAGA1E680(  )

 EEAGA1H1R5(  )
 EEAGA1H2R2(  )
 EEAGA1H3R3(  )

2.5

2.5

200
200
200
200

4.0
4.0
4.0
4.0

200

2000
1000
1000

2000
2000

2000
2000
2000
1000
2000
2000
2000
2000
1000
2000
2000
2000
2000
1000

5.0
6.3
6.3
8.0

1000
1000
1000
1000
1000
1000
1000
1000
1000
1000

7.0
7.0
7.0
7.0

7.0

7.0

5.0
6.3
6.3
8.0

22 
2000
2000

 EEAGA1V470(  )

5.0
5.0
5.0

1.5
2.0
2.5

 EEAGA1V6R8(  )
 EEAGA1V100(  )
 EEAGA1V150(  )

2.5
2.5

5.0
5.0
5.0

2000
2000

200
200
200

0.45

200
2002.5

1000
1000
1000

2.5

200

200

2.5
2.55.0

5.0
5.0

0.45
0.45
0.45
0.45
0.45

GA series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

2000

2000
2000200

2000
2000

Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Part No.

Min. Packaging
 Q'ty (PCS)

φD L
Lead
dia.
(φd)

Straight
leads Taping

Straight Taping
✽B

 EEAGA1A680(  )

 EEAGA1A220(  )
 EEAGA1A330(  )

 EEAGA1A101(  )
 EEAGA1A221(  )
 EEAGA1C100(  )
 EEAGA1C150(  )

1000
1000
1000
1000
1000
1000
1000

5.0
5.0
5.0

1.50.45
0.45
0.45
0.45
0.45
0.45



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 1000 h
● 7 mm height
● RoHS compliant

   

Unit：mm

KA series A  type

I ≦ 0.01 CV or 3 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 2.2 μF to 470 μF

Category temp. range –40 ℃ to +85 ℃
4 V to 50 V

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

4.0 8.0
φd 0.45 0.45 0.45 0.45
F 1.5 2.5

6.3

Dissipation factor（tan δ)  Please see the attached characteristics list

Capacitance change

DC leakage current  Within the initial limit
Dissipation factor（tan δ)

 Within ±20 % of the initial value
 ≦ 200 % of the initial limit

 After applying rated working voltage for 1000 h at +85 ℃±2 ℃ when the capacitors are

2.0

1.70

10 k to

1.30

1 k

2.5

φD

 restored to 20 ℃, capacitors shall meet the following limits.

Cap.（μF）
Freq.（Hz)

Frequency correction factor for ripple current

 (With voltage treatment)

2.2 to 470

5.0

1.00

120

0.70

50, 60

Endurance

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +85 ℃±2 ℃ with no voltage applied and then being

KA

M

Low Profile

7 mm hegiht

φ
d±

0.
05

14min. F±
0.

5

L±1.0

Sleeve

3min. φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 1000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "i" between the "( )".

 Lead wire pitch ✽B=5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

0.45
0.45
0.45
0.45
0.45
0.45

KA series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

1000

1000
2000200

2000
1000

Characteristics list

Rated
voltage

(V)
Part No.

Min. Packaging
 Q'ty (PCS)

Lead
dia.
(φd)

Strai-
ght

leads
Taping

Straight Taping
✽B

 ECEA0GKA331(  )

 ECEA0GKA470(  )
 ECEA0GKA101(  )

 ECEA0GKA331Q

2000
2000

200
200
200
―

200

200
200

1.5

200
200
200

0.45

200

―

200

200
200
200

 ECEA1EKA100(  )

 ECEA1CKA220(  )
 ECEA1CKA330(  )
 ECEA1CKA470(  )

―
2.5
―

2.5

2.5

2.5

 ECEA0GKA471Q
 ECEA0JKA470(  )

200
―

2000

2000

200

1000
1000
2000

2000
2000

2000
2000
1000
1000
2000
2000
1000
1000
2000
2000
2000
2000
2000
2000

2000
2000

4.0 16

2.0
2.5

0.45
0.45

2.5

 ECEA1VKA100(  )
 ECEA1VKA220(  )

5.0
5.0

0.45
0.45

5.0
―

5.0
―

2.5

7.0 2.5
7.0 2.5
7.0 2.5

Lead length
(mm)

Taping
✽i

Lead space

5.00.45
0.45

―
1.5

5.0
5.0

0.45

5.0
5.0
5.0

1.5
2.0
2.0

2.5
―

2.5

2.5
2.5
2.5

2.5

4.0
5.0
6.3

4.0
6.3
8.0
8.0
4.0

0.35

0.24
0.24
0.24

0.20

7.0
7.0

8.0
8.0

0.35
0.35

7.0

7.0
7.0

7.0
7.0

7.0 2.5
7.0 2.5
7.0 2.56.3

2.5
7.0 2.5

7.0 2.5
7.0 ―

0.35
0.35

2.0
2.5
2.5
―
2.5
―
1.5
2.0

0.24
0.24 0.45

0.45
0.45
0.45

5.0
5.0
5.0
―

―

2.5
0.20
0.20

4.0
5.0 60

7.0 ―
7.0 2.5
7.0 2.5

0.45
0.45
0.45

5.0
5.0

―
1.5

0.20
0.16
0.16
0.16

7.0 2.5
7.0 2.5

7.0 2.5
7.0 2.5

70
91

5.0
5.0

2.5
1.5
2.0
2.5

0.16
0.16
0.1428

55
65

7.0 2.52.5 5.0

7.0 2.5
7.0 2.5
7.0 ―

7.0 2.5

7.0 2.5
7.0 2.5
7.0 2.5

5.0
5.0
―
5.0

1.5
1.5

8.0

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L
Ripple

current*1

(mA rms)
tan δ*2

4.0
5.0

0.35
0.35

7.0
7.0

7.0

5.0
6.3

7.0

7.0

8.0
8.0

7.0

8.0
8.0

4.0
4.0
5.0
6.3
8.0
8.0

47
100
220

47
100
220

33
100

10
22

4.0
5.0
6.3
6.3
5.0
6.3
6.3
8.0

33

2.2
3.3
4.7
10
22

33
47

100
10
22
33
47
10
22

200
200
―

1000

2000
2000
2000
2000
1000
1000

200

200
―

200
200
200
200

200

―
200
200

200
200

200

 ECEA1HKA3R3(  )
 ECEA1HKA4R7(  )
 ECEA1HKA100(  )
 ECEA1HKA220(  )
 ECEA1HKA330(  )

5.0
5.0
5.0
―

5.0
5.0
5.0

5.0
5.0

 ECEA1EKA470(  )

 ECEA1VKA330(  )
 ECEA1VKA470(  )
 ECEA1VKA470Q
 ECEA1HKA2R2(  )

 ECEA0GKA471(  )
5.0
―
5.0

2.0
2.5
2.5
―

0.45
0.45
0.45
0.45
0.45

0.45
0.45
0.45
0.45
0.45

0.45
0.45
0.45
0.45
0.45
0.45

1.5
2.5

0.10
0.10
0.10
0.10
0.10
0.10

34
61
82

110
110
140
140
46
71

103
130
130
43
80

120
120
28
39

70
30
60
65
85
85

0.14
0.14
0.14
0.12
0.12
0.12
0.12
0.12
0.10

2.5

 ECEA0JKA331Q
 ECEA1AKA330(  )
 ECEA1AKA101(  )
 ECEA1AKA221(  )
 ECEA1AKA221Q
 ECEA1CKA100(  )

 ECEA1CKA101(  )

 ECEA1EKA220(  )
 ECEA1EKA330(  )

 ECEA1HKA330Q

330

470

330

220

47

33

50

35

25

16

10

6.3

4

18
23
35
60
75
75

 ECEA0GKA221(  )

 ECEA0JKA101(  )
 ECEA0JKA221(  )
 ECEA0JKA331(  )



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 1000 h
● 7 mm height
● RoHS compliant

   

Unit：mm

I ≦ 0.05 CV or 10 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 2.2 μF to 100 μF

Category temp. range –40 ℃ to +85 ℃
4 V to 50 V

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

6.3
0.45

φD
φd
F 2.5

5.0
0.45
2.0

4.0
0.45

1.70

10 k to

1.30

1 k

KA (Bi-polar) series

Endurance

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life

Dissipation factor（tan δ)  Please see the attached characteristics list

DC leakage current  Within the initial limit
Dissipation factor（tan δ)  ≦ 200 % of the initial limit

1.5

A  type

2.2 to 100 1.00

120

0.70

50, 60

 After storage for 1000 h at +85 ℃±2 ℃ with no voltage applied and then being

 After 1000 h application of DC working voltage (500 h for each polarity) at +85 ℃±2 ℃,
 when the capacitors are restored to 20 ℃, the capacitors shall meet the following limits.

Cap.（μF）
Freq.（Hz)

Frequency correction factor for ripple current

 (With voltage treatment)

Capacitance change  Within ±20 % of the initial value

φ
d±

0.
05

14min. F±
0.

5

L±1.0

Sleeve

3min. φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 1000 h (500 h for each polarity)

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "i" between the "( )".

 Lead wire pitch ✽B=5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

KA (Bi-polar) series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

2000

2000
2000200

2000
2000

Characteristics list

Rated
voltage

(V)
Part No.

Min. Packaging
 Q'ty (PCS)

Lead
dia.
(φd)

Strai-
ght

leads
Taping

Straight Taping
✽B

 ECEA0JKN470(  )

 ECEA0GKN101(  )
 ECEA0JKN220(  )

 ECEA1AKN100(  )

2000
2000
2000
2000
2000
2000
2000
2000

0.45

200
200

 ECEA1HKN3R3(  )

 ECEA1VKN4R7(  )
 ECEA1VKN100(  )

200
200
200

200
200

200

 ECEA1VKN2R2(  )

 ECEA1HKN2R2(  )

 ECEA1HKN4R7(  )

0.45

Lead length
(mm)

Taping
✽i

Lead space

200 2000
2000

2000
2000
2000

 ECEA1AKN220(  )
 ECEA1AKN330(  )
 ECEA1AKN470(  )

5.0
5.0
5.0

0.45
0.45
0.45
0.45
0.45
0.45

2.5
2.0
2.0

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L
Ripple

current*1

(mA rms)
tan δ*2

6.3
5.0

0.35
0.24

7.0

30
16
16

100
22
33

47
4.7
10

3.3
4.7

2.2
3.3

5.0

6.3
5.0

6.3
6.3

5.0
6.3

5.0

6.3
4.0

6.3

22

2.5
1.5
2.0

0.45
0.45
0.45

0.16

16
21
28
55
12
16

0.16
2.0
2.5

5.0
5.0
5.0

5.0
5.0
5.0

2000

200

5.0
5.0
5.0
5.0

5.0
2000
2000
2000
2000

 ECEA0JKN330(  )

 ECEA1CKN4R7(  )
 ECEA1CKN100(  )
 ECEA1CKN220(  )
 ECEA1CKN330(  )
 ECEA1EKN3R3(  )

200

0.45
2.0
2.5

0.45
0.45
0.45
0.45

0.14
0.14

0.16
0.16 0.45

0.45
0.45
0.45

0.16
0.16

2.0

1.5

2.5

2.5
2.0

0.20
0.16

2.5
7.0 2.5
7.0 2.5
7.0

25

7.0

7.0

7.0
7.0
7.0

22 7.0 2.5

2.5
7.0 2.5
7.0 2.5
7.0

7.0

5.0

2.5

65
20
25
39
60

0.24

0.20
0.20

0.16

2.5
1.5

0.24
0.20

2.0
2.5
2.5

1.5

2.0
2.50.45

7.0 2.5

7.0 2.5
7.0 2.5
7.0 2.5
7.0

23

2.5
7.0 2.5
7.0 2.55.0

0.14

5.0

0.14
0.12
0.12
0.12

0.45
0.45

2.5
7.0 2.5
7.0 2.5

4

5.0
47
10
22
33

22

6.3

61
29
38
46
25
35
43 2.5

2.5

2.5
2.5

33

10

4.0
5.0
6.3

50

35

16

10

4.7
10

2.2

5.0

3.3
4.7 6.3

4.0

6.3
4.0
5.0

200
200
200
200
200

200
200
200
200
200
200

 ECEA1VKN3R3(  )

5.0
5.0
5.0
5.0
5.0
5.0

 ECEA1EKN4R7(  )
 ECEA1EKN100(  )
 ECEA1EKN220(  )

2.5



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 1000 h
● 5 mm height
● RoHS compliant

   

Unit：mm

φD

 restored to 20 ℃, capacitors shall meet the following limits.

Cap.（μF）
Freq.（Hz)

Frequency correction factor for ripple current

 (With voltage treatment)

2.2 to 330

5.0

1.00

120

0.70

50, 60

Endurance

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +85 ℃±2 ℃ with no voltage applied and then being

2.0

1.70

10 k to

1.30

1 k

2.5

Dissipation factor（tan δ)  Please see the attached characteristics list

Capacitance change

DC leakage current  Within the initial limit
Dissipation factor（tan δ)

 Within ±20 % of the initial value (4 V : ±30 %)
 ≦ 200 % of the initial limit

 After applying rated working voltage for 1000 h at +85 ℃±2 ℃ when the capacitors are

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

4.0 8.0
φd 0.45 0.45 0.45 0.45
F 1.5 2.5

6.3

KS series A  type

I ≦ 0.01 CV or 3 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 2.2 μF to 330 μF

Category temp. range –40 ℃ to +85 ℃
4 V to 50 V

φ
d±

0.
05

14min. F±
0.

5

L±1.0

Sleeve

3min. φD±0.5

KA

M

Low Profile

7 mm hegiht

KS 5 mm hegiht



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 1000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "i" between the "( )".

 Lead wire pitch ✽B=5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

5.0
5.0
5.0

5.0

―

2.5
2.5

 ECEA1AKS330(  )
 ECEA1AKS470(  )
 ECEA1AKS101(  )
 ECEA1AKS221(  )

0.14
0.14
0.14
0.14
0.14
0.14
0.12
0.12
0.12

 ECEA1AKS221Q
 ECEA1CKS100(  )

 ECEA1CKS101(  )

 ECEA1EKS4R7(  )
 ECEA1EKS100(  )

200

200
―

200 ECEA1HKS2R2(  )

 ECEA0GKS101(  )

 ECEA0JKS331(  )
 ECEA0JKS331Q
 ECEA1AKS220(  )

 ECEA1VKS100(  )

 ECEA0JKS330(  )

2000
1000
1000
1000
1000
2000

200

200
200
200
200
200
―

―

―
200
200

200
200

1000

2000
2000

1000

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L
Ripple

current*1

(mA rms)
tan δ*2

4.0
4.0

0.35
0.35

33
47

0.20
0.20

5.0
6.3 60

0.45
0.45
0.45

5.0
5.0

―
1.5

0.20
0.16
0.16
0.16

5.0
5.0

5.0

Lead length
(mm)

Taping
✽i

Lead space

6.3
8.0
8.0

6.3
6.3
8.0

0.35

0.24
0.24
0.24

0.20

6.3
4.0

0.35
0.24

5.0

0.24
0.24

1.5
2.0
2.5

30

2.5
2.5

0.45
0.45

―

 ECEA1EKS330(  )
 ECEA1EKS101(  )

5.0
―

0.45
0.45

5.0
5.0

5.0

1.5
 ECEA1EKS101Q

0.45
0.45

2000

2000
2000
2000

2000
2000

1000
1000
2000
2000
2000
2000
1000
1000
2000
2000
2000
2000
1000
1000

2000

2000

KS series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

2000

2000
2000200

2000
2000

Characteristics list

Rated
voltage

(V)
Part No.

Min. Packaging
 Q'ty (PCS)

Lead
dia.
(φd)

Strai-
ght

leads
Taping

Straight Taping
✽B

 ECEA0GKS221(  )

 ECEA0GKS330(  )
 ECEA0GKS470(  )

 ECEA0JKS220(  )

5.0 2.5
5.0 2.5

1.50.45
0.45
0.45
0.45

5.0 2.5
5.0 2.5

5.0
5.0
5.0
5.0

5.0 2.5
5.0 2.5
5.0 ―130

5.0 2.5
5.0 2.5
5.0 2.5

1.5
2.0
2.0
2.5
2.5

5.0
―
5.0―

0.45
0.45

2.5
5.0 2.5
5.0 ―

5.0 2.5
5.0 2.5
5.0 2.5

0.20
0.20 0.45

0.45
0.45
0.45

5.0
5.0
5.0
―

5.0

2.5

2.0

5.0 2.5
5.0 2.5
5.0 ―

5.0

5.0 2.5
5.0 2.5
5.0 2.5

70
91 2.5

―

0.16
0.16
0.1691

―
5.0

0.45

2.5
5.0 2.5
5.0 ―

5.0 2.5
5.0 2.5
5.0 2.5

5.0
5.0

1.5
2.0

22
28

2.5 5.055
65
85
85

5.0

5.0 2.5
5.0 2.5
5.0 ―

0.45

5.0 2.5
5.0 2.5
5.0 2.5

5.0

2.5
2.5

5.0
―

0.12

16
22

0.12
0.1265

2.5
5.0 2.5
5.0 2.5

5.0 2.5
5.0 ―5.0

5.0
5.0
5.0

1.5
2.0

0.45
0.45
0.45
0.45
0.45

0.12
0.12

2.5
5.0 ―0.450.1060

5.0 2.55.0
―
5.0

2.5
2.5
―

0.45
0.45

2000
2000
2000
1000
1000

200

200
200
200
200
200

200
―

200
200
200
200

―
200
200
200
200
200

200

200
―

 ECEA0JKS470(  )
 ECEA0JKS101(  )

 ECEA1CKS220(  )
 ECEA1CKS330(  )
 ECEA1CKS470(  )

 ECEA1CKS101Q

 ECEA1HKS3R3(  )
 ECEA1HKS4R7(  )
 ECEA1HKS100(  )
 ECEA1HKS220(  )
 ECEA1HKS220Q

200
200

200

 ECEA1VKS220(  )
 ECEA1VKS330(  )
 ECEA1VKS330Q
 ECEA1VKS470(  )
 ECEA1VKS470Q

 ECEA1EKS220(  )

 ECEA1VKS3R3(  )
 ECEA1VKS4R7(  )

2.0

2.0
2.5
2.5

1.5
2.0

2.5
―
1.5

0.45
0.45
0.45
0.45
0.45

0.45
0.45

0.45
0.45

0.45
0.45
0.45
0.45

0.10
0.10
0.10
0.10
0.10

26
34
61
82
29
38
46
71

130

35
43
65
80

120
120
28
39

60
65

85
85
16
16
23
35
608.0

8.0
5.0

5.0

100
220
22
33
47

100

22
33
47

330

8.0
4.0

6.3
8.0

6.3

220

100

100

33

47

5.0
4.0

6.3
8.0
8.0
4.0

5.0

4

4.7
10
22

2.2
3.3 4.0

5.0

5.0

5.0
5.0

6.3
8.0
8.0
8.0
8.0
4.0

8.0
4.0
5.0
6.3

33
47

22

50

35

25

16

10

6.3

4.7
10
22
33

100

10
22

3.3

4.7
10



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 1000 h
● 5 mm height
● RoHS compliant

   

Unit：mm

I ≦ 0.05 CV or 10 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Features

Specifications

Capacitance range 2.2 μF to 47 μF

Category temp. range –40 ℃ to +85 ℃
6.3 V to 50 V

KS (Bi-polar) series

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

Dissipation factor（tan δ)  Please see the attached characteristics list

Capacitance change

DC leakage current  Within the initial limit
Dissipation factor（tan δ)

 Within ±20 % of the initial value
 ≦ 200 % of the initial limit

 After 1000 h application of DC working voltage (500 h for each polarity) at +85 ℃±2 ℃,

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. Shelf life
 After storage for 1000 h at +85 ℃±2 ℃ with no voltage applied and then being

1.70

10 k to

1.30

1 k

A  type

φD 4 5 6.3

 when the capacitors are restored to 20 ℃, the capacitors shall meet the following limits.

Cap.（μF）
Freq.（Hz)

Frequency correction factor for ripple current

 (With voltage treatment)

2.2 to 47 1.00

120

0.70

50, 60

Endurance

φd 0.45 0.45 0.45
F 1.5 2.0 2.5

φ
d±

0.
05

14min. F±
0.

5

L±1.0

Sleeve

3min. φD±0.5

KA

M

Low Profile

7 mm hegiht

KS 5 mm hegiht



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 1000 h (500 h for each polarity)

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "i" between the "( )".

 Lead wire pitch ✽B=5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

6.3
4.0

2.2

4.7

5.0

5.0

200

200
200
200
200
200

200
200
200
200
200
200

 ECEA1CSN4R7(  )
 ECEA1CSN100(  )

0.45

5.0
5.0
5.0

0.20
0.20 0.45

0.45
0.45

0.45
0.45
0.45
0.45
0.45

43
20
25
39

21
28
12
16

KS (Bi-polar) series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

2000

2000
2000200

2000
2000

Characteristics list

Rated
voltage

(V)
Part No.

Min. Packaging
 Q'ty (PCS)

Lead
dia.
(φd)

Strai-
ght

leads
Taping

Straight Taping
✽B

 ECEA1ASN100(  )

 ECEA0JSN220(  )
 ECEA0JSN330(  )

 ECEA1ASN220(  )

2.5

Lead length
(mm)

Taping
✽i

Lead space

2000
2000

2000
2000
2000
2000
2000
2000

2000

0.45
0.45
0.45
0.45

5.0
5.0
5.0
5.0

5.0
5.0
5.0

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification

φD L
Ripple

current*1

(mA rms)
tan δ*2

0.20 2.0

5.0
5.0

5.0
5.0

0.24
0.24
0.24

5.0
5.0
5.0 18

5.0
5.0
5.0

0.45

 ECEA1ESN100(  )
 ECEA1VSN2R2(  )
 ECEA1HSN2R2(  )

200
 ECEA0JSN470(  )

 ECEA1CSN220(  )
 ECEA1ESN3R3(  )
 ECEA1ESN4R7(  )

 ECEA1ASN330(  )

2.0 2.5
2.5 2.5
2.5 2.5

5.0
5.0
5.0

2.5 2.5
1.5 2.5
2.0 2.5

1.5 2.5
2.5 2.5

2.5 2.5
1.5 2.5

10
2.2

2.5 2.5
2.0 2.5
2.0 2.5

5.0
5.0

5.0
6.3

0.20
0.20
0.20
0.20
0.20

0.20
5.0

5.0
6.3
6.3
4.0
6.3

5.0
6.3
5.0

4.0
5.0

0.20
0.20

29
38
46
25
35

35
50

25

16

10

6.3
22
33

10
22
33

4.7
10
22

3.3

47



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 1000 h to 5000 h
● Low impedance
● AEC-Q200 compliant
● RoHS compliant

 Duration

   

Unit：mm

5.0

10.0
―
0.6

4.0
―

0.45
1.5

φD
L

φd
F

12.55.0
―
0.8
7.52.0

―
0.5

5.0

8.0
―
0.6
3.5

6.3
―
0.5
2.5

16.0
―
0.8
7.5

30 to 40
0.8
5.0

15 to 25
0.6

―
0.45
2.5

5.0
―

0.45
2.0

4.0
―

0.45
1.5

6.3

Features

Specifications

Capacitance range 2.2 μF to 15000 μF

Category temp. range –55 ℃ to +105 ℃
6.3 V to 100 V

0.75

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF, add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 φ4 to φ6.3 : 1000 h, φ8 : 2000 h, φ10 : 3000 h, φ12.5 to φ18 : 5000 h

0.65 0.85 0.90

Dissipation factor（tan δ)

Frequency correction factor for ripple current

1.00

18.0
L＝7L≧11

 Within ±20 % of the initial value

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

2.2 to 330
Cap.（μF） 60 120 1 k 10 k 100 k

0.55
0.70
0.75

±20 % (120 Hz / +20℃)
Leakage current

(120 Hz
/+20℃)

100
0.07

63
0.08

50
0.10

35
0.12

25
0.14

16
0.16

10
0.19

6.3
0.22

Endurance

0.80 0.90

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

    This Series is no longer available for
purchase in the country of Japan.

0.95 1.00
0.85 0.95 1.00 1.00

390 to 1000
1200 to 2200
2700 to 15000 0.80

0.90 0.95 1.00

FC series A  type

I ≦ 0.01 CV or 3 (μA)  After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance

φ
d±

0.
05

Pressure relief
φ6.3 ≦

14min.

F±
0.

5

L*

* L ≦ 16：L±1.0（φ8x15、φ16x15、φ18x15：L±1.5）
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5 φD±0.5

≦ φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: 100 kHz
*2

145
18 1.30 2.60 155
22 1.30 2.60 155

5 × 11

2.2 1.80 3.60 45
3.3 1.30 2.60 65
4.7 1.30 2.60 95
10 1.30 2.60 125
12 1.30 2.60 135
15 1.30 2.60

Case size (mm) Capacitance Impedance (Ω) (100 kHz) Ripple current
(φ D×L) (μF) +20℃ -10℃ (mA rms) (100 kHz)

— —
— —
— —

— —
— —
— —

12.5 × 20
12.5 × 25

—

—
—

—
—
— —

—
—

0.090
0.070
0.130
0.076
0.060

5.00
2.40
1.20
1.60
0.700

0.060
0.110
0.063

0.342

1150
1480
1832

*2
1.20

0.240
0.324
0.238
0.180
0.164
0.120
0.220
0.126
0.100

*2
260
485

860
615
850
1030
1200
1610

1050
1300
1020
1285
1720

0.300
0.170
0.140

2.00
1.00

0.178
0.256
0.194
0.147
0.130
0.090
0.150
0.085
0.070

4.00
2.00
0.684

0.356
0.512

12.5 × 30
12.5 × 35
12.5 × 40
16 × 15
16 × 20
16 × 25

16 × 31.5
16 × 35.5
16 × 40
18 × 15
18 × 20
18 × 25

18 × 31.5
18 × 35.5
18 × 40

0.020
0.016
0.015
0.014

0.038
0.028

8 × 20
10 × 12.5
10 × 16
10 × 20
10 × 25
10 × 30

12.5 × 15

8 × 15

807

455
306
400
463
599
698
511
671

0.460
0.360
0.220

0.330
0.530
0.360
0.240

6.3 V to 35 V

4 × 7
5 × 7

6.3 × 7
5 × 11

6.3 × 11.2
8 × 11.5 0.234

R. voltage

Case size
(mm)

(φD×L)
2.00
0.950
0.450
0.800
0.350
0.117

Ripple
current*1

(mA rms)

Impedance*1

(Ω)

0.040

65
120
200
175
290
555

0.056

0.032

0.044

2000
2490
2740

1690
2205
2555
3010

2510
2655

3150

1945

1815
1205
1655

0.030

0.018
0.043
0.029
0.022
0.018
0.016
0.015

0.4680.234

0.119
0.090
0.082

23100.050

0.036

0.065
0.090
0.068
0.052
0.045
0.035
0.065
0.038

0.040

+20℃

0.085

0.025
0.022

-10℃ -10℃

0.036

*2
0.600

0.030

0.130
0.180
0.136
0.104

995
755
1050
1220
1440

0.068
0.058

0.170

937
1040

793

Ripple
current*1

(mA rms)

—
—
—

145
240
405
535

2090
2265
2560

80

0.210
0.150
0.230
0.180
0.110

690
535
600
885

100 V63 V

Ripple
current*1

(mA rms)

Ripple
current*1

(mA rms)

Impedance*1

(Ω)
Impedance*1

(Ω)

-10℃+20℃

50 V

-10℃+20℃

Impedance*1

(Ω)

8.20
3.60
1.36

0.660
1.060
0.720
0.480
0.420
0.300

0.900

0.140
0.124
0.082
0.072

—
—
—

4.10
1.80
0.680
0.450

0.098
0.087
0.072
0.140
0.110
0.089
0.062
0.053
0.047
0.120
0.080

0.124
0.106

0.028
0.041
0.036

0.060
0.050

0.030 3095
3205

3100
—

0.046
—

3680
3735

0.023
—

0.032
0.070
0.062

0.086
0.064

0.034

0.043
0.032

2585
2950

2610
3000

0.058
0.0503635

0.029
0.025

0.1100.055 229024200.084
0.076

0.046
0.136

0.1600.042
0.068

3360
0.072

0.043
0.036

2670
2770

2700
2790

0.094
0.240

0.060
0.172

0.030
0.086

2825
1690

2845
1900

0.025
0.023

0.050

0.144
0.280

0.084
0.180

0.042
0.090

2590
1610

0.060
0.160 1410

0.220
0.178

0.1180.059
0.050

1765
2160

1835
2235

0.196
0.174

0.110
0.094

0.055
0.047

2215
2285

0.080
0.068

0.4600.2306350.310730

0.056

0.044

0.096
0.086

0.086

0.030
0.080
0.048
0.034
0.028

0.388
0.294
0.260
0.180

0.155
0.120
0.162

0.100

0.050

Case size/ Impedance/ Ripple current
FC series

+20℃

0.030

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

0.025
1770
2300

1600

1230
1420

1920
917

1520
1730

1130

995
1170

114
260
340



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

12000

10000

6800

5600

4700

3300

6.3

8200

3900

2700

2200

1000

1800

1500

1200

820

27
56

100
120
220
270
330
390
470

0.60
0.80
0.60
0.60
0.80
0.60
0.80
0.60

8.0 20.0 995 0.065 2000
10.0 16.0 1050 0.068 3000

560
8.0 11.5 555 0.117

0.80

5.0
7.5
5.0
5.0
7.5
5.0
7.5
5.0
5.0

—
—
—
—
—
—
—
—
—

—
—
—
—
—
—
—
—
—

2.5
2.5
2.5
2.5
2.5
2.5
2.5
—
—

 EEUFC0J392(  )
 EEUFC0J472
 EEUFC0J472S(  )
 EEUFC0J562L
 EEUFC0J562(  )
 EEUFC0J682L
 EEUFC0J682(  )
 EEUFC0J682S(  )
 EEUFC0J822

 EEAFC0J270(  )
 EEAFC0J560(  )
 EEUFC0J101(  )
 EEAFC0J121(  )
 EEUFC0J221(  )
 EEUFC0J271(  )
 EEUFC0J331S(  )
 EEUFC0J391(  )
 EEUFC0J471(  )

18.0 35.5 3680 0.015 5000 —7.50.8015000
0.80

16.0 35.5 3150 0.016 5000
18.0 25.0 2740 0.020 5000 0.80

0.8016.0 40.0 3360 0.015 5000
18.0 31.5 3635 0.016 5000

16.0 31.5 3010 0.018 5000

12.5 40.0 2655 0.018 5000
16.0 25.0 2555 0.022 5000
18.0 20.0 2490 0.028 5000

100 250
12.5 35.0 2510 0.022 5000 100 —0.80

7.5
—

16.0 20.0 2205 0.029 5000

200 500
12.5 30.0 2310 0.025 5000 100 —
16.0 20.0 2205 0.029 5000

12.5 25.0 1945 0.030 5000

200 500
18.0 15.0 2000 0.038 5000 100 250
12.5 20.0 1655 0.038 5000  EEUFC0J332(  )

 EEUFC0J332S(  )
5.0
7.5

200 500
16.0 15.0 1690 0.043 5000 100 250
12.5 20.0 1655 0.038 5000  EEUFC0J272(  )

 EEUFC0J272S(  )
5.0
7.5

100 250
10.0 30.0 1815 0.035 3000 100 —
16.0 15.0 1690 0.043 5000  EEUFC0J222S(  )

 EEUFC0J272L
7.5
—

200 500
10.0 25.0 1440 0.045 3000 200 500
10.0 25.0 1440 0.045 3000 5.05.00.60  EEUFC0J182(  )

 EEUFC0J222(  )5.0

5.0
5.0

0.60
0.60
0.60

200 500
12.5 15.0 1205 0.065 5000 200 500
10.0 20.0 1220 0.052 3000

 EEUFC0J122(  )
 EEUFC0J152(  )
 EEUFC0J152S(  )

—
—

10.0 12.5 755 0.090 3000 200 5005.0

5.05.0

 EEUFC0J102(  )
 EEUFC0J122L(  )

—
—5.0

200 500

 EEUFC0J561(  )
 EEUFC0J821L(  )
 EEUFC0J821(  )

—
—
—

8.0 15.0 730 0.085 2000 200 1000
10.0 12.5 755 0.090 3000

0.60
2000

8.0 11.5 555 0.117 2000

8.0 11.5 555 0.117 2000

6.3 11.2 290 0.350 1000
6.3 11.2 290 0.350 1000

200 2000
6.3 11.2 290 0.350 1000 200 2000
6.3 7.0 200 0.450 1000 0.45

2000
5.0 11.0 175 0.800 1000 200 2000

4.0 7.0 65 2.000 1000
5.0 7.0 120 0.950 1000

0.45
0.45
0.50

200 2000
200 

Characteristics list

Taping
✽H

TapingStraight
leads

Min. Packaging
 Q'ty (PCS)Lead length (mm)

Lead space Part No.

Specification

Endu-
rance
(h)

Impe-
dance*2

(Ω)

Ripple
current*1

(mA rms)

Case size
(ｍｍ)

LφD Taping
✽BStraight

Lead
dia.
(φd)

7.5
—

5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0

5.0
5.0

5.0
—

5.0
5.0

0.80
0.80
0.80
0.80
0.80
0.80

1.5
2.0
2.0
2.5
2.5
2.5
2.5
3.5
3.5
3.5
3.5
5.0
5.0
3.5

7.5
5.0
7.5
5.0

50 —
50 —

 EEUFC0J123
 EEUFC0J153

—
—

7.5
7.5

100 250
100 — EEUFC0J123L—

7.5
—
—7.5

 EEUFC0J103S(  )—

—
—

7.5
7.5

100 —
100 —

7.5
7.5

7.5
7.5

100 250
100 250

 EEUFC0J103—

0.60
5.0

200 1000
200 

0.50
0.60

200 2000
200 1000

1000

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

0.80

200 1000
200 500

100 250
100 —

0.60
0.60
0.60
0.60

0.50
0.50 200 2000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

8200

6800

5600

4700

3900

10

10000
12000

1500

3300

2700

2200

1800

470
560

820

1200

680

39

100
150
180
220
330
390

82

2310 
2205 
2510 
2205 
2655 
2555 
2555 

1205 
1440 
1655 
1690 
1815 
1655 
1945 
2000 

10.0 30.0
12.5 20.0
12.5 25.0
18.0

2490 
3010 

0.022
0.029
0.018
0.022
0.022
0.028
0.018

120 
175 

290 

290 
555 
555 

1050 
1220 

200 
175 

0.045
0.038
0.043
0.035
0.038
0.030
0.038
0.025
0.029

0.950
0.800

0.350

0.350
0.117
0.117

0.068
0.052
0.065

0.450
0.800

0.80
0.80

1000

3000
5000
3000
5000
5000
3000
5000
5000
5000
5000
5000
5000
5000
5000
5000
5000
5000
5000

0.80
0.80

0.60

2.0

2.0

2.5
2.5

5.0
5.0
5.0
5.0
7.5

5.0

2.5

—
—
—
—
—
—

5.0

5.0
5.0
5.0
5.0
7.5
—
5.0
5.0
7.5
—
7.5
—
7.5
—
7.5
7.5
7.5

—
—
—
—
—
—
—
—
—

 EEUFC1A103
 EEUFC1A123

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
—
—
—
—
—
—
—
—
—
—
—
—
—
—

 EEUFC1A332
 EEUFC1A332S(  )
 EEUFC1A392L
 EEUFC1A392(  )
 EEUFC1A472L
 EEUFC1A472(  )
 EEUFC1A562(  )
 EEUFC1A562S(  )
 EEUFC1A682

 EEUFC1A122(  )
 EEUFC1A122S(  )
 EEUFC1A152(  )
 EEUFC1A182(  )
 EEUFC1A182S(  )
 EEUFC1A222L
 EEUFC1A222(  )
 EEUFC1A272(  )
 EEUFC1A272S(  )

16.0 31.5

 EEAFC1A220(  )
 EEAFC1A390(  )
 EEUFC1A820(  )
 EEAFC1A820(  )
 EEUFC1A101S(  )
 EEUFC1A151(  )
 EEUFC1A181(  )
 EEUFC1A221S(  )
 EEUFC1A331(  )
 EEUFC1A391(  )
 EEUFC1A471(  )
 EEUFC1A561(  )
 EEUFC1A681L(  )
 EEUFC1A681(  )
 EEUFC1A821(  )
 EEUFC1A102L(  )

12.5 40.0
16.0 25.0
16.0 25.0
18.0 20.0

12.5 30.0
16.0 20.0
12.5 35.0
16.0 20.0

15.0

12.5 15.0
10.0 25.0
12.5 20.0
16.0 15.0

0.60
0.80
0.80
0.80
0.80
0.80
0.80

0.60
0.60
0.60
0.60
0.80
0.60
0.60

0.50

0.50

0.50
0.50
0.60
0.60

—

5.0
7.5
7.5
7.5
7.5

7.5
5.0
7.5
5.0
7.5

5.0
5.0
5.0

3.5
5.0
3.5
5.0

—
50 —

250
100 —
100 250
100 —
50 —

250
—

100 250
100 —
100 250
100 250

250
100 —

500
200 500
100 250
100 —

200 500
200 500

500
200 500
200 500

200 

1000
200 500
200 1000

200 

200 
200 
200 

1000
1000200 

2000

2.00022 5.01.50.4510007.0

Straight Taping
✽B

65 

1000 200 
200 
200 
200 

200 

100 

100 

50 
5000

3150 0.016 5000
7.5
—

7.5
7.5

0.80

100 

100 

—
—
—

10.0
 EEUFC1A102(  )

18.0

11.5

4.0
5.0
5.0
6.3
5.0
6.3
6.3
6.3
8.0
8.0
8.0
10.0
8.0
10.0
10.0
8.0
10.0

0.60
0.60
0.60
0.60

—7.50.8040.0 3735 0.014 5000
3680 0.015 5000

—
—

7.5
7.5

0.80
0.80

31.5
35.5

3635 0.016

2000 5.015.0 730 0.085

0.80
 EEUFC1A682S(  )25.0

35.5
2740 0.020 5000

3000
5.0
5.0

3.5
5.0

0.60
0.60

20.0
16.0

2000

 EEUFC1A822L

20.0

5.02.50.45

5.0

200 
200 

2000
2000

0.50 2000
200 2000

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

995 0.065
1050 0.068

3000755 0.090 5.012.5

1000
500
500

3000 5.016.0

16.0
18.0
18.0
18.0

 EEUFC1A822

3000

290 0.350 1000 5.0

755 0.090 5.012.5
555 0.117 2000 5.0

5.0

11.5

11.2
11.2
11.5 2000 5.0

2000 5.0
3.5
3.5

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

φD L

Specification

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

TapingTaping
✽H

Characteristics list

7.0
11.0
7.0
11.0
11.2

Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads

1000
5.0

1000 5.02.00.45 200 2000
1000
1000
1000

2000

200 2000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.
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6800
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220
270
330
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8200

5600

4700

3900

3300

2700

2200

1800

7.5
7.5
7.5
7.5
7.5
7.5

0.45
0.45
0.50
0.50
0.45
0.50
0.50
0.50

0.60
0.60
0.60
0.60

0.80
0.60

0.60
0.80

3.5

7.5
5.0

5.0
7.5
5.0
7.5
5.0
7.5

2.0
2.0
2.5
2.0
2.5
2.5

3.5
3.5
5.0

5.0
5.0
5.0
5.0

5.0

5.0
5.0

7.5
5.0

—
—

—
—

 EEUFC1C560(  )
 EEAFC1C560(  )
 EEUFC1C680(  )
 EEUFC1C101(  )
 EEUFC1C121(  )

 EEUFC1C182(  )
 EEUFC1C182S(  )
 EEUFC1C222(  )
 EEUFC1C222S(  )
 EEUFC1C272L
 EEUFC1C272(  )
 EEUFC1C332

—
—
—

 EEUFC1C152S(  )

—
—

 EEUFC1C122(  )
 EEUFC1C122S(  )

2.5
2.5
2.5
2.5
2.5
2.5
—
—
—

2740 0.020

1690 0.043

2205 0.029
2310 

 EEUFC1C102(  )

 EEUFC1C822

7.5
—

7.5
7.5

—
7.5
—
7.5
7.5
7.5
—

0.80
0.80

—
—3680 0.015

16.0 15.0
12.5 25.0

16.0 20.0

 EEUFC1C221(  )

 EEUFC1C821(  )
 EEUFC1C821S(  )
 EEUFC1C102S(  )

 EEUFC1C561(  )
 EEUFC1C681L(  )

16.0 40.0

3150 0.016
3635 0.016
3360 0.015

3010 0.018

18.0 35.5

18.0 20.0
16.0 31.5
18.0 25.0
16.0 35.5
18.0 31.5

12.5 30.0
16.0 20.0
12.5 35.0
18.0 20.0
16.0 25.0

2490 0.028
2555 0.022
2490 0.028

0.025
2205 0.029
2510 0.022

5000
5000
5000
5000
5000

0.80
0.80
0.80
0.80
0.80

5000
5000
5000
5000
5000

0.80
0.80
0.80
0.80
0.80

5000
5000
5000

5000

—
—
—
—
——

—
—
—
—
—

—
—
—
—
—

7.57.5
5.0
7.5

 EEUFC1C152L
 EEUFC1C152(  )

50 —

100 250
100 —
100 250
100 —
50 —

100 250
100 250

 EEUFC1C332S(  )

100 —

 EEUFC1C392(  )
 EEUFC1C392S(  )
 EEUFC1C472
 EEUFC1C472S(  )
 EEUFC1C562L
 EEUFC1C562
 EEUFC1C682

200 500
100 250
100 —
100 250
100 —

100 250
200 500

100 250
100 —

100 250

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽H

200 2000
200 2000

 EEAFC1C150(  )
 EEAFC1C270(  )

5.0
5.0

2.5
2.5

1.5
2.0

15.0
25.0

5.0

6.3

6.3

8.0

10.0

10.0

18.0
12.5

11.0

7.0

11.2

11.5

12.5

12.5

16.0 15.0

12.5 15.0
10.0 20.0
10.0 16.0

0.80

3000

0.045 3000

2000

5.0 5.0

65 

1655 0.038 5000

2.000 1000

1815 0.035
1690 0.043 5000 0.80 7.5 7.5

1220 0.052

5.0

0.60 5.0 5.0 —

200 500
200 1000
200 500 EEUFC1C681(  )
200 500
200 500

—
0.60

200 500
200 500
200 500

—
1205 0.065 5000

0.052 3000
0.60 5.0 5.0
0.60 5.0 5.01220 

200 500
200 1000
200 500

755 0.090 3000

755 0.090 3000
730 0.085 2000

0.60 5.0 5.0

 EEUFC1C391(  )
 EEUFC1C471L(  )
 EEUFC1C471(  )

—
—
—

555 0.117 2000
555 0.117 2000

5.0
200 1000
200 1000

 EEUFC1C271(  )
 EEUFC1C331(  )

555 0.117
290 0.350 1000

3.5 5.0
200 2000
200 10000.60

5.0
200 2000
200 2000

175 0.800 1000

290 0.350 1000
175 0.800 1000

200 2000
200 2000
200 2000

200 0.450 1000

 EEUFC1C470(  )

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

12.5 20.0 0.60
5.0 —10.0 30.0 0.60

200 500—

1945 0.030 5000
50002000 0.038

1945 0.030 5000

1200 10.0 25.0 1440 
5.0

175 0.800 1000

5.010.0 25.0 0.601000 10.0 20.0 0.60
1440 0.045 3000

3000 5.0 5.0

8.0 20.0
10.0 16.0 0.60 5.0 5.0

1050 0.068 3000
2000995 0.065

1050 0.068 3000

5.0 5.00.60
3.5 5.0

8.0 15.0

8.0 11.5
8.0 11.5

6.3 11.2

5.0 11.0

5.0 11.0

5.0 7.0
4.0 7.0

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD Straight Taping
✽B

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Characteristics list

Lead length (mm)

120 0.950 1000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

25

3900

3300

2200

5600

47
82

180
220
270

390

100

1200

22
10

0.80
0.80

1500

1000

560

470

330

39

12.5 30.0 2310 
16.0 20.0 2205 

0.016

18.0 40.0 3735 

16.0 31.5 3010 
18.0 25.0 2740 

7.5
7.5

0.45
0.45
0.50
0.45
0.50
0.50
0.50
0.60
0.60

0.60
0.60
0.60

0.60
0.60

0.60
0.60

0.60
0.80
0.80
0.80
0.80

0.80
—
—

1.5
2.0
2.0
2.5
2.0
2.5
2.5
3.5

5.0
5.0

5.0
5.0
5.0
5.0
5.0

5.0
7.5
5.0
7.5
5.0

7.5
7.5

—
—

5.0

5.0

5.0
5.0
5.0
5.0

5.0
5.0

5.0
5.0
5.0
5.0
—

5.0
7.5
—
7.5
—
7.5
7.5

—
—

 EEUFC1E562

2.5
2.5
2.5
2.5
2.5
2.5
2.5
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—

—

 EEUFC1E331(  )
 EEUFC1E391(  )
 EEUFC1E471L(  )
 EEUFC1E471(  )
 EEUFC1E561(  )
 EEUFC1E561S(  )
 EEUFC1E681(  )

 EEAFC1E100(  )
 EEAFC1E220(  )
 EEUFC1E390(  )
 EEAFC1E390( )
 EEUFC1E470(  )
 EEUFC1E820(  )
 EEUFC1E101S(  )
 EEUFC1E181(  )
 EEUFC1E221(  )

 EEUFC1E821(  )
 EEUFC1E821S(  )
 EEUFC1E102L
 EEUFC1E102(  )

2700

4700

1800

18.0 31.5 3635 
18.0 35.5 3680 

12.5 35.0 2510 
18.0 20.0 2490 
16.0 25.0 2555 

12.5 25.0

16.0 35.5 3150 
0.016 5000
0.015 5000
0.014 5000

0.025 5000
0.029 5000
0.022 5000

0.065

755 0.090 3000

0.029 5000
50001945 0.030

2000 0.038 5000

1205 0.065
3000
5000

1220 0.052

0.028 5000
0.022 5000
0.018 5000
0.020 5000 7.5 —

—
7.5

5000 —

0.80
0.80
0.80
0.80
0.80

—
—

—
—

 EEUFC1E182L
 EEUFC1E182(  )

7.5
7.5
7.5

 EEUFC1E222
 EEUFC1E222S(  )
 EEUFC1E272(  )
 EEUFC1E332

—
—
—
—

—
—
—

 EEUFC1E332S(  )
 EEUFC1E392L
 EEUFC1E392

 EEUFC1E102S(  )
 EEUFC1E122(  )
 EEUFC1E122S(  )
 EEUFC1E152(  )
 EEUFC1E152S(  )

50  EEUFC1E472

100 

—

100 —
100 250 
100 —
100 250 

—

100 —
100 250 
100 —

200 500 
200 500 
200 500 

100 250 

200 500 
100 —
200 500 
100 250 
200 500 

200 500 
100 250 

200 500 
200 500 
200 1000 

500 
200 500 
200 

10.0 20.0
10.0 16.0
8.0

820

680

18.0 15.0
12.5 25.0

10.0 30.0
12.5 20.0
10.0 25.0
10.0 20.0
12.5 15.0

20.0

16.0 20.0

3000

0.045 3000

0.80 7.5 7.5

2205 

1945 
7.5 7.5

0.60

0.60 5.0 5.0

1815 0.035
1655 0.038 5000
1440 

3.5

1220 0.052 3000

2000

0.60 5.0

3.5 5.0

5.0
1050 5.0 5.00.600.068 3000

5.0
1050 0.068 3000
995 

200 1000 
200 1000 2000

730 0.085 2000
755 0.090 3000

5.00.60 3.5
0.60 5.0 5.0 500 

200 1000 
 EEUFC1E271(  )
 EEUFC1E331L(  )

200 

5.0
200 2000 
200 2000 

175 0.800 1000

290 0.350 1000
290 0.350 1000

200 2000 
200 2000 
200 2000 

175 0.800 1000
200 0.450 1000

555 0.117 2000
555 0.117

8.0 15.0
10.0 12.5

6.3 11.2
11.05.0

6.3 7.0

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

16.0 15.0 0.80
5.0 5.012.5 20.0 0.60

0.030 5000
1690 0.043 5000
1655 0.038 5000

50 —

50 

250 

16.0
12.510.0

8.0 11.5
8.0 11.5

11.26.3

10.0

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD Straight Taping
✽B

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Characteristics list

Lead length (mm) Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽H

11.05.0
5.0 7.0 5.0

Part No.

4.0 7.0 200 2000 
200 2000 

65 2.000 1000
120 0.950 1000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.
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1500

2700

2200

1800

1200

1000

470

680

560

390

68
100
120
150
180

270

220

3300
3900

820

330

12
6.8

7.5
7.5

0.60

0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80

7.5
5.0
7.5
7.5
5.0
7.5
7.5

—

7.5
—
7.5
—
7.5
7.5
—
7.5
7.5
—
7.5
—
—
—
—

—
 EEUFC1V272
 EEUFC1V332
 EEUFC1V392

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
—
—
—
—
—
—
—
—
—
—
—

—

18.0 40.0 3735 0.014 5000

 EEAFC1V270(  )
 EEUFC1V330(  )
 EEUFC1V470(  )
 EEUFC1V560(  )
 EEUFC1V680(  )
 EEUFC1V101(  )
 EEUFC1V121(  )
 EEUFC1V151(  )
 EEUFC1V181(  )

 EEUFC1V561(  )
 EEUFC1V561S(  )
 EEUFC1V681L
 EEUFC1V681(  )
 EEUFC1V681S(  )
 EEUFC1V821L(  )
 EEUFC1V821(  )
 EEUFC1V102(  )
 EEUFC1V102S(  )

 EEUFC1V272L
18.0 31.5 3635 0.016 5000
18.0 35.5 3680 0.015 5000

18.0 25.0 2740 0.020 5000
16.0 35.5 3150 0.016 5000

16.0 25.0 2555 0.022 5000

16.0 31.5 3010 0.018 5000
18.0 20.0 2490 0.028 5000

12.5 35.0 2510 0.022 5000
16.0 25.0 2555 0.022 5000
18.0 20.0 2490 0.028 5000
12.5 40.0 2655 0.018 5000

12.5 30.0 2310 0.025 5000
16.0 20.0 2205 0.029 5000

7.5
7.5

5.0

—
—
—
—

—
—

—
—
—
—
—
—

7.5
7.5

 EEUFC1V122(  )
 EEUFC1V152L
 EEUFC1V152(  )
 EEUFC1V152S(  )
 EEUFC1V182L
 EEUFC1V182(  )

—

—
—

—
—

 EEUFC1V182S(  )
 EEUFC1V222
 EEUFC1V222S(  )

 EEUFC1V122L

50 —

100 —
100 250 
100 —
50 —
50 —

100 250 
100 250 
100 —
100 250 

500 
100 250 
100 —
100 250 
100 —

500 
200 500 
100 —
200 500 
100 250 

12.5

8.0
10.0
8.0

10.0
8.0

12.5

10.0

200 

200 

—
—
—

12.5
15.0

16.0
20.0

15.0

30.0

20.0

12.5

0.038
1815 0.035

27

7.0
11.0
11.0
7.0
11.0
11.2
11.2
11.2

22

47

5.0
5.0
5.0
6.3
5.0
6.3
6.3
6.3

33

56

10.0

10.0
10.0
12.5

0.60

20.0

10.0

3000
995 0.065 2000

1050 0.068
755 0.090 3000

16.0

20.0
25.0
20.0

1655 

1655 0.038
1440 

15.0
5000

1690 0.043 5000

0.60

0.60
0.80

10.0

12.5
16.0

1220 0.052
1205 0.065

0.045
1220 0.052

0.60
0.80

0.60
0.60

0.60
0.60

0.60

0.45

0.50

0.50

0.50
0.50

0.60

0.45

0.60

3.5

0.60

2.0

2.5

3.5

5.0

5.0

5.0

0.60 5.0 5.0

0.60 3.5 5.0
5.0

5.0

5.0
5.0
5.0
5.0

3.5 5.0

7.5

—3000
5000
3000
3000

3000
5000

5.0

7.5

5.0

5.0
5.0

5.0

5.0

5.0

5.0
0.60

730 0.085 2000
755 0.090 3000
555 0.117 2000
555 0.117 200011.58.0
555 0.117 2000

11.5

8.0 11.5
290 0.350 1000
290 0.350 1000
290 0.350 1000

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

0.8018.0 15.0 2000 0.038

2205 0.029 500020.016.0

5000
1945 0.030 5000 5.05.0

7.5
25.0

100 250 

1945 0.030 5000 200 500 
100 250 

—12.5 25.0 0.60 5.0
7.5 7.5

5.0

200 500 
200 500 
200 500 

 EEUFC1V391(  )
 EEUFC1V391S(  )
 EEUFC1V471(  )

200 1000 
200 500 

 EEUFC1V331L(  )
 EEUFC1V331(  )5.01050 0.068 3000

200 500 
200 500 

 EEUFC1V221(  )
 EEUFC1V271(  )5.0

200 500 
200 1000  EEUFC1V221L(  )

200 1000 
200 1000 

5.0
5.0

200 

0.60 3.5 5.0
2.5 5.0

200 1000 

0.50 2.5 5.0
5.0

5.0

2000 
200 2000 
200 2000 

200 2000 

200 2000 
200 2000 

 EEAFC1V6R8(  )
 EEAFC1V120(  )
 EEUFC1V220(  )
 EEUFC1V270(  )

200 2000 
200 2000 

4.0 7.0

5.0
0.50

200 2000 

120 0.950 1000
65 2.000

175 0.800 1000
200 0.450 1000
175 0.800 1000

2.5 5.0

175 
5.0

0.45 1.5 5.0
2.0

2.0
2.0 5.00.800 1000

1000

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD

Characteristics list

Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽HStraight Taping

✽B
L

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

120

50

1800

1200

1000

820

680

560

470

330

2200

220

180

4.7

18

390

10

3.3
2.2

0.80
0.80

12
15

22
33
39
47
68
82

100

150

270

18.0 35.5 3100 0.023 5000

16.0 40.0 2845 0.023 5000
18.0

7.5
7.5
7.5

0.60
0.60
0.60

0.60
0.60

0.60
0.80
0.60
0.60
0.60
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80

—
—
—
—
—
—

5.0

5.0
5.0
5.0

5.0
—
5.0
5.0
7.5

5.0
5.0

 EEUFC1H152L
 EEUFC1H182L
 EEUFC1H182
 EEUFC1H222

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
—
—
—
—
—
—
—
—
—

 EEUFC1H121(  )
 EEUFC1H151(  )

16.0 35.5 2790 0.025 5000

12.5 40.0 2590 0.030 5000
16.0 25.0 2235 0.034 5000

12.5

 EEUFC1H181L(  )
 EEUFC1H181(  )
 EEUFC1H221(  )
 EEUFC1H221S(  )
 EEUFC1H271(  )
 EEUFC1H331L

31.5 3000 0.025 5000

1500

16.0 31.5 2700 0.028 5000
18.0 25.0 2610 0.029 5000

35.0 2285 0.034 5000
18.0 20.0 2420 0.042 5000

12.5 30.0 2215 0.040 5000
16.0 20.0 1835 0.048 5000

5000
12.5 25.0 1832 0.050 5000
18.0 15.0 1900 0.068 5000

16.0 15.0
10.0 30.0
12.5 25.0 1832 0.050

45 1.800

5.0

5.0

5.0

6.3

8.0

10.0

10.0

12.5

12.5
10.0
10.0
8.0
10.0
10.0

5.0
7.5
7.5
7.5
7.5

7.5
5.0
7.5

3.5
5.0
5.0

5.0
5.0
5.0
5.0
7.5
5.0
5.0
5.0
7.5
5.0

—
—
—
—

7.5
—
—
—
—

 EEUFC1H102(  )
 EEUFC1H122
 EEUFC1H122S(  )

5.0
5.0
7.5
—
7.5

—
—
—
—

—
—
—
—

—
7.5
—
7.5
—

—

 EEUFC1H331(  )
 EEUFC1H391(  )

 EEUFC1H471(  )
 EEUFC1H561(  )

100 250 
100 —
100 —

200 500 
200 500 
100 250 
100 —
100 250 

 EEUFC1H561S(  )
 EEUFC1H681L
 EEUFC1H681(  )
 EEUFC1H821L
 EEUFC1H821(  )
 EEUFC1H102L

50 —
50 —

100 —
100 250 
100 —
100 250 
100 —

1000 
200 500 
200 500 
200 1000 
200 500 

2000 
200 2000 
200 1000 
200 1000 
200 500 

8.0

6.3

5.0

5.0

5.0

6.3

11.0

11.0

11.0

11.2

11.5
11.5

11.2

11.0

11.0

11.0

12.5

25.0

1480 
1610 

15.0
20.0
16.0
20.0
16.0
12.5

20.0

1200 

860 

1610 0.060
1610 0.080 5000 100 250 

100 ——  EEUFC1H471L3000
 EEUFC1H391S(  )—

—

0.063
0.060 3000

0.60
100 —
200 500 
200 500 —

200 500 
200 500 
200 500 

1030 0.090
850 0.119 3000

0.082 3000
1150 0.110 5000

3000
5.00.60 5.0

0.120 2000
0.60
0.60

0.60 3.5 5.0

850 0.119 3000
3000615 0.162

635 0.155 2000

5.0 5.0

485 0.234 2000
5.0 5.00.60

485 0.234 2000
260 0.600 1000
260 0.600 1000

2000 
200 2000 
200 2000 

155 1.300 1000
145 1.300 1000

0.50 2.0 5.0
0.50 2.0 5.0

260 0.600 1000
1000155 1.300 0.50

2000 
200 2000 

135 1.300 1000
125 1.300 1000

0.50 2.0 5.0
5.00.50 2.0  EEUFC1H100L(  )

 EEUFC1H120(  )
 EEUFC1H150(  )

2000 
200 2000 

95 1.300 1000
65 1.300 1000

0.50 2.0 5.0
5.0  EEUFC1H3R3(  )

 EEUFC1H4R7( )

2000 
200 2000 

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

12.5 20.0 1480 

10.0 30.0

0.063 5000
5000

5.0 5.0
0.60 3.5 5.08.0 15.0

615 

200 
5.0 11.0 0.50 2.0

0.50 2.05.0 11.0

11.2
0.50

1000

2.5
2.5
2.0

0.50

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD

Characteristics list

Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽HStraight Taping

✽B
L

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

0.162 3000
200 

 EEUFC1H820(  )
 EEUFC1H101(  )
 EEUFC1H121L(  )

200 

200 

200 

200 

0.60 3.5
0.50 2.5

 EEUFC1H390(  )
 EEUFC1H470(  )
 EEUFC1H680(  )

5.0
5.0
5.0

 EEUFC1H2R2(  )

 EEUFC1H180(  )
 EEUFC1H220(  )
 EEUFC1H330(  )



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

100

63

560

1000

820

680

470

270

390

330

220

1500
1800

1200

180

12
22
33
47
56
68
82

120
150

7.5
7.5

0.50

0.80
0.80
0.80
0.80
0.80
0.80
0.80
0.80

7.5
7.5
7.5
7.5
7.5

2.5

7.5
5.0

0.60

0.60

0.80
0.80
0.80

—
—

5.0

7.5
—

7.5
—

5.0

7.5

— —
—
—
—
—
—
—
—

7.5

3.5

5.0

—5.0

5.0

 EEUFC1J681(  )

 EEUFC1J102U
 EEUFC1J102
 EEUFC1J122L
 EEUFC1J122
 EEUFC1J152
 EEUFC1J182

2.5
2.5
2.5
—
—
—
—
—
—
—
—
—
—
—
—
—
—

18.0 35.5 3095 0.030 5000
18.0 40.0 3205 0.025 5000

16.0 40.0 2825 0.030 5000
18.0 31.5 2950 0.032 5000

16.0 31.5 2670 0.043 5000
16.0 35.5 2770 0.036 5000

16.0 31.5 2670 0.043 5000
18.0 25.0 2585 0.043 5000 250 

500 

—
—
—
—
—

—
—

—
—
—
—

—
7.5
—
—
—
—

 EEUFC1J391(  )
 EEUFC1J391S(  )
 EEUFC1J471L
 EEUFC1J471(  )
 EEUFC1J561(  )

100 250 

50 —

 EEUFC1J681S(  )
 EEUFC1J821L
 EEUFC1J821
 EEUFC1J821S(  )

200 2000 
200 2000 

 EEUFC1J120(  )
 EEUFC1J220(  )
 EEUFC1J330(  )
 EEUFC1J470(  )
 EEUFC1J560(  )

100 250 
100 —
100 —
100 

100 —
100 250 
100 250 
100 — EEUFC1J681L

20.0

8.0

100 250 
100 —
200 500 

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽H

5.0 5.0 200  EEUFC1J221(  )

5.0

200 500 

 EEUFC1J331L
 EEUFC1J331(  )5.0

1050 0.130 3000

1285 0.085 5000

20.0

40.0

12.5 35.0
16.0 25.0
16.0 20.0
12.5 30.0

12.5 20.0
10.0 30.0

10.0 25.0
10.0

12.5

2160 0.050 5000
0.047 5000

2160 0.050 5000
5000

2265 

5.0
0.60

5.0 5.00.605000

0.60

0.805000
5000

5.0

0.60

200 
0.60 3.5
0.60 5.0 5.0

690 0.178 2000
600 0.194 3000

5.0
 EEUFC1J121(  )
 EEUFC1J151(  )

200 1000 
200 500 

500 
200 1000 

885 0.147 3000
1020 0.150 5000

200 500 
200 500 
200 500 

885 0.147 3000

0.60 5.0

1.000 1000
5.0

200 2000 
200 1000 
200 1000 0.342 2000 0.60

12.5 25.0 0.60 500 
100 

1765 0.059
2090 

200 1000 
200 500 

 EEUFC1J101L(  )
 EEUFC1J101(  )5.0 5.0

5.0  EEUFC1J221X(  )

 EEUFC1J181(  )
 EEUFC1J181S(  )

1300 0.090 3000

3000

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

7.5 7.518.0 20.0 0.80
16.0 25.0 0.80 7.5 7.5

12.5

100 —
100 —
100 

2560 0.042
2290 0.055

—
50 —
50 —

250 

16.0 15.0 0.800.090 5000

0.055 5000
1690 0.086 5000

0.80 5.0

1720 
7.5 7.518.0 15.0 0.80

 EEUFC1J221S(  )
 EEUFC1J271(  )1410 7.5 7.5

0.070 5000 200 

1285 0.085

0.60 5.0
5.0 5.0

10.0

 EEUFC1J680(  )
 EEUFC1J820(  )

535 0.256
535 0.230 2000
535 0.256 3000
405 0.342 2000

12.5

12.5

20.0

5.0

12.5 15.0

8.0 20.0

11.5

0.50 2.0 5.0

5.0

15.0 0.60 3.5 5.0
0.60 5.0 5.0

11.2
1000

405 0.342 2000

145 2.000

405 

5.0 11.0

10.0 16.0

8.0 11.5 0.60 3.5
0.50 2.5

8.0 11.5 0.60 3.5

10.0

11.26.3
240 1.000 1000

8.0

10.0

6.3
240 

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD Straight Taping
✽B

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Characteristics list

Lead length (mm)



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ4 to φ6.3, 105 ℃ 2000 h / φ8, 105 ℃ 3000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18 

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

33

100

390

330

270

220

180

470
560
680

120

150

100

68

56

5.6

47

12
22

39

 EEUFC2A681

2.5
2.5
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—
—

18.0 40.0 2300 0.036 5000

 EEUFC2A5R6(  )
 EEUFC2A120(  )
 EEUFC2A220(  )
 EEUFC2A330L(  )
 EEUFC2A330(  )
 EEUFC2A390L(  )
 EEUFC2A390(  )
 EEUFC2A470(  )
 EEUFC2A560(  )
 EEUFC2A680L(  )
 EEUFC2A680(  )
 EEUFC2A101L
 EEUFC2A101(  )
 EEUFC2A121S(  )
 EEUFC2A151(  )
 EEUFC2A151S(  )
 EEUFC2A181L

16.0 40.0 1920 0.047 5000
18.0 35.5 1770 0.041 5000

16.0 35.5 1730 0.053 5000
18.0 31.5 1600 0.062 5000

—

—
—
—
—
—

80 

7.5
7.5
7.5
7.5
7.5

0.8
0.8
0.8
0.8
0.8

7.5
0.8
0.8

7.5
5.0
7.5

0.6

—

7.5
—
7.5

7.5
5.0
7.5

 EEUFC2A471
 EEUFC2A561

—
—
—
—

 EEUFC2A181(  )
 EEUFC2A221L
 EEUFC2A221(  )
 EEUFC2A271L
 EEUFC2A271S(  )
 EEUFC2A331
 EEUFC2A331S(  )
 EEUFC2A391L
 EEUFC2A391

—

50 —
100 —
50 —
50 —

100 —
100 250 
100 —
100 250 
100 —

200 500 
100 250 
200 500 
100 250 
100 —

16.0

16.0

16.0

25.0

30.0

20.0

31.5

12.5 40.0
16.0 25.0

18.0 15.0
12.5

10.0 20.0

18.0

12.5 30.0

10.0

0.8 7.5 7.51170 

5000
500020.0

18.0 25.0 7.50.8

1230 0.080

1420 0.070 5000
1520 0.062

5000
0.089 5000

995 0.110
937 0.098 5000

7.5
0.8 5.0

200 

5.0
0.6 5.0 —

0.8 5.0 —

807 0.110 5000
5000793 0.140

671 0.180

500 
100 —

3000
463 0.240 3000

698 0.150 3000
511 0.230 5000 0.6 5.0 5.0

5.0
5.00.6 5.0

599 0.210 200 500 
200 500 

306 0.530 3000

3000 0.6400 0.360
455 0.330 2000 200 1000 

200 500 
5.0 5.0
5.0 5.0

5.0
5.0
5.0

5.0
5.0

3.5 5.0

200 500 

2000 
200 2000 
200 1000 
200 1000 
200 500 

200 
6.3 11.2 0.5 2.5

0.5 2.0 5.05.0 11.0
114 1.800 1000

4.100 1000
5.0

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

12.5 35.0 0.8
7.5 7.5

100 250 
1040 0.087 5000

5000 0.8
5.0 —

100 250 
100 —

1130 0.072

8.0

10.0

16.0 15.0 0.8
12.5 20.0 0.6

12.5

10.0

8.0

10.0

10.0

0.6
0.6

5000

0.6260 0.680 200011.5

0.6

917 
25.0

0.120 5000 0.8

8.0 15.0 0.6 3.5

5.0

340 0.450 2000

463 0.240 3000

0.6 5.0

12.5

15.0

20.0

20.0

FC series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD

Characteristics list

Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

Lead space
Straight

leads TapingTaping
✽HStraight Taping

✽B
L

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 3000 h to 5000 h
● Low impedance (10 % to 30 % less than FC Series)
● Miniaturization (30 % to 40 % less than FC Series)
● AEC-Q200 compliant
● RoHS compliant

 Duration

   

Unit：mm

3.5

12.5 to 25 30 to 40 ―――

F

8.0

7.5
0.8
7.5

0.8
5.0

0.6
5.0

0.6
5.0

φd

12.5φD
L

10.0

0.70 0.85 0.95

16
0.16

10
0.19

6.3

1.00

 Within ±20 % of the initial value

0.12

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
For capacitance value ≧ 1000 μF , add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 φ8 : 3000 h, φ10 : 4000 h, φ12.5 to φ18 : 5000 h

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

0.22 (120 Hz /+20℃)

Dissipation factor（tan δ)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

180 to 330
Cap.（μF） 60 120 1 k 10 k 100 k

0.60
0.65
0.75

―
16.0 18.0

0.80.6

0.75

Specifications

Capacitance range 180 μF to 12000 μF

Category temp. range

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

–55 ℃ to +105 ℃
6.3 V to 35 V

Capacitance change

    This Series is no longer available for
purchase in the country of Japan.

1.00 1.00
390 to 1000

1200 to 12000
0.90 0.98 1.00

FK series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

3525
0.14

Features

Frequency correction factor for ripple current

Endurance

0.80 0.95

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

φ
d±

0.
05

Pressure relief

14min.

F±
0.

5

L*

* L ≦ 16：L±1.5
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5 φD±0.5

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

0.036

0.036
0.025
0.018

18 × 15
18 × 20
18 × 25

0.072
16 × 25 0.019 0.038 2760

12.5 × 40 0.014 0.028 3010
16 × 15 0.038 0.076 1800
16 × 20 0.026 0.052 2330

12.5 × 25 0.022 0.044 2280
12.5 × 30 0.018 0.036 2720
12.5 × 35 0.016 0.032 2940

10 × 30 0.025 0.050 2140
12.5 × 15 0.048 0.096 1400
12.5 × 20 0.029 0.058 1890

1240
10 × 20 0.035 0.070 1490

1680

8 × 15 0.062 0.124 860
8 × 20 0.044 0.088 1220

10 × 12.5 0.063 0.126 900
10 × 16 0.049 0.098

-10 ℃
8 × 11.5 0.090 0.180

10 × 25 0.033 0.066

FK series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

Case size/ Impedance/ Ripple current

2060
2640
2850

0.050

Ripple current
(mA rms)  (100 kHz)

+105 ℃
630

Casecsize (mm)
(φD×L)

Impedance
(Ω) (100 kHz)

+20 ℃



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 3000 h / φ8, 105 ℃ 4000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

20.0
15.0

3300

2200

1500

1000

10.0
12.5
16.0

25.0

20.0
16.0

11.5

40.0

30.0

20.0

15.0

25.0

20.0

15.0

30.0
20.0
15.0

25.0

10

6.3

6800

4700

3900

2700

820

8200

4700

8200

6800

12000
560

5600

1800

1200

1500

5600

680

1800

18.0
12.5
16.0
12.5

12.5
16.0
18.0
18.0
8.0
8.0
10.0
8.0
10.0
12.5

12.5

2720 

2640 
2850 

8.0
8.0
10.0
8.0
10.0
12.5
10.0
10.0
10.0
12.5
16.0
12.5
18.0
12.5
16.0
12.5

18.0
18.0

12.5

630 
860 

―
―
7.5
7.5
7.57.5

5.0
7.5

0.6
0.6
0.8

7.5
250

100

200
200

100
EEUFK1A682S(  )

EEUFK1A392(  )
EEUFK1A392S(  )

5.0
7.5

EEUFK1A272L
EEUFK1A272( )
EEUFK1A272S(  )7.5

EEUFK1A152S(  )

EEUFK1A122L(  )
EEUFK1A122(  )

5.0
7.5

EEUFK1A822S(  )

EEUFK1A472L
EEUFK1A472S(  )

EEUFK1A182(  )

25.0 0.018 0.8

40.0 0.8
25.0 0.8
20.0 0.80.025 5000

5000

35.0 0.8 EEUFK1A562L5.0

30.0 0.8
20.0

EEUFK1A682L
EEUFK1A682(  )

0.0262330 5000
0.0162940 5000
0.0143010 5000
0.0192760 5000

―
7.5

7.5

2060 

5.0
5.05000

5000

0.025 4000
0.029

0.8
0.6

0.6
12.5 0.6

25.0 0.8 EEUFK0J123S(  )7.5
3.5
3.5
5.0

EEUFK1A561(  )
EEUFK1A821L(  )
EEUFK1A821(  )

2850 
630 
860 
900 0.063 4000

0.062 3000
0.090

5.0

3000

0.8
20.0 0.8

35.0 0.8 EEUFK0J682L

7.5

EEUFK0J822L
EEUFK0J822(  )
EEUFK0J822S(  )

2760 
2640 

5.0
5.0

0.025 5000

0.0162940 5000 ―
3010 0.8

0.6

0.6
15.0 0.8

EEUFK0J472(  )
EEUFK0J472S(  )2060 7.5

5.00.0182720 5000

2280 
5000 7.5

―

0.8

20.0 0.6
25.0

0.038 5000

0.0252140 
1680 4000

0.0291890 

0.035

30.0
0.6

5000

1490 

1800 

4000

4000
0.033

0.6
0.6

5000

0.022 5000

900 
1220 
1240 
1400 5000

11.5

3000

0.0262330 5000

EEUFK0J182S(  )
EEUFK0J152(  )

5.0

1220 
1240 
1400 

0.6
15.0 0.6
12.5 0.6

0.6

0.6
0.60.049 4000

0.044

0.090 3000

15.0

20.0
16.0

0.048

0.018

5.0

5.0

7.5

5.0
5.0
5.0

5.0
5.0
5.0

7.5 7.5

3.5
5.0
5.0

500

200 500
200 500

200

5.0
―

―

100 ―
5.0
―

7.5
5.0

200 10005.0

5.0

100 250

200

EEUFK0J332L

EEUFK0J222(  )

250

100 250

5000
5000

5.0

5.0
5.0
5.0
5.0

200 500EEUFK0J332(  )
250

100

EEUFK0J332S(  )7.57.5

―

100

5.0 5.0
500

EEUFK0J222L(  )

5.0

5.04000

5000

0.6

0.6
0.6
0.6

1000.8

0.6 EEUFK1A182L(  )

16.0

0.018

0.038
0.022
0.036

0.048
0.049 4000
0.044 3000

5000
1490 
1680 

10.0
10.0

0.035 4000

15.0

0.033

25.0

2140 
1890 
1800 
2280 

0.019 5000 7.57.5
7.5

0.014

2500.036

5000 100 ―

0.8
EEUFK0J562L
EEUFK0J562S(  )

0.8

1000
0.063 4000 200 500
0.062 3000

5.0
3.5

3.5

EEUFK0J152L(  ) 200 1000
5.0
5.0

EEUFK0J102L(  )
EEUFK0J102(  )

200 1000
200

Characteristics list

TapingStraight
leads

Min. Packaging
 Q'ty (PCS)Specification

Endu-
rance
(h)

Impe-
dance*2

(Ω)

Ripple
current*1

(mA rms)

Case size
(ｍｍ)

LφD Taping
✽BStraight

Lead
dia.
(φd)

Lead length
(mm)

Part No.Lead space

3.5 EEUFK0J681(  )5.0
5.0

100 250

100 ―
100 ―

200 500

100 ―

100 250

100 250

500
500

200

1000

500
200 1000
200 500

200

FK series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

100 ―
100 250

200 500
100 250

200 500

200 500
100 250

5.0
100 ―



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 3000 h / φ8, 105 ℃ 4000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

3300

2200

1800

1500

820

560

25

16

5600
6800
270
390
470

4700

1000
1200

4700

680

2700

390

2200

18.0
16.0
18.0
8.0
8.0
10.0
8.0
10.0
10.0

10.0
12.5
16.0
12.5
18.0
12.5
12.5
16.0
12.5 3010 

2640 
2760 
2850 
630 
860 
900 

1220 
1240 

200EEUFK1E182(  )5.05.050002280 
15.0 0.038 0.8
25.0 0.022 0.6

20.0 0.035 0.6
15.0 0.048 0.6

500
500
500

200
200EEUFK1E821( )

EEUFK1E821S(  )5.0
5.0
5.0

4000
5000

5.0
5.0

5.04000
1490 
1400 

15.0 0.062 0.6
12.5 0.063 0.6

1000
500

200
200

EEUFK1E391L(  )
EEUFK1E471(  )

5.0
5.0

3000
4000

3.5
5.0

25.0 0.018 0.8
11.5 0.090 0.6

250
1000

100
200

EEUFK1C682S(  )
EEUFK1E271(  )

7.5
5.0

5000
3000

7.5
3.5

25.0 0.019 0.8 250100EEUFK1C562(  )

40.0 0.014 0.8
20.0 0.025 0.8

―
250

100
100

EEUFK1C472L
EEUFK1C472S(  )

―
7.5
7.5

5000
5000
5000

25.0 0.6
15.0 0.82700

3300

2280 0.022
0.036
0.018

5000
30.0 0.8
35.0 0.82940 

2060 

20.0 0.83900 0.016
0.026

8.0
8.0
10.0 900 

860 3000

10.0
12.51200

20.0
16.0

8.0
10.0

820
1000

1220 
1240 
1490 
1400 

20.0
15.0

630 11.5
15.0
12.5 0.6

0.6
0.6

25.0 0.6

0.090
0.062
0.063
0.044
0.049

30.0 0.6
20.0 0.6
15.0

0.6
0.6

1680 
2140 

0.035
0.048
0.033
0.025

1890 
1800 0.8

0.029
0.038

EEUFK1C392L
EEUFK1C392S(  )

EEUFK1E182S(  )

5.0 5.0

7.5

―
―

3.5
5.0
5.0
5.0
5.0

5.0

5.0

EEUFK1E102L(  )
EEUFK1E122(  )

5.0
5.0

5.0
5.0

EEUFK1E152L
EEUFK1E152S(  )

―

EEUFK1C122(  )
EEUFK1C122S(  )
EEUFK1C152L(  )
EEUFK1C222L
EEUFK1C222(  )
EEUFK1C222S(  )
EEUFK1C272(  )
EEUFK1C272S(  )
EEUFK1C332L

25.0 0.8
18.0
18.0

35.0 0.812.5
12.5
16.0

2850 50000.018

25.0 0.8
20.0 0.8

0.016
0.014
0.019
0.025

5000
5000
5000
5000

12.5

25.0 0.033 0.6

30.0 0.025 0.6
1890 

12.5
10.0
12.5
10.0
16.0

4000
5000

20.0 0.6
4000

2140 
1800 

0.029
1680 

7.5
5.0
5.0
7.5

5000

7.5
5.0
7.5

40.0 0.8

―
2060 
2720 

20.0 0.8

15.0 0.8
0.018
0.026

30.0 0.8
0.036

5000

5000

10.01500 4000

100

EEUFK1E332L
EEUFK1E332( )
EEUFK1E332S(  )

20.0 0.044

EEUFK1E222S(  )
EEUFK1E272L

0.6
16.0 0.049 0.6

2330 
2940 
3010 
2760 
2640 

5000

100

100
100

100

100

18.0
12.5
16.0

7.5
7.5

7.5
5.0
7.5
5.0

―
―
7.5
7.5
7.5 EEUFK1E472S(  )

EEUFK1E222L

EEUFK1E561L(  )
EEUFK1E561(  )

2330 

5000
5000

2720 ―
100 ―

250
100 ―
100 ―

250
―

1000200

200

100

250

500
500

200
200

―
250

100
100

500

200

―
500200

500

1000
500
500
500

200
100

200

7.5

7.5

7.5

7.5

5000

5.0

5.04000
5.0

5.0

5.0
7.5
7.5

3.53000

200
100

100

200

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

5000

5000 5.0

5.0
5000 7.5

5.0
4000 ―
5000 5.0

5.0
5.0

250
500

7.5 250

250
250
250

100

FK series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

φD L

Specification

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Taping

Characteristics list

Lead length
(mm)

Part No.Lead space

Min. Packaging
 Q'ty (PCS)

Straight
leadsStraight Taping

✽B

5.03.5 200 1000
4000
3000
4000

500

200 10005.03.53000

200

EEUFK1C391(  )
EEUFK1C681L(  )
EEUFK1C681(  )
EEUFK1C821L(  )
EEUFK1C102(  )

200

0.6
0.6



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 3000 h / φ8, 105 ℃ 4000 h / φ10, 105 ℃ 5000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

2200

1800

1200

1000

560

270

35

12.5
16.0
18.0
18.0

1500

3300

8.0
8.0
10.0
8.0
10.0
10.0
12.5
10.0
12.5

12.5
16.0

EEUFK1V182L
EEUFK1V182S(  )

5.0

5000

900 

1240 
1490 
1400 

2280 
2060 
2720 
2940 
2330 
3010 

4000

4000
4000
5000

5000
5000
5000
5000
5000

30.0 0.8 EEUFK1V152L5.012.5 0.018

25.0 0.8

40.0 0.8
25.0 0.8
20.0 0.8

35.0 0.8
20.0 0.8

0.025
0.019
0.014

2850 

7.5
―

12.5
18.0

30.0 0.6
15.0 0.8 EEUFK1V102S(  )

10.0
16.0

7.5
0.022

EEUFK1V102L―

5.0
7.5

20.0 0.6
16.0 0.6

25.0 0.6
15.0 0.8

EEUFK1V122(  )
EEUFK1V122S(  )

EEUFK1V391L(  )
EEUFK1V391(  )
EEUFK1V561(  )
EEUFK1V561S(  )
EEUFK1V681L(  )
EEUFK1V821(  )

5.0
5.0
5.0

11.5 0.6
15.0 0.6
12.5 0.6

680
820

180

390

0.029 5000

630 

1890 
1680 4000

860 

20.0 0.6
25.0 0.6

20.0 0.6
15.0

200 1000
200 1000

5.0
5.0

5.0

5.0
3.5
5.0
5.0
5.0
5.0

5.0
7.5
5.0

5.0

5.0
7.5

EEUFK1V271L(  )
EEUFK1V271(  )

EEUFK1V222L

―
―

3.5
3.5

Lead length
(mm)

Part No.Lead space

EEUFK1V181(  )

0.063

0.049

0.048

3000

5.0
0.062
0.090

3000

5.0

0.6

100 ―
100 250
100 ―
100 250
100 250
100 250

2640 5000
5000

7.5 7.5
7.5 7.52760 EEUFK1V222(  )

EEUFK1V222S(  )
EEUFK1V332S(  )

500
100 250
100 ―

1800 5000
2140 4000

7.5
100 ―
100 250

200 500
200 1000
200 500
200 500
200 500

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

1220 3000

0.018 5000 7.5 7.5

0.026
0.016

0.036

0.038
0.025

0.033

0.035

0.044

200 500
200 500

5.0

200

FK series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification

φD Straight Taping
✽B

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

Characteristics list

Min. Packaging
 Q'ty (PCS)

Straight
leads Taping



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 2000 h to 7000 h
● Low impedance (40 % to 70 % less than FC series)
● RoHS compliant

 Duration
 φ5 to φ6.3 : 2000 h, φ8×11.5 to φ8×15: 3000 h
 φ8×20 to φ10×16 : 4000 h, φ10×20 to φ12.5×20/ φ16×20 : 5000 h

   

Unit：mm

5.0
0.6

30 to 4012.5 to 25
12.5

5.0
0.6
―

3.5
0.6
―

0.8

5.0 6.3 8.0 10.0φD
L ― ――

    This Series is no longer available for
purchase in the country of Japan.

0.98 1.00
0.80 0.95 1.00 1.00

47 to 330
390 to 1000
1200 to 6800 0.75

0.85 0.95 1.00

FM series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

50
0.10

35

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

2.2 to 33
Cap.（μF） 60 120 1 k 10 k 100 k

0.45
0.60
0.65

7.5
0.8

5.0

0.75 0.90

16.0

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

0.55 0.75 0.90

Dissipation factor（tan δ)

Frequency correction factor for ripple current

1.00

 Within ±25 % of the initial value (6.3 V to 10 V : ±30 %)

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

(120 Hz /+20℃)0.12
25

0.14
16

0.16
10

0.19
6.3
0.22

φd
F

0.5
2.0 2.5

0.5

Features

Specifications

Capacitance range 22 μF to 6800 μF

Category temp. range –40 ℃ to +105 ℃
6.3 V to 50 V

0.70

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF, add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 φ12.5×25 to φ12.5×35/ φ16×25 : 7000 h

φ
d±

0.
05

Pressure relief
φ6.3 ≦

14min.

F±
0.

5

L*

* L ≦ 16：L±1.5
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5 φD±0.5

≦ φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: 100 kHz

1560 0.033 0.099 1430

950 0.061 0.183 870
1240 0.045 0.135 1140

280 0.340 1.130 250
0.130 0.430 455 0.140 0.460 405

0.017 0.043 3300 0.019 0.048 2870
0.014 0.035 3820 0.016 0.040 3320

0.013 0.033 3630 0.016 0.040 3160
0.012 0.030 3750 0.014 0.035 3270

0.018 0.045 2600 0.022 0.055 2260
0.015 0.038 3190 0.018 0.045 2660

0.019 0.057 2180 0.023 0.069 1890
0.018 0.054 2470 0.022 0.066 2150

1290 0.042 0.126 1170
0.026 0.078 1790 0.030 0.090 1650

Case size/ Impedance/ Ripple current
FM series

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20
Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

50

Impedance*1

(Ω)

+20 ℃ -10 ℃ +105 ℃

Ripple current*1

(mA rms)
Impedance*1

(Ω)
Ripple current*1

(mA rms)

+20 ℃ -10 ℃ +105 ℃

6.3 to 35

0.038

5 × 11
6.3 × 11.2
8 × 11.5
8 × 15
8 × 20

10 × 12.5

R. voltage
(V)

Case size
(mm)

(φD×L)

0.114

0.300 1.000

0.056 0.168

0.030
0.041 0.123

0.090

10 × 20
10 × 25

12.5 × 20
12.5 × 25
12.5 × 30
12.5 × 35
16 × 20

10 × 16

16 × 25



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

470

680

2700

16

10

6.3

3300
3900

330

1000
1200
1500
2200

3900
4700

4700
5600

68
120

680

3900

150
330

100
220
470

1200
1500
2200
3300

1200

16.0
12.5
16.0

5.0
6.3
8.0
8.0
10.0
8.0
10.0

12.5
16.0

12.5

8.0
8.0
10.0
8.0
10.0
10.0

16.0
5.0
6.3

12.5

16.0
20.0
25.0
20.0
25.0
30.0

11.0

30.0

10.0
12.5
12.5

6.3 11.2

8.0 20.0
10.0 16.0

12.5 20.0

5.0

12.5

11.0
11.2
11.5
15.0
12.5
20.0
16.0

35.0
20.0

25.0

0.300

0.013
0.017
0.012
0.014

280
455
950
1240
1290
1560
1790

3750
3300

1290
1560
1790
2180
2470
2600
3190
3630

280

3630

—
—
—
—
—
—
—
—

2.0
2.5

5.0

5.0
5.0
5.0

5.0
7.5
5.0
7.5

5.0

5.0

5.0
—

250
—

250

200
200
200
200
200

100
100
100
100

500

—

200 1000
200 500

200 1000
200 500

200

2000

3000

4000

0.300
0.130

 EEUFM1C332L
7000 0.8 7.5  EEUFM1C392(  )

 EEUFM1C122L(  )
5000 0.6 5.0  EEUFM1C152(  )
5000 0.6 5.0
5000 0.6 5.0

 EEUFM1C681L(  )
4000 0.6

25.0
7000 0.8 —

7000 0.8 —  EEUFM1C272L
5000 0.8 7.5  EEUFM1C272S(  )3300

3750
3820

20.0
35.0

 EEUFM1C681(  )
4000 0.6 5.0

 EEUFM1C471L(  )
4000 0.6 5.0  EEUFM1C471(  )
3000 0.6

3.5
5.0

3.5
5.0

—

5.0 —
—
—

 EEUFM1C121(  )
3000 0.6 5.0  EEUFM1C331(  )

2000 0.5
2000 0.5 2.5

3.5

 EEUFM1C680(  )

—

7000 0.8 7.5
7000 0.8 —

7000 0.8 —
5000 0.8 7.5

0.01312.5
7000 0.6 5.00.015
5000 0.6 5.00.018
5000 0.6 5.00.018
5000 0.6 5.0
4000 0.6 5.00.026

0.019

4000 0.6 5.0

5.0  EEUFM1A471(  )
3000 0.6 5.0  EEUFM1A681L(  )
4000 0.6

3.5

0.8 —
5000 0.8 7.5

7000 0.8 —  EEUFM0J472L—
 EEUFM0J562L
 EEUFM0J562S(  )

3000 0.6 5.0  EEUFM0J821L(  )
0.056
0.041

0.6 5.0  EEUFM0J102(  )0.038

0.5 5.0  EEUFM0J331(  )
2000
2000

2.5
2.5

0.6 5.0  EEUFM0J561(  )

FM series

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

200 2000
200 2000

200 2000
200 1000

200 500

200 500
100

200 500
200

Rated
voltage

(V)

Capacitance
(±20 %)

(μF) Ripple
current*1

(mA rms)

500
200 500

200 500
200 500

 EEUFM1C102(  )

3.5
3.5
5.0
3.5
5.0
5.0
5.0
5.0
5.0
5.0
5.0
7.5
7.5
2.0

7.5
2.0

200 1000
200 5005.0

10.0 25.0 2470 0.018
10.0

4000 0.6 5.0  EEUFM0J122L(  )
4000 0.6  EEUFM0J122(  )

 EEUFM0J152(  )
5000 0.6 5.0  EEUFM0J222L(  )

0.030
0.026

Characteristics list

TapingStraight
leads

Min. Packaging
 Q'ty（PCS)Specification

Endu-
rance
(h)

Impe-
dance*2

(Ω)

1000
500

1000

Part No.Lead space

Taping
✽H

Case size
(ｍｍ)

LφD Taping
✽BStraight

Lead
dia.
(φd)

Lead length (mm)

0.5 5.0  EEUFM0J151(  )
2000

100 250
—
—

100 —

20.0 2180 0.019 5000 0.6 5.0

20.0 2600 0.018
7000 0.6 5.0
5000 0.6 5.0  EEUFM0J332(  )

 EEUFM0J392(  )

7000

100 250

2.5

—
2.55.0

5.0 2.5
11.0 280 0.300
11.2 455 0.130

 EEUFM1A101(  )
 EEUFM1A221(  )

 EEUFM0J682(  )
2000 0.5
2000 0.5

7000 0.8 7.5

200 1000
15.0 1240 0.041 200 1000
11.5 950 0.056 —3000 0.6 3.5

200 500
200 1000

5.0

200 500
200 500 EEUFM1A122(  )

 EEUFM1A681(  )
 EEUFM1A102L(  )
 EEUFM1A102(  )

200 500
200 500

 EEUFM1A152L(  )
 EEUFM1A222(  )

200 500
100 —

 EEUFM1A332(  )
 EEUFM1A392L

455 0.130

100 250
12.5 35.0 3750 0.012 100 —
16.0 25.0 3820 0.014

16.0 20.0 3300 0.017

100 250
200 2000

 EEUFM1A562(  )
5.0

1560 0.030

8.0 11.5 950 0.056
8.0 15.0 1240 0.041
10.0 12.5 1290 0.038

1790 0.026
10.0 20.0 2180 0.019
10.0 25.0 2470 0.018

2600 0.018
12.5 25.0 3190 0.015 5.07000 0.6  EEUFM1C222(  )

—
—
—
—
—
—
—
—
—

—
—
—
—
—
—
—
—
—
—
—
—
2.5
2.5

 EEUFM1A392S(  )
 EEUFM1A472L

3.5
5.0
5.0
5.0
5.0
5.0
5.0
7.5
5.0

3190 0.015

1000

6800

5600

560
820

1000

1500
2200
3300

25.0 3820 0.014

30.0 3630 0.013

12.5

0.012
0.017

0.038
0.030

12.5
20.0



Aluminum Electrolytic Capacitors (Radial Lead Type)

*1: Ripple current (100 kHz / +105 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

470

1800

220

820

47

220

2200

33
68

150

470
560
680

1000

1500

1000

100

680
820

330

330
470

1200

330

35.0
25.0

25.0
30.0
35.0
20.0

50

35

1800
22
56

100
120
150
180
220
270

680

1000 25.016.0

12.5
12.5

560

0.012
0.014
0.300
0.130
0.056
0.041

0.030
0.026
0.019

500
—
—

250
250

200

200
200
100

100
200
200
200

200
200
200
200

200
200
100
100
100
100

500

12.5
16.0

7000 0.8 — —
—

 EEUFM1H821L
5000 0.8 7.5  EEUFM1H821S(  )

5.0
7.5

0.014
0.019

—  EEUFM1H102(  )

 EEUFM1H681L
5.0
5.0

0.018
0.016

2660
3160

7000 0.8 7.57.50.0163320

—
—

 EEUFM1H561(  )7000 0.6 5.0

3270
2870

5000 0.6 5.0

7000 0.8 —

 EEUFM1H471(  )
10.0
12.5

5000 0.6 5.0  EEUFM1H331L(  )
5.020.0 2260 0.022

—
—

5000 0.6 5.0  EEUFM1H271(  )
10.0
10.0

4000 0.6 5.0
—

5.0  EEUFM1H151(  )
4000 0.6 5.0  EEUFM1H181L(  )

5.0  EEUFM1H101(  )
3000 0.6 5.0  EEUFM1H121L(  )
4000 0.6

5.0  EEUFM1H220(  )
2000 0.5 5.0  EEUFM1H560(  )
2000 0.5

3000 0.6

2.5
0.8 7.5  EEUFM1V182(  )

7000 0.8 —

7000 0.8 —
5000 0.8 7.5 —

—
—

0.017

7000 0.6 5.00.015
5000 0.6 5.00.018

5.0
5000 0.6 5.0

4000 0.6 5.0
4000 0.6 5.0

 EEUFM1V680(  )
3000 0.6 5.0  EEUFM1V151(  )

 EEUFM1E272( )
2000 0.5 5.0  EEUFM1V330(  )
2000 0.5

7000 0.8 7.5 —
2.5
2.5
—

2.0
2.5

3820

25

7000 0.8 —  EEUFM1E222L3750

 EEUFM1E152(  )
7000 0.8 —  EEUFM1E182L
5000 0.8 7.5

7000 0.6 5.0

 EEUFM1E821L(  )
5000 0.6 5.0  EEUFM1E102(  )
5000

4000 0.6 5.0

5.0

5.0

5.0
5.0

3.5

5.0  EEUFM1E331L(  )
4000 0.6 5.0

2000 0.5 5.0  EEUFM1E101(  )

—
—5.0

2.5
28011.0 2000 0.5

3000 0.6

4000 0.6

11.2
11.5

0.300

3000 0.6
0.056
0.041
0.038
0.030

15.0
12.5
20.0

200 2000
1000

200 20002.0 5.0  EEUFM1E470(  )

200

2.5
2.5
—3.5  EEUFM1E221(  )

FM series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

φD L

Specification

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Endu-
rance
(h)

Lead
dia.
(φd)

TapingTaping
✽H

Characteristics list

Straight Taping
✽B

Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

Lead space
Straight

leads

0.026

3630 0.01330.0
3190 0.01525.0

16.0
20.0
25.0

0.019
0.018
0.01820.0

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

3.5

200
200

1000
500
1000

200 500

 EEUFM1E331( )
5.0  EEUFM1E471L(  )

 EEUFM1E471(  )
 EEUFM1E681(  )

20.0 3300 0.017

20.0
16.0

1430

1790

5.0
5.0

20.0
25.0

1890 0.023
2150 0.022

5.0
5.0
5.0

1140
1170

0.012
0.014
0.340
0.140

35.0

0.045

5000 0.60.018
20.0

0.013

5.0
6.3
8.0
8.0
10.0
8.0
10.0
10.0
10.0
12.5

200

100

200

200

1650 0.030
3.5
5.0

200

100

2.5
—
—

2.0
2.5
3.5
3.5
5.0

5.0
5.0
7.5
5.0
7.5

100 —
100 250

1000
200 500
200 1000

200

2000
2000
1000

200
200
200

500
100 —
100 250

200

200
200
200

500
500200

500

500
500
500

500
—

250
—

250
2000
2000
1000

500
500

1000
500
1000
500
500

25.0

10.0 12.5

5.0 11.0
6.3 11.2
8.0 11.5
8.0 15.0

0.042

0.061

0.033

7000

—
—
—
—
—
—
—

3000 0.6

5.0
0.6 5.0

5000 0.6 5.0

5.0

5.0
4000 0.6 5.0

20.0

5.0
5.0
7.5
5.0

25.0

15.0
12.5
20.0
16.0

3.5
3.5
5.0
3.5
5.0

7.5

3630
3300

25.0
20.0

30.0

11.0
11.2
11.5

 EEUFM1V471(  )
 EEUFM1V561L(  )
 EEUFM1V681(  )
 EEUFM1V102(  )
 EEUFM1V122L
 EEUFM1V122S(  )

—
—
—

—
—
—
—
—

 EEUFM1V152L

 EEUFM1H221(  )

 EEUFM1E182S(  )

 EEUFM1V221L(  )
 EEUFM1V221(  )
 EEUFM1V331L(  )
 EEUFM1V331(  )

0.130

0.038

455
950

1560

2180
2470
2600

455
950

1240
1290

280

—
—
—
—

—
—

3750
3820
250
405
870

1240
1290
1560
1790
2180
2470
2600
3190

1500

2700

12.5

8.0

12.5
12.5
16.0
12.5
16.0
5.0
6.3
8.0

12.5

8.0
10.0

16.0

12.5
12.5

16.0

8.0
10.0

10.0
10.0



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 5000 h to 10000 h
● Hight ripple hight frequency (Hight voltage)
● RoHS compliant

■10 V to 63 V ■160 V to 450 V

   

Unit：mm

φd 0.5 0.5 0.6 0.6 0.6 0.8 0.8

160 to 250 0.55 0.85

1000 to 3300 0.95 1.00 1.05

2.2 to 10 0.75 1.00 1.40

3.5 5.0 5.0 7.5 7.5

16.0 18.0

10 k 100 k Freq.(Hz) 120 1 k

0.90 1.00

1.10 1.15
350 to 450 0.50 0.80 0.90 1.00

1.55 1.65

Please see the attached characteristics list

10k to 30k30k to 100kCap.(μF） R. volt.(V）

Dissipation factor（tan δ)  ≦ 200 % of the initial limit

 (10 V to 63 V)  Duration : φ5×11 to φ8×11.5 : 5000 h, φ8×15 to φ12.5×25 : 10000 h
Capacitance change  Within ±30 % of the initial value

DC leakage current  Within the initial limit
 (160 V to 450 V) Duration : 5000 h

Capacitance change  Within ±20 % of the initial value

DC leakage current  Within the initial limit

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

Freq.(Hz) 60 120 1 k

    This Series is no longer available for
purchase in the country of Japan.

EB series A  type

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)

Leakage current

 ≦ 300 % of the initial limit

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

22 to 470 0.85 1.00 1.20 1.25 1.30

Dissipation factor（tan δ)

–40 ℃ to +105 ℃ –25 ℃ to +105 ℃
10 V to 63 V 160 V to 450 V

2.2 μF to 3300 μF 10 μF to 330 μF

I ≦ 0.01 CV or 3 (μA)  After 2 minutes
(Whichever is greater) I ≦ 0.06 CV + 10 (μA) After 2 minutes

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

Features

Specifications

Capacitance range

Category temp. range

Dissipation factor（tan δ)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied
 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage), when the

Frequency correction factor for ripple current

φD 5.0 6.3 8.0 10.0 12.5

F 2.0 2.5

φ
d±

0.
05

Pressure relief
φ6.3 ≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5

≦ φ8 φ10 ≦

* L ≦ 16：L±1.0 (φ8x15 only L±1.5)
L ≧ 20：L±2.0



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 5000 h / φ5×11 to φ8×11.5, 105 ℃ 10000 h / φ8×15 to φ12.5×25

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　Lead wire pitch ✽B=5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

47

470

63

50

35

25

16

10

4.7
10

33

100
220
330
470

33
220
330

1000
2.2
3.3
4.7
10
22

25.0

5.0
6.3
8.0
8.0
12.5

12.5

6.3
8.0
8.0

8.0
10.0
10.0
12.5
5.0
5.0
5.0
5.0
5.0
6.3

12.5

12.5
12.5

20.0

20.0
25.0
11.0
11.0
11.0
11.0
11.0
11.2

20.0

11.0
11.2
15.0
11.5
20.0

11.5
15.0

15.0
16.0

25.0

11.2

—
454 0.12 0.6 5.0 —

500 
500 

200
200

EEUEB1J331( )
EEUEB1J471( )

5.0
5.0

381 0.12 0.6 5.010000
10000

292 0.12 0.6 5.0 —
3.5180 0.12 0.6 5.0

80 0.12 0.6 5.0 —
3.5
3.5

94 0.12 0.6 5.0 —10000
50 0.12 0.5 5.0 2.5
40 0.12 0.5 5.02.5

2.5

5.0 2.5
20 0.12 0.5 5.0 2.5

2.2
3.3

16.5 0.12 0.5 2.0
2.0

23 0.12 0.5
30 0.12 0.5

370 0.15 0.610000 5.0470
293 0.15 0.6 5.0330
234 0.15 0.6 5.0220

5.0

99 0.15 0.6 5.0
61 0.15 0.5 5.047 5000
39 0.15 0.5 5.0

18 0.15 0.5 5.0 2.55000
5000
5000

15 0.15 0.5
18 0.15 0.5

27 0.15 0.5

5000
5000

5.0 —
5.0

5.0 —
278 0.18 0.6 5.0 —

5.0 —

10000
10000
10000
10000

5.0

0.5
197 0.18 0.6

349 0.18 0.6
586 0.18 0.6

0.6 5.01000
321 0.22 0.6 5.010.0 16.0 10000

12.5 20.0 10000

0.6

55 0.22 0.5
95 0.22 0.5

125 0.22 0.6

5000

5000

10000

5000

10000
5000

278 0.30 0.6

540 0.32 0.6

3.5
3.5
5.010000

0.5 5.0 2.5
5000
5000

66 0.30 0.5 2.0
2.5

EB series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

200 500 
200 2000 

200 2000 
200 2000 

200 500 

200 2000 
200

200 500 

100 0.30

200 500 
EEUEB1J101( )
EEUEB1J221( )

200 1000 
200 1000 EEUEB1J470S( )

EEUEB1J470( )

2000 
200 2000 

2.0
2.0

200 2000 
200

200 1000 

5.0 2.5

—

2000 
1000 

2000 

200

5.0
5.0
2.0
2.5
3.5

2000 

5.0 —
5.0 —
5.0 2.5

200 500 

5.0 2.5

5.0

5.0 —
5.0

Characteristics list

Taping
✽H

TapingStraight
leads

Min. Packaging
 Q'ty (PCS)Lead length (mm)

Lead space Part No.

Specification

Endu-
rance
(h)

tan δ*2
Ripple

current*1

(mA rms)

Case size
(ｍｍ)

LφD Taping
✽BStraight

Lead
dia.
(φd)

1000 
200 500 5.0

EEUEB1A471S( )
EEUEB1A222( )

10.0 20.0 10000
12.5 25.0 10000

180 0.30 0.6 —

5.0
—
—

430 0.25 0.6
802 0.34

200 1000 

EEUEB1E101S( )
EEUEB1E221S( )
EEUEB1E331( )

200 1000 
5.0 2.5

3.5

706 0.27 0.6

5.0 —
255 0.22 0.6 5.0 —

500 

2.0

EEUEB1E471( )
EEUEB1E102( )—

5.0 2.5
3.5 200 1000 

—5.0
5.0

500 

EEUEB1V330S( )
EEUEB1V221( )
EEUEB1V331( )

200 500 
200 500 

EEUEB1V471( )
EEUEB1V102( )

2000 
200 2000 

EEUEB1H2R2S( )
EEUEB1H3R3S( )

5.0 2.5
5.0 2.5

2000 
200 2000 

EEUEB1H4R7S( )
EEUEB1H100S( )5.0 2.5

200 2000 
2000 

EEUEB1H220S( )
EEUEB1H470S( )

2.5
2.5

5.0 11.0 5000

200 1000 
10.0 16.0 10000 200 500 
10.0 20.0 10000

8.0 11.5 5000

200 500 5.0

8.0 11.5 5000

200 500 
—
—

6.3 11.2 5000

5.0 11.0 5000
5.0 11.0 5000
5.0 11.0 5000 2000 

EEUEB1J330S( )

5.0 2.5

200

8.0 15.0 10000
10.0 20.0 10000 5.0

EEUEB1A101S( )
EEUEB1A221S( )
EEUEB1A471( )

5.0
2.0
2.0
2.0
2.0
2.0
2.5
3.5
5.0

6.3 11.2 5000
8.0 15.0

200
200
200

EEUEB1H101S( )—
—

EEUEB1J4R7S( )
EEUEB1J100S( )
EEUEB1J220S( )

200

200

200

200

200

2.5

EEUEB1A332( )
EEUEB1C102( )
EEUEB1C222( )
EEUEB1E470S( )

EEUEB1H221( )
EEUEB1H331( )
EEUEB1H471( )
EEUEB1J2R2S( )
EEUEB1J3R3S( )

5.0 11.0 5000

100
5.0 11.0

220
330

498 0.22
46 0.18

10000

22

100

470

470

100
220

2200
3300
1000
2200

47



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 5000 h

*1: Ripple current (100 kHz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm.
・ Please refer to the page of “Taping dimensions”.

25.0
31.5

20.0
25.0
20.0
31.5
25.0
20.0

22

33

47

22

33

18.0

450

400

150

47

68

100

47

68

350

250

200

100

33
22
10

150

33

47
33
22

150

220

68

100

EEUEB2V680S(  )
EEUEB2V101
EEUEB2G100(  )

EEUEB2E470(  )
EEUEB2E470S(  )
EEUEB2E680(  )
EEUEB2E680S(  )
EEUEB2E101
EEUEB2E101S(  )

EEUEB2D220(  )
EEUEB2D330(  )

0.20
0.20
0.20

0.20

0.15
0.15
0.15

0.15

0.15

100 
50 

EEUEB2C220(  )
EEUEB2C330(  )
EEUEB2C470(  )
EEUEB2C680(  )
EEUEB2C680S(  )
EEUEB2C101(  )
EEUEB2C101S(  )
EEUEB2C151

100 
100 
200 
100 
100 
100 

100 

100 

200 

100 

EEUEB2W220S(  )
EEUEB2W330( )
EEUEB2W330S(  )
EEUEB2W470

500
—

250

250
100 250

200 500
200 500
50 —

100 —
100 

100 
100 

100 

100 250

250

200 

250
—
250
—

250
250
—
250
500

100 

100 
100 

250

250

250

250

50 —
250

100 —

250

—

100 250
250

500
500
500

100 250

500
500

160

47

10

0.24

22

47

0.24
0.24
0.24
0.24
0.24
0.24

0.24
0.24
0.24
0.24
0.24

0.15
0.15
0.15
0.15

68

0.15

100

0.15
0.15
0.20

7.5
7.5

5000 0.6 5.0 5.0
0.6 5.0 5.05000

7.5 7.5

5000 0.8 7.5 —
0.8 7.5 7.55000

EEUEB2G470S(  )
EEUEB2W100(  )
EEUEB2W220(  )

EEUEB2G330S(  )

EEUEB2E151
EEUEB2V100(  )
EEUEB2V220(  )
EEUEB2V330S(  )

EEUEB2D151
EEUEB2D151S(  )
EEUEB2D221
EEUEB2E220(  )

EEUEB2G470

EEUEB2G220(  )
EEUEB2G220S(  )
EEUEB2G330(  )

0.8 7.5 —

10.0 470 

7.5 7.5
18.0 850 5000
18.0 680 5000 0.8

5000 0.8 7.5 —
0.8 7.5

0.15
0.15
0.15
0.15

7.5
16.0 680 

0.8 7.5 7.5
18.0 560 5000
16.0 560 500025.0

20.0
31.5

5000 0.6 5.0 5.0
7.5 7.5

12.5 310 

7.5 —
18.0 730 5000 0.8
16.0 730 5000 0.80.24

600 5000 0.8 7.5
16.0 600 5000 0.8 7.5

10.0 250 
18.0 970 31.5 5000 0.8 7.5 —
18.0 780 

EEUEB2V68016.0 780 31.5
18.0 640 

EEUEB2V470(  )
EEUEB2V470S(  )

16.0 640 

7.5 7.525.0 5000 0.8
5000 0.8 7.5 —

0.8 7.5 7.5

16.0 480 
12.5 350 
10.0 270 
18.0 1470 
18.0 1200 

20.0
20.0
31.5
25.0

5.0
5.0 5.0

7.5

16.0 1200 
18.0 990 

0.1516.0 990 
16.0 710 

31.5

12.5 710 

1280 
18.0 1690 

25.0 5000 0.6 5.0

20.0

16.0 1280 
18.0

16.0 1060 
18.0 1060 

16.0 750 

25.0
31.5
20.0

16.0 1280 
18.0

16.0 1060 
18.0 1060 

12.5 750 

12.5 600 
10.0 470 

12.5 600 

18.0 1690 

20.0
20.0
20.0

16.0

20.0

16.0 750 
25.012.5 750 

12.5 600 
10.0 470 

Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

200 500

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

12.5 410 
500

25.0 5000 0.6 5.0 5.0
5.0 5.010 20.0 5000 0.6

16.0 410 5000 0.8

20.0 5000

100 250
25.0 5000 0.8 7.5 7.5

0.8 7.5 7.520.0 50000.20
0.20
0.20

5000 0.8 7.5 —
7.5 7.5

100 250
5000 0.8

25.0 5000 0.8 7.5 7.5
7.5 7.520.0 5000 0.80.15

20.0 5000 0.6

—
22 20.0 5000 0.6 5.0 5.0

7.5 —220 31.5 5000 0.8

12.5 560 EEUEB2E330( )
12.5 560 

0.15

50 

200 

5000 0.8 7.5
5000 0.8 7.5 —

200 

0.15
100 

0.8 7.5 7.5
0.8 7.5 7.5

100 —
EEUEB2D101S(  )

100 2500.15
0.15

EEUEB2D101(  )
100 250

25.0 5000

200 500
20.0 5000 0.8 7.5 7.5

0.6 5.0 5.00.15
0.15

EEUEB2D680(  )
EEUEB2D680S(  )

25.0 5000

5000

5000 0.6 5.0 5.0
5.0 5.0

0.15 EEUEB2D470(  )

200 
5000 0.6
5000 0.6 5.0 5.0

200 
200 

7.5 — EEUEB2C331
100 250

330 31.5 5000 0.8
18.0

50 
25.0 5000 0.8 7.5 7.5

7.5 —31.5 5000 0.8
1280 
1280 EEUEB2C221

EEUEB2C221S(  )
0.15

7.5
100 —

25.0 5000 0.8 7.5
0.8 7.5 —

1280 
0.15

EEUEB2C151S(  )0.15
31.5 5000

5000 0.8 7.5 7.5
7.5 7.525.0 5000 0.80.15

0.15

7.5
200 500

20.0 5000 0.8 7.5

500
5000 0.6 5.0 5.0

5.0 5.020.0 5000 0.6

0.15

200 

100 

5.0 200 500
200 500

33 20.0 5000 0.6 5.0
5000 0.6 5.0 5.020.0

EB series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification Min. Packaging

 Q'ty (PCS)

φD Straight
leads Taping

Straight Taping
✽B

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space

Lead length (mm)

Part No.



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 8000 h to 10000 h
● High ripple current (at high frequency) : 40 % higher than ED series
● RoHS compliant

   

Unit：mm

10 to 82 0.25 0.35 0.50 0.65

10 k 100 k
Capacitance(μF）

0.20 0.24 0.24

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

DC leakage current

Freq.(Hz) 60 120 300 1 k

Frequency correction factor for ripple current

 Within ±20 % of the initial value

0.55 0.70

I ≦ 0.06 CV +10 (μA)  After 2 minutes

–25 ℃ to +105 ℃
160 V to 450 V
10 μF to 330 μF

Rated voltage（V） 160 200 250 350 400 450
(120 Hz /+20℃)

Dissipation factor（tan δ) 0.15

φD 10.0

100 to 330 0.30 0.40

16.0 18.0

0.90 1.00
0.90 1.00

    This Series is no longer available for
purchase in the country of Japan.

EE series A  type

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)

Features

Specifications

Capacitance range

Category temp. range

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

0.6 0.8 0.8
5.0 7.5 7.5

φd 0.6
F 5.0

12.5

Leakage current

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

Dissipation factor（tan δ)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied
 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage), when the

 Within the initial limit

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

0.15 0.15
Dissipation factor（tan δ)

 φ10：8000 h

 ≦ 200 % of the initial limit

 φ12.5 to φ18：10000 h
Capacitance change

φ
d±

0.
05

Pressure relief

14min. F±
0.

5

L±2.0

Sleeve

3min.
φD±0.5



Aluminum Electrolytic Capacitors (Radial Lead Type)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

—
100 18　×　40 825 2060 — — —
82 18　×　31.5 575 1645 — —

1380
68 18　×　25 515 1470 18　×　40 630 1800
56 — — — 18　×　31.5 480

410 1180 18　×　25S 420 1200

1000
18　×　20S 350 1000

47 16　×　25 410 1180 16　×　31.5 420

94516　×　20S 300 860

33 16　×　20S 355 1020 16　×　25 350

22 12.5　×　25 265 760 16　×　20S 330

1200
18　×　20S

490
15 12.5　×　20 205 590 12.5　×　25 270 780

100 kHz

10 10　×　20 150 430 10　×　20U 115 330
12.5　×　20 170

Capacitance
(μF)

400 V 450 V

Case size (mm)
(φD×L)

Ripple current
(mA rms)  (105 ℃) Case size (mm)

(φD×L)

150 18　×　31.5 1010 2520 — —

Ripple current
(mA rms)  (105 ℃)

120 Hz 100 kHz 120 Hz

—
220 18　×　40 1175 2940 — — —

100 16　×　31.5 840 2100 18　×　31.5 640 160018　×　25S 840 2100

82 16　×　25 590 1680 18　×　25S 535 153018　×　20S 590 1680

68 16　×　20S 490 1400 16　×　31.5 535 1530
18　×　25S 465 1330

47 12.5　×　25 450 1290 16　×　25 375 1070
16　×　20S 490 1400 18　×　20S 375 1070

15 — 10　×　20 170 480
660

33 12.5　×　20 350 995 12.5　×　25 275 790
16　×　20S 315

22 10　×　20 275 785 12.5　×　20 230

900

330 18　×　31.5 1040 2600 18　×　40 1250 3120

Capacitance
(μF)

250 V 350 V

Case size (mm)
(φD×L)

Ripple current
(mA rms)  (105 ℃) Case size (mm)

(φD×L)

Ripple current
(mA rms)  (105 ℃)

120 Hz 100 kHz 120 Hz 100 kHz

220 16　×　31.5 910 2280 18　×　31.5 1175 260018　×　25S 780 1950

150 16　×　25 755 1890 16　×　25 740 186018　×　20S 730 1820

100 12.5　×　25 660 1660 16　×　25 690 1730
16　×　20S 680 1700 18　×　20S 670 1665

1330
16　×　20S 465 1330

82 12.5　×　25 520 1480 16　×　20S 510

68 12.5　×　20 470 1350 12.5　×　25 465

1460

22 10　×　20 245 700 10　×　20 300 850
920

47 10　×　20 370 1065 12.5　×　20 385 1100
33 10　×　20 280 810 10　×　20 320

EE series
Case size/Ripple current

Capacitance
(μF)

160 V 200 V

Case size (mm)
(φD×L)

Ripple current
(mA rms)  (105 ℃) Case size (mm)

(φD×L)

Ripple current
(mA rms)  (105 ℃)

120 Hz 100 kHz 120 Hz 100 kHz



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 8000 h / φ10, 105 ℃ 10000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". Lead wire pitch 

✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

100

Characteristics list

EEUEE2V470S(  )
EEUEE2V680
EEUEE2V680S(  )
EEUEE2V820S(  )
EEUEE2V101

68

47

EEUEE2E151
EEUEE2E221
EEUEE2V150(  )
EEUEE2V220(  )
EEUEE2V330(  )
EEUEE2V330S(  )

EEUEE2E220(  )
EEUEE2E330(  )
EEUEE2E470(  )
EEUEE2E470S(  )
EEUEE2E680S(  )
EEUEE2E820(  )

EEUEE2D680S(  )
EEUEE2D820S(  )
EEUEE2D101(  )
EEUEE2D101S(  )
EEUEE2D151(  )
EEUEE2D221

EEUEE2C221
EEUEE2C221S(  )
EEUEE2C331
EEUEE2D220(  )
EEUEE2D330(  )
EEUEE2D470(  )

EEUEE2C330(  )
EEUEE2C470(  )
EEUEE2C680(  )
EEUEE2C820(  )
EEUEE2C101(  )
EEUEE2C101S(  )

82
100

150
220
15
22

33

68

100

82

47

150
220
330
22
33

47

82

100

68

330
22
33

220

150

18.0
18.0

16.0
18.0

18.0
18.0
10.0

10.0
10.0
12.5
12.5
16.0
16.0

22
33
47
68
82

12.5
16.0
16.0
18.0

16.0
18.0
18.0
18.0
10.0
12.5

12.5
12.5
16.0
16.0
16.0
18.0

16.0
18.0
16.0

16.0
16.0
18.0
16.0
18.0
18.0

10.0
10.0
10.0
12.5
12.5
12.5

25.0
20.0
31.5
25.0
25.0
31.5

31.5
40.0
20.0
20.0
25.0
20.0

20.0
31.5
25.0

25.0
31.5
40.0
20.0
20.0
25.0

2100
2520
2940
480
660

995
1290
1400
1400
1680
1680

20.0
20.0
20.0
20.0
25.0
25.0
20.0
25.0

790

20.0
25.0
20.0
20.0
25.0
20.0

20.0
31.5
25.0
31.5
20.0
20.0

20.0
20.0
25.0

700
810

1065
1350
1480
1660

1730
1665
1860

850
920

1100
1330
1330
1460

1700
1890
1820
2280
1950
2600

0.15
0.15
0.15
0.15
0.15
0.15

0.15
0.15
0.15

0.15

2600
3120
785

0.20
0.20
0.20

0.15
0.15
0.15
0.20
0.20
0.20

0.20
0.20
0.20

0.15
0.15
0.15
0.15
0.15
0.15

1530
1330

2100

0.15
0.15
0.15
0.15
0.15
0.15
0.15

0.15
0.15

0.15
0.15
0.15
0.15
0.15
0.15

10000
10000

10000
10000
10000
10000
10000
8000

8000
10000

10000
10000
10000

10000
10000
10000
10000

10000
10000
10000
10000
10000
10000

10000

0.8
0.6
0.6
0.6
0.8
0.8

0.8
0.8
0.8
0.8
0.8
0.8

0.8
0.8

10000
8000
8000

10000
10000
10000

10000
10000
10000

0.6
0.6

0.6
0.6
0.6
0.8
0.8
0.8

0.8

0.8

5.0
5.0

0.6
0.8
0.8
0.8
0.8
0.8

7.5

5.0

5.0
5.0
5.0
7.5
7.5
7.5

5.0
7.5
7.5
7.5
7.5
7.5

0.8
0.6 5.0

5.0
5.0
7.5
7.5
7.5

7.5
7.5

7.5

7.5
5.0
5.0
5.0
7.5
7.5

7.5
7.5
7.5
7.5
7.5
7.5

7.5
7.5
7.5

7.5
7.5
7.5
—

—
7.5
—
5.0
5.0
5.0

5.0
5.0
5.0
5.0
5.0
7.5

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification Lead length (mm)

5.0
5.0
5.0
5.0
5.0

0.6
0.6
0.6
0.6
0.6

8000
8000
8000

10000

Part No.

φD L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance
(h)

50 —

100 250
250100 7.5 EEUEE2V470(  )

100 2500.20
200 500
200 500
200 500

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

250100 
100 250
100 ——

7.5
7.5
—7.5

7.5
7.5

0.8
0.8
0.8
0.8

10000
10000
10000

10000

50 —

350

50 —
250100 7.5 EEUEE2E101S(  )

7.5

—
—
5.0
5.0
5.0
7.510000

10000
10000

1530
1600

900
1070
1070

—— EEUEE2E101
100 2507.5 EEUEE2E820S(  )
100 250

100 250
100 250

200 500
—

250

50 — EEUEE2D331
50 —

100 250
250100 7.50.8

200 500
200 500

100 

500200 5.00.6

200

50 —7.50.8

100 250
500200 5.0 EEUEE2D680(  )

200 500
200 500

100 250
250100 7.5

200 500

100 250
100 —

250100 7.5 EEUEE2C151S(  )
100 2507.5 EEUEE2C151(  )

EE series

Rated
voltage

(V)

Min. Packaging
 Q'ty (PCS)

200 500
500200 5.0 EEUEE2C220(  )

Straight
leads Taping

160

Lead
dia.
(φd)

Lead space

Straight Taping
✽B

100 250
200 500
200 500

500200 



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 8000 h / φ10, 105 ℃ 10000 h / φ12.5 to φ18

*1: Ripple current (100 kHz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". Lead wire pitch 

✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Characteristics list

7.5 — EEUEE2W680 50 —
EEUEE2W560 50 —

68 18.0 40.0 1800 0.24 10000 0.8

250
56 18.0 31.5 1380 0.24 10000 0.8 7.5 —

10000 0.8 7.5 7.547 16.0 31.5 1200 0.24 10000
18.0 25.0 1200 0.24

100 250

EEUEE2W470S(  ) 100 
0.8 7.5 — EEUEE2W470 100 —

18.0 20.0 1000 0.24 10000

EEUEE2W220S(  ) 100 250

33 16.0 25.0 1000 0.24 10000 0.8
0.8 7.5 7.5 EEUEE2W330S(  ) 100 250

7.5 7.5 EEUEE2W330(  )
22 16.0 20.0 945 0.24 10000 0.8 7.5 7.5

10000 0.6 5.0 5.0 EEUEE2W100(  ) 200 500
15 12.5 25.0 780 0.24 50010000 0.6 5.0 5.0 EEUEE2W150(  ) 200 

—

450

10 10.0 20.0 330 0.24 8000 0.6 5.0
10000 0.8 7.5 — EEUEE2G101 50 

5.0 EEUEE2W100U(  ) 200 500
12.5 20.0 490 0.24

EEUEE2G680(  )

0.8 7.5 7.5 EEUEE2G470(  )

100 250
82 18.0 31.5 1645 0.24 10000 0.8 7.5 — EEUEE2G820 50 —

10000 0.8 7.5 7.5

100 25047 16.0 25.0 1180 0.24 10000
18.0 20.0 1180 0.24 250100 10000 0.8 7.5 7.5 EEUEE2G470S(  )

0.8 7.5 7.5 EEUEE2G330S(  ) 100 25033 16.0 20.0 1020 0.24 10000
10000

EEUEE2G150(  ) 200 500

22 12.5 25.0 760 0.24 10000 0.6
0.8 7.5 7.5 EEUEE2G220S(  ) 100 250

5.0 5.0 EEUEE2G220(  ) 200 500

500
15 12.5 20.0 590 0.24 10000 0.6 5.0 5.0

8000 0.6 5.0 5.0 EEUEE2G100(  ) 200 

400

10 10.0 20.0 430 0.24

L
Ripple

current*1

(mA rms)
tan δ*2

16.0 20.0 860 0.24

68 18.0 25.0 1470 0.24

100 18.0 40.0 2060 0.24

EE series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ) Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Straight
leads Taping

Straight Taping
✽B

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 125 ℃ 2000 h
● Heat cycle: 1000 cycle –40 ℃ to +125 ℃
● AEC-Q200 compliant
● RoHS compliant

   

Unit：mm

Features

Specifications

Capacitance range 2.2 μF to 4700 μF

Category temp. range –40 ℃ to +125 ℃
10 V to 63 V

0.75

Freq.（Hz)

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF , add 0.02 per every 1000 μF.

0.65 0.85 0.90

Capacitance change  Within ±30 % of the initial value

Dissipation factor（tan δ)

Shelf life
 After storage for 1000 h at +125 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

2.2 to 330
Cap.（μF） 100 k

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

8.0 18.0

7.5

φD
φd
F 3.5

10.0
0.6
5.0

0.55
0.70
0.75

Dissipation factor（tan δ)  ≦ 300 % of the initial limit
DC leakage current  Within the initial limit

Frequency correction factor for ripple current

0.80 0.90

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

1.00

60 120 1 k 10 k

    This Series is no longer available for
purchase in the country of Japan.

0.95 1.00
470 to 1000
2200 to 4700

0.90 0.95 1.00

TA series A  type

I ≦ 0.01 CV or 3 (μA) After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

16
0.16

10
0.20

Endurance

 After following life test with DC voltage and +125 ℃±2 ℃ ripple current value applied
 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage) for 2000 h,
when the capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

25 35 50 63
(120 Hz /+20℃)

0.14 0.12 0.10 0.09

0.6 0.80.6
5.0

16.0
0.8
7.5

12.5

φ
d±

0.
05

Pressure relief

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.0（φ16x15, φ18x15 : L±1.5）

L ≧ 20：L±2.0

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 125 ℃ 2000 h

*1: Ripple current (100 kHz / +125 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". 
   Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

TA series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length
(mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Taping
Straight Taping

✽B

Lead space
Strai-
ght

leads

470 10.0 12.5 680  0.100 0.6

L
Ripple

current*1

(mA rms)

Impe-
dance*2

(Ω)

Lead
dia.
(φd)

0.6 5.0 5.0 EEUTA1A102(  ) 200 500 
5.0 5.0 EEUTA1A471(  ) 200 500 

5.0 EEUTA1A102S(  ) 200 500 

2200
12.5 25.0 1750  0.033 0.6
12.5 15.0 1085  0.070 0.6 5.01000 10.0 20.0 1100  0.057

5.0 5.0 EEUTA1A222L(  ) 200 500 
16.0 20.0 1985  0.032 0.8 7.5 7.5 EEUTA1A222(  ) 100 250 
18.0 15.0 1800  0.042 0.8

0.8 7.5 7.5 EEUTA1A332(  ) 100 250 
7.5 7.5 EEUTA1A222S(  ) 100 250 

7.5 EEUTA1A332S(  ) 100 250 7.5

4700 16.0 31.5 2710  0.020 0.8
18.0 20.0 2250  0.031 0.83300 16.0 25.0 2300  0.024

7.5 ― EEUTA1A472 100 ―
18.0 25.0 2470  0.022 0.8 7.5 7.5 EEUTA1A472S(  ) 100 250 

330 10.0 12.5 680  500 
470 10.0 16.0 945  0.075 0.6 5.0 5.0 EEUTA1C471(  )

0.100 0.6 5.0 5.0 EEUTA1C331(  ) 200 
200 500 

1000 12.5 20.0 1490  0.042 0.6 5.0 5.0 EEUTA1C102(  ) 200 500 
16.0 15.0 1520  0.047 0.8 7.5 7.5 EEUTA1C102S(  ) 100 250 

2200 16.0 25.0 2300  0.024 0.8 7.5 7.5 EEUTA1C222(  ) 100 250 
18.0 20.0 2250  0.031 0.8 7.5 7.5 EEUTA1C222S(  ) 100 250 

3300 16.0 31.5 2710  0.020 0.8

18.0 31.5 3270  0.018

7.5 ― EEUTA1C332 100 ―
18.0 25.0 2470  0.022 0.8

0.6 5.0 5.0 EEUTA1E221(  ) 200 500 220 10.0 12.5 680  0.100
500 

470 10.0 20.0 1100  0.057 0.6 5.0 5.0 EEUTA1E471(  )
0.075 0.6 5.0 5.0 EEUTA1E331( ) 200 330 10.0 16.0 945  

200 500 
12.5 15.0 1085  0.070 0.6 5.0 5.0 EEUTA1E471S(  ) 200 500 

1000
12.5 25.0 1750  0.033 0.6 5.0 5.0 EEUTA1E102L(  ) 200 500 
16.0 20.0 1985  0.032 0.8 7.5 7.5

2710  0.020 0.8 7.5

EEUTA1E102(  ) 100 250 
18.0 15.0 1800  0.042 0.8 7.5 7.5

35

100 10.0 12.5 555  

7.5

330 10.0 20.0 930  0.100 0.6 5.0 5.0

1000 16.0 25.0

EEUTA1E222S(  ) 100 250 
3300 18.0 35.5 3310  0.017 0.8

18.0 25.0 2470  0.022 0.8 7.52200 16.0 31.5

500 
220 10.0 16.0 765  0.130 0.6 5.0 5.0 EEUTA1V221(  )

0.180 0.6 5.0 5.0 EEUTA1V101(  ) 200 
200 500 

EEUTA1V331(  ) 200 500 

470 12.5 20.0 1330  0.070 0.6 5.0 5.0 EEUTA1V471(  ) 200 500 
16.0 15.0 1450  0.088 0.8 7.5 7.5 EEUTA1V471S(  ) 100 250 

2010  0.037 0.8
EEUTA1V102S(  ) 100 250 

2200 18.0 35.5 2790  0.025

7.5 7.5 EEUTA1V102(  ) 100 250 
18.0 20.0 2180  0.046 0.8

3.5 5.0 EEUTA1A331(  ) 200 1000 

10

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

330 8.0 11.5 500  0.130 0.6

0.8 7.5 ― EEUTA1V222 50 ―
7.5 7.5

3.5 5.0 EEUTA1C221(  ) 200 1000 

16

220 8.0 11.5 500  0.130 0.6

0.8 7.5 ― EEUTA1C472 50 ―
7.5 7.5 EEUTA1C332S(  ) 100 250 

4700
3.5 5.0 EEUTA1E101(  ) 200 1000 

25

100 8.0 11.5 500  0.130 0.6

7.5 ― EEUTA1E332 50 ―

― EEUTA1E222 100 ―
EEUTA1E102S(  ) 100 250 



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 125 ℃ 2000 h

*1: Ripple current (100 kHz / +125 ℃)
*2: Impedance  (100 kHz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" be tween the "( )". 
   Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

TA series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length
(mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Taping
Straight Taping

✽B

Lead space
Strai-
ght

leads
L

Ripple
current*1

(mA rms)

Impe-
dance*2

(Ω)

Lead
dia.
(φd)

33 8.0 11.5 300  0.450

EEUTA1H221(  ) 200 500 
5.0 5.0 EEUTA1H101(  ) 200 500 

220 10.0 20.0 930  0.100
100 10.0 12.5 555  0.180 0.6

330 12.5 20.0 1330  0.070 0.6
0.6 5.0 5.0

5.0 5.0 EEUTA1H331(  ) 200 500 
16.0 15.0 1450  0.088 0.8

0.6 5.0 5.0 EEUTA1H471L(  ) 200 500 
7.5 7.5 EEUTA1H331S(  ) 100 250 

7.5 EEUTA1H471(  ) 100 250 
18.0 15.0 1710  0.075 0.8 7.5
16.0 20.0 1650  0.053 0.8 7.5

7.5 EEUTA1H471S(  ) 100 250 

1000 16.0 31.5 2430  0.031 0.8

470
12.5 25.0 1650  0.055

7.5 ― EEUTA1H102 100 ―
18.0 25.0 2350  0.032 0.8 7.5 7.5 EEUTA1H102S(  ) 100 250 

33 10.0 12.5 410  500 
47 10.0 16.0 460  0.270 0.6 5.0 5.0 EEUTA1J470(  )

0.360 0.6 5.0 5.0 EEUTA1J330(  ) 200
200 500 

100 10.0 20.0 680  0.205 0.6 5.0 5.0 EEUTA1J101(  ) 200 500 

220
12.5 25.0 1325  0.100 0.6 5.0 5.0 EEUTA1J221L(  ) 200 500 
16.0 20.0 1360  0.085 0.8 7.5 7.5 EEUTA1J221(  ) 100 250 
18.0 15.0 1300  0.120 0.8 7.5

250 
18.0 20.0 1760  0.077 0.8

7.5 EEUTA1J221S(  ) 100 250 
16.0 25.0 1660  0.070 0.8

470 16.0 31.5 2055  0.060

7.5 7.5 EEUTA1J331(  ) 100330

7.5 ― EEUTA1J471 100
25.0 1990  0.060 0.8 7.5

0.8 ―
7.5 7.5 EEUTA1J331S(  ) 100 250 

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Characteristics list

10 8.0 11.5 180  0.950 0.6 3.5

7.5 EEUTA1J471S(  ) 100 250 

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

63

18.0

5.0 EEUTA1H100(  ) 200 1000 
22 8.0 11.5 250  0.650 0.6

3.5 5.0 EEUTA1H330(  ) 200 1000 
3.5 5.0 EEUTA1H220(  ) 200 1000 

50

0.6 3.5 5.0 EEUTA1J220(  ) 200 1000 

3.5 5.0 EEUTA1H470S(  ) 200 1000 

22 8.0 11.5 310  0.470

47 8.0 11.5 440  0.350 0.6
0.6



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 125 ℃ 2000 h to 5000 h or 135 ℃ 1000 h to 2000 h
● Smaller than series TA
● High ripple current (at high frequency) : 20 to 40% higher than TA series
● AEC-Q200 compliant
● RoHS compliant

   

Unit：mm

7.5

φD
φd
F 3.5

10.0
0.6
5.0

12.5
0.6
5.0

16.0
0.8
7.5

0.6 0.8

Shelf life 1
 After storage for 1000 h at +125 ℃±2 ℃ with no voltage applied and then being
 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 
 (With voltage treatment)

8.0 18.0

Dissipation factor（tan δ)

Frequency correction factor for ripple current

Endurance 2

0.80 0.90

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

1.00

 Within ±30 % of the initial value

    This Series is no longer available for
purchase in the country of Japan.

0.95 1.00
390 to 1000
1200 to 5100

0.90 0.95 1.00

TP series A  type

I ≦ 0.01 CV (μA)  After 2 minutes

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

35
0.12

25
0.14 (120 Hz /+20℃)

Endurance 1

 After following life test with DC voltage and +125 ℃±2 ℃ ripple current value applied
 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the
 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

Dissipation factor（tan δ)

 ≦ 300 % of the initial limit

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

Shelf life 2
 After storage for 1000 h at +135 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

100 to 330
Cap. (μF) 60 120 1 k 10 k 100 k

0.55
0.70
0.75

Dissipation factor（tan δ)  ≦ 300 % of the initial limit
DC leakage current  Within the initial limit

Features

Specifications

Capacitance range 100 μF to 5100 μF

Category temp. range –40 ℃ to +135 ℃
25 V to 35 V

0.75

Capacitance change

Freq. (Hz)

 After following life test with DC voltage and +135 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

Rated voltage（V）
Dissipation factor（tan δ)
 For capacitance value ≧ 1000 μF , add 0.02 per every 1000 μF.

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 Duration φ8: 1000 h, φ10 to φ18: 2000 h

0.65 0.85 0.90

 Duration φ8 : 2000 h, φ10 : 3000 h, φ12.5 : 4000 h, φ16 to φ18 : 5000 h
Capacitance change  Within ±30 % of the initial value

φ
d±

0.
05

Pressure relief

14min.

F±
0.

5

L*

* L ≦ 16：L±1.5
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5 φD±0.5

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 125℃ 2000 h / φ8, 125℃ 3000 h / φ10, 125℃ 4000 h / φ12.5, 125℃ 5000 h / φ16 to φ18

*1: Ripple current (100 kHz / +125 ℃ or 135 ℃)
*2: ESR  (100 kHz　/ +20 ℃)
*3: tan δ（120 Hz / +20 ℃）
・ When requesting taped product, please put the letter "B" be tween the "( )". 
   Lead wire pitch ✽B=5 mm, 7.5 mm.
・ Please refer to the page of “Taping dimensions”.

EEUTP1V221( ) 200 500
8.0 16.0 1060 760 0.067 0.12 2000 1000 0.6 3.5 5.0 EEUTP1V271L( ) 200 1000

270 

10.0 16.0 1100 945 0.130 0.12 3000 2000

0.8 7.5 ― EEUTP1V272 50 ―

470 

220 

Case size
(ｍｍ)

φD L

Endurance
(h)

Ripple
current*1

(mA rms)

135℃125℃135℃125℃

10.0 16.0 1100 945 0.130

2700 18.0 31.5 3480 2900 0.016 0.14 5000 2000

5000 2000 0.8 7.5 7.5 EEUTP1V202S( )★ 100 250
2200 18.0 31.5 3480 2900 0.016 0.14 5000 2000 0.8 7.5 ― EEUTP1V222 50 ―

5000 2000 0.8 7.5 7.5 EEUTP1V182S( ) 100 250

2000 16.0 31.5 3250 2710 0.018 0.14 5000 2000 0.8 7.5 ― EEUTP1V202★ 100
18.0

0.8 7.5 7.5 EEUTP1V162( )★ 100 250

1800 16.0 31.5 3250 2710 0.018 0.12 5000 2000 0.8 7.5 ― EEUTP1V182 100 ―
18.0 25.0 2960 

1600 16.0 25.0 2760 2300 0.022 0.12 5000 2000

0.8 7.5 7.5 EEUTP1V152( ) 100 250
18.0 20.0 2700 2250 0.028 0.12 5000 2000 0.8 7.5 7.5 EEUTP1V152S( ) 100 2501500 16.0 25.0 2760 2300 0.022 0.12 5000 2000

EEUTP1V102( ) 100 250
1200 16.0 20.0 2380 1985 0.029 0.12 5000 2000 0.8 7.5 7.5 EEUTP1V122( ) 100 250
1000 16.0 20.0 2380 1985 0.029 0.12 5000 2000

0.6 5.0 5.00.12 4000 2000

0.8 7.5 7.5

EEUTP1V621( )★ 200 500
820 12.5 25.0 2180 1750 0.030 0.12 4000 2000 0.6 5.0 5.0 EEUTP1V821( ) 200 500
620 12.5 20.0 1860 1490 0.038

5.0 5.0 EEUTP1V471( ) 200 500
560 12.5 20.0 1860 1490 0.038 0.12 4000 2000 0.6 5.0 5.0 EEUTP1V561( ) 200 500
470 12.5 20.0 1860 1490 0.038 0.12 4000 2000

3000 2000 0.6

0.6

5.0 5.0 EEUTP1V331( ) 200 500
390 10.0 20.0 1540 1100 0.052 0.12 3000 2000 0.6 5.0 5.0 EEUTP1V391( ) 200 500

1000 0.6 3.5 5.0 EEUTP1V221L( ) 200 1000

10.0 16.0 1100 945 0.130 0.12 3000 2000 0.6 5.0 5.0 EEUTP1V271( ) 200 500

0.6 5.0 5.0

2000 0.6 5.0 5.0 EEUTP1V101( ) 200 500
120 10.0 12.5 580 500 0.190 0.12 3000 2000 0.6 5.0 5.0 EEUTP1V121( ) 200 500

35

100 10.0 12.5 580 500 0.190 0.12 3000

8.0 20.0 1060 760 0.067 0.12 2000

330 10.0 20.0 1540 1100 0.052 0.12

2470 

EEUTP1E472 50 ―
5100 18.0 31.5 3480 2900 0.016 0.22 5000 2000 0.8 7.5 ― EEUTP1E512★ 50 ―
4700 18.0 31.5 3480 2900 0.016 0.20 5000 2000

0.8 7.5 ―

0.8 7.5 ―

EEUTP1E392 100 ―
18.0 25.0 2960 2470 0.020 0.18 5000 2000 0.8 7.5 7.5 EEUTP1E392S( ) 100 2503900 16.0 31.5 3250 2710 0.018 0.18 5000 2000

0.8 7.5 ― EEUTP1E332 100 ―
18.0 25.0 2960 2470 0.020 0.18 5000 2000 0.8 7.5 7.5 EEUTP1E332S( ) 100 2503300 16.0 31.5 3250 2710 0.018 0.18 5000 2000

0.8 7.5 7.5 EEUTP1E272( ) 100 250
18.0 20.0 2700 2250 0.028 0.16 5000 2000 0.8 7.5 7.5 EEUTP1E272S( ) 100 2502700 16.0 25.0 2760 2300 0.022 0.16 5000 2000

0.8 7.5 7.5 EEUTP1E222( ) 100 250
18.0 20.0 2700 2250 0.028 0.16 5000 2000 0.8 7.5 7.5 EEUTP1E222S( ) 100 2502200 16.0 25.0 2760 2300 0.022 0.16 5000 2000

7.5 EEUTP1E182S( ) 100 250
2000 16.0 20.0 2380 1985 0.029 0.16 5000 2000 0.8 7.5 7.5 EEUTP1E202S( )★ 100 250

0.14

5.0 EEUTP1E122( ) 200 500

1800 12.5 25.0 2180 1750 0.030 0.14 4000 2000 0.6 5.0 5.0 EEUTP1E182( ) 200 500
16.0 20.0 2380 1985 7.5

5.0 EEUTP1E821( ) 200 500
1000 12.5 20.0 1860 1490 0.038 0.14 4000 2000 0.6 5.0 5.0 EEUTP1E102( ) 200 500
820 10.0 20.0 1540 1100 

5.0 EEUTP1E471L( ) 200 1000

510 10.0 16.0 1100 945 0.130 0.14 3000 2000 0.6 5.0 5.0 EEUTP1E511( )★ 200 500
0.14 3000 2000 0.6

0.067

5.0 EEUTP1E221( ) 200 500
330 10.0 16.0 1100 945 0.130 0.14 3000 2000 0.6 5.0 5.0 EEUTP1E331( ) 200 500

12.5 580 

0.052 0.14

0.029

5.0

3.5

5.0

1200 12.5 20.0 1860 1490 0.038 0.14 4000 2000 5.0

500 0.190 0.14 3000

8.0 20.0 1060 760 0.14 2000

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

2000 0.6

1000 0.6

3000 2000 0.6

0.6

5000 2000 0.8

5.0 EEUTP1E471( ) 200 500

25

220 10.0

0.020 0.12

25.0 2960 2470 0.020 0.14

5.0

TP series

Rated
voltage

(V)

Characteristics list

Capaci-
tance

(±20 %)

(μF)

Specification Lead length (mm)

Part No.
★:Substandard

(E24 series
numbers)

Min.
Packaging
 Q'ty (PCS)

ESR*2

(Ω)
tan δ*3

Lead
dia.
(φd)

Lead space

Straight
Taping

✽B

Strai-
ght

leads

Tap-
ing



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 1000 h to 2000 h
● Minaturize, Higher Capacitance : 1 Size miniturized product of current A-NHG
● AEC-Q200 compliant
● RoHS compliant

 Duration

   

Unit：mm

    This Series is no longer available for
purchase in the country of Japan.

1000 to 22000 1.10 1.15 1.15

HD series A  type

I ≦ 0.01 CV or 3 (μA)  After 2 minutes (Whichever is greater)

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Please see the attached characteristics list

Endurance

 capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

2.00

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

2.2 to 33
Cap.（μF） 60 120 1 k 10 k 100 k

0.75

0.85

 Within ±20 % of the initial value

Dissipation factor（tan δ)

 ≦ 200 % of the initial limit

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

1.00 1.55 1.80

Dissipation factor（tan δ)

Frequency correction factor for ripple current

Capacitance change

Freq.（Hz)

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied

DC leakage current  Within the initial limit

 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage)when the

 φ5 to φ8 : 1000 h, φ10 to φ18 : 2000 h

Features

Specifications

Capacitance range 2.2 μF to 22000 μF

Category temp. range –55 ℃ to +105 ℃
10 V to 50 V

F

5.0 6.3 8.0 10.0
0.5 0.5 0.6 0.6

7.52.0 2.5 3.5 5.0 5.0 7.5
0.6 0.8 0.8

47 to 470 0.80 1.00 1.35 1.50 1.50

φD
φd

12.5 16.0 18.0

1.00

φ
d±

0.
05

Pressure relief
φ6.3 ≦

14min.

F±
0.

5

L*

* L ≦ 16：L±1.5
L ≧ 20：L±2.0

Sleeve

3min.

φD±0.5 φD±0.5

≦ φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ5 to φ8, 105 ℃ 2000 h / φ10 to φ18

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

0.6

200 500 
200 500 

100 250 
100 ―

0.6

0.8
0.8
0.8
0.5
0.5
0.6

7.5
7.5

5.0
5.0

 EEUHD1C682(  )

HD series

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

0.5
0.6
0.6

0.6
0.6 200 500 

―
200 2000 

 EEUHD1V221(  )―

2.5
2.5

0.8

200 500 

200 500 
200 500 

5.0
5.0

200 2000 
200 1000 

200 

5.0
7.5
―
―
5.0

50 ―
200 

500 

 EEUHD1C101(  )2.5

―
5.0

50 
―

100 250 
100 ―

2000 

1000 
5.0 200 500 

5.0
5.0
5.0
5.0
5.0

2.5
3.5

200 2000 
200 

5.0

7.5
 EEUHD1A103(  )
 EEUHD1A153
 EEUHD1A223

1000
1000

Characteristics list

Taping
✽H

TapingStraight
leads

Min. Packaging
 Q'ty（PCS)Lead length (mm)

Lead space Part No.

Specification

Endu-
rance
(h)

tan δ*2
Ripple

current*1

(mA rms)

Case size
(ｍｍ)

LφD Taping
✽BStraight

Lead
dia.
(φd)

 EEUHD1A682(  )

2.5
―
―
―

0.5
0.6
0.6
0.6 200 500 

5.0 200 500 
5.0

 EEUHD1A331(  )
 EEUHD1A471(  )
 EEUHD1A102(  )
 EEUHD1A222(  )
 EEUHD1A472(  )

2.01000

16.0 25.0 7.50.42 2000 0.8
0.8

18.0 35.5
0.5

200 1000 
 EEUHD1C221(  )
 EEUHD1C331(  )

2.5
―

2.5 200 2000 
3.5

5.0
5.0

1000 5.0

5.0

 EEUHD1C471(  )
 EEUHD1C332(  )

―
―5.0

 EEUHD1C472( )―

8.0 11.5 3.50.20 1000

100 
12.5 25.0 0.26 2000

200 
5.00.24 2000
5.0

1170 
1480 

250 
16.0 25.0 7.50.34 2000 100 250 
16.0 25.0 7.50.30 2000

 EEUHD1C822(  )
1780 
1780 

―

100 ―
7.5 50 ―
7.5 ―  EEUHD1C103

 EEUHD1C153―
200 2000 

2.0 200 2000 
2.0  EEUHD1E470(  )

 EEUHD1E680(  )
5.0
5.0

200 2000 
3.5 200 1000 
2.5  EEUHD1E101(  )

 EEUHD1E221(  )
5.0
5.0

200 1000 
5.0 200 500 
3.5  EEUHD1E331(  )

 EEUHD1E471(  )
5.0
5.0

200 500 
12.5 20.0 5.00.18 2000 200 500 
10.0 16.0 5.00.16 2000  EEUHD1E102(  )

 EEUHD1E222(  )
680 

1090 

25.0 7.50.24 2000

12.5 25.0 5.00.20 2000

1750 
25.0

2200 
90 

150 

2040 

200 500 
7.5 100 250 

5.0
7.5
7.5

 EEUHD1E332( )
 EEUHD1E472( )
 EEUHD1E562(  )
 EEUHD1E682
 EEUHD1E103
 EEUHD1V470(  )
 EEUHD1V101(  )

―
―

―

25.0 5.00.16 2000 5.00.6
0.6

3.51000
5.02000 0.6

0.6 5.02000
5.02000

11.5
12.5
16.0
16.0

―

―
―
―

2.50.14 1000

7.50.26 2000
7.50.34 2000

0.8

0.8

0.8

1000
1000
1000
1000
2000

2000

2.0

0.38

11.2

12.5 25.0
―
―
―
―
―7.50.66

0.6

2.5
2.5
2.5
―
―
―
―
―

0.6
0.8

1400 
1750 

―

310 
380 

0.14
0.14

100

130 
230 

100

1000

470

10000

12.5 20.0

16.0 31.5
18.0 35.5
5.0 11.0

16.0

110 
180 
260 
310 

 EEUHD1V331(  )―5.0
0.14
0.14

270 
350 

 EEUHD1V222(  )
 EEUHD1V332(  )

―
―7.5

 EEUHD1V471(  )
 EEUHD1V681(  )

―
―

5.0
5.0

0.18

460 
1260 
1610 0.82000

7.5 ―100  EEUHD1V472――
7.5 250 100 

7.5 ―50  EEUHD1V682――0.820006800 0.24

0.20 1000

2000
2000

2000

1000

0.8

0.8
0.5
0.5
0.5
0.6
0.6
0.6
0.6

2000

0.14 1000

0.48
0.16
0.16
0.16
0.16
0.16
0.16

0.22

0.20

2000
2000
2000

1000

200 
250 
460 
760 

1260 
1570 
1890 
2180 
2400 

0.24
0.24
0.24
0.26
0.30

0.52

0.20
0.20

2000

0.34 2000

2060 
2210 

91 
91 

460 

1910 
2050 

11.2
11.5
12.5
16.0
20.0

31.5

11.0
11.2
11.5

31.5
35.5
11.0
11.0
11.2
11.5
11.5
12.5

25.0
31.5
35.5

6.3
8.0
10.0
10.0
12.5

16.0

5.0
6.3
8.0

16.0
18.0
5.0
5.0
6.3
8.0
8.0
10.0

16.0

8.0
10.0
10.0
10.0

16.0
16.0
18.0

220
330

3300
4700
6800
8200

15000
47
68

100
220
330
470

2200
3300
4700
5600
6800

12.5

6.3

35

25

16

10

10000
47

220
330
470
680

2200
3300
4700

330
470

1000
2200
4700
6800

10000
15000
22000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ5 to φ8, 105 ℃ 2000 h / φ10 to φ18

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter "B" or "H" be tween the "( )". 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, H=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

HD series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty（PCS)

φD Straight
leads Taping

Straight Taping
✽B

Taping
✽H

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance
(h)

Lead
dia.
(φd)

Lead space

2000 
 EEUHD1H2R2(  ) 200 2000 

2.0
0.12 0.5 5.0 2.5100011.0

11.0 2.00.12
5.0 2.5  EEUHD1H3R3(  ) 200 11.0

2.0

2.5  EEUHD1H100(  ) 200 2000 
2.0

2000 
2.0 5.0

0.5 5.0 2.5  EEUHD1H4R7( ) 200 

2.5  EEUHD1H330(  ) 200 2000 
2.5

2000 
2.0 5.0

0.5 5.0 2.5  EEUHD1H220(  ) 200 

2.5  EEUHD1H680(  ) 200 2000 
3.50.12

2000 
2.5 5.0

0.5 5.0 2.5  EEUHD1H470(  ) 200 
1000 0.5
1000

5.0 ―  EEUHD1H221(  ) 200 500 
5.00.12

1000 
5.0

0.6 5.0 ―  EEUHD1H101(  ) 200 
0.62000

1000

 EEUHD1H471(  ) 200 500 
7.50.12

200 500 
5.0

0.6 5.0 ―  EEUHD1H331(  )2000

50 ―0.8 ― ―  EEUHD1H332
― ―  EEUHD1H222 100 ―

7.50.16 2000
2000

1770 35.5

200 500 
7.5

0.6 5.0 ―  EEUHD1H102(  )
7.5 ―

1000 0.50.12
1000
1000 0.50.12

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

 EEUHD1H681S(  ) 100 250 
5.00.12

100 250 
7.5

0.8 7.5 ―  EEUHD1H561S(  )
5.0 ―

1000 0.5
1000

0.80.14
2000
2000 0.80.12
2000
2000 0.6

0.12
0.12
0.12
0.12

0.12

0.12

11.0
11.0
11.0
11.2
11.2
11.5
12.5

410 
530 

16.0
20.0

300 
180 

650 
650 
950 

1470 

18 
22 
26 
39 
65 
90 

110 
110 

100
220

10.0
10.0

5.0
5.0

5.0
5.0
5.0
6.3
6.3
8.0
10.0

4.7 5.0

16.0
16.0
12.5
16.0

15.0
15.0
25.0
31.5

50

3300

330
470
560
680

1000
2200

18.0

2.2
3.3

10
22
33
47
68



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 1000 h to 2000 h
● AEC-Q200 compliant (6.3 V to 100 V)
● RoHS compliant

 Duration

 160 V to 450 V : 2000 h

   

Unit：mm

7.5F 2.0 2.5 3.5 5.0 5.0 7.5
φd 0.5 0.5 0.6 0.6

1.50 1.50
1000 to 22000 0.85 1.00 1.10 1.15 1.15

160 to 450 2.2 to 330 0.80 1.00 1.35

1.80 2.00
47 to 470 0.80 1.00 1.35 1.50 1.50
2.2 to 33 0.75 1.00 1.55

Capacitance
(μF)

Frequency (Hz)
60 120 1 k 10 k 100 k

    This Series is no longer available for
purchase in the country of Japan.

NHG series A  type

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)

Features

Specifications

Capacitance range

Category temp. range –55 ℃ to +105 ℃ –25 ℃ to +105 ℃
6.3 V to 100 V 160 V to 450 V

 Within the initial limit

Frequency correction factor for ripple current

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

Endurance

 After following life test with DC voltage and +105 ℃±2 ℃ ripple current value applied
 (The sum of DC and ripple peak voltage shall not exceed the rated working voltage) for 2000 h,

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

12.5 16.0 18.0
0.6 0.8 0.8

φD 5.0 6.3 8.0 10.0

6.3 to 100

Rated voltage
(V)

2.2 μF to 22000 μF 2.2 μF to 330 μF

Capacitance change  Within ±20 % of the initial value

Dissipation factor（tan δ)

 when the capacitors are restored to 20 ℃, the capacitors shall meet the limits specified bellow.

Leakage current I ≦ 0.01 CV or 3 (μA) After 2 minutes
(Which is greater) I ≦ 0.06 CV + 10 (μA) After 2 minutes

Please see the attached characteristics list

 6.3 V to 100 V (φ5 to φ8) : 1000 h, (φ10 to φ18) : 2000 h

Dissipation factor（tan δ)  ≦ 200 % of the initial limit
DC leakage current

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.0

L ≧ 20：L±2.0

≦φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h to 2000 h

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

2200
3300

470
1000

22000
330

10

16

25

470
1000

35

2200
3300
4700
6800

10000
47

100
220
330
470

1000
2200
3300
4700

220
470

1000
2200
3300
4700
6800

10000
15000

12.5
16.0
16.0
18.0
5.0

4700
6800

10000
15000

100
220
330

6800
47

16.0
16.0
18.0
5.0
6.3
8.0
8.0
10.0
10.0

16.0
18.0
5.0
6.3
8.0
8.0
10.0
12.5
12.5

5.0
6.3
8.0
10.0
10.0
12.5
12.5
16.0
16.0

11.5
11.5
12.5
20.0
25.0
25.0
31.5
35.5
11.0

11.5
16.0
20.0
25.0
25.0
31.5
35.5
11.0
11.2

1090 
1400 
1750 
2040 

90 
150 

11.0
11.2
11.5
16.0
20.0
20.0
25.0
25.0
31.5

20.0
20.0
25.0
25.0
31.5
35.5
11.0
11.2
11.5

1170 
1480 
1780 
2060 

91 
130 
230 

380 
680 

310 

0.20
0.22

0.16

0.26

140 
230 
380 
710 
840 

1090 
1350 
1650 
2010 

1000 
1260 
1570 
1890 
2180 
110 
180 
260 
310 
560 
920 

0.26
0.30
0.38
0.16
0.16
0.16

0.16
0.16
0.18

0.42
0.52
0.20
0.20
0.20
0.20
0.20
0.22
0.24

0.28
0.28
0.28
0.30
0.32
0.34
0.38
0.46
0.56

7.5  ECA1VHG472―0.201910 35.518.04700
7.5  ECA1VHG332―0.181610 31.516.03300
7.5  ECA1VHG222(  )―0.161260 25.016.02200
5.0  ECA1VHG102(  )―0.14810 20.012.51000

―

0.14460 16.010.0470
5.0  ECA1VHG331(  )―0.14350 12.510.0330

0.14
0.14
0.14270 

2.0
2.5
3.5

7.5  ECA1EHG682―
7.5  ECA1EHG472―
7.5  ECA1EHG332(  )―
5.0  ECA1EHG222(  )―

2000 5.0
500 
500 

200 
200 

 ECA1EHG471(  )
 ECA1EHG102(  )

―
―

5.0
5.0

0.62000 5.0

100 250 

0.6

1000 
1000 

200 
200 

2000 7.5

1000 2.5
2000 
2000 

200 
200 

 ECA1EHG470(  )
 ECA1EHG101(  )

2.5
2.5

5.0
5.0

1000 2.0

 ECA1EHG221(  )
 ECA1EHG331(  )

―
―

 ECA1CHG682
 ECA1CHG103

―
―

―
―

1000 3.5
1000 3.5

5.0
5.0

0.5
0.5
0.6
0.6

2000 7.50.8
0.8

2000 7.5
500 
250 

200 
100 

 ECA1CHG332(  )
 ECA1CHG472(  )

―
―

5.0
7.5

2000 5.00.6
0.8

―
―

100 
50 

2000 5.0
500 
500 

200 
200 

 ECA1CHG102(  )
 ECA1CHG222(  )

―
―

5.0
5.0

0.62000 5.0
0.6

1000 3.5
1000 
1000 

200 
200 

 ECA1CHG331(  )
 ECA1CHG471(  )

―
―

5.0
5.0

0.6
0.6

1000 3.5

500 
250 

200 
100 

1000 2.5
2000 
2000 

200 
200 

 ECA1CHG101(  )
 ECA1CHG221(  )

2.5
2.5

5.0
5.0

0.5
0.5

1000 2.0

―
―

100 
50 2000 7.5

0.8
0.8

2000 7.5  ECA1AHG103
 ECA1AHG153

―
―

―
―

0.6
 ECA1AHG472(  )
 ECA1AHG682(  )

―
―

5.0
7.5

10.0

0.6
0.8

2000 5.0

 ECA1AHG102(  )―

5.0

0.24
0.26
0.28
0.30
0.34

10.0
12.5
12.5
16.0

2000 5.0

7.5
200 11.26.3

760 
5.0

35.518.0 2350 
1000 0.5

250 
460 

11.5
12.5

0.6

5.0  ECA0JHG682(  )―5.00.6

 ECA0JHG223―

2000

8.0  ECA1AHG471(  )

0.70
0.24
0.24

5.02.5
3.5 ―

2.0
2.5
3.5

5.0 200 500 2000 0.6

5.0 200 1000 1000 0.6

0.6 5.0 200 500 
5.0 200 1000 

5.0 200 2000 

50 

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

1000 0.5

0.8 ― 50 ―

250 
2000 0.8 ―

0.8 7.5 100 2000
100 ―

2000

0.6 5.0 200 500 2000

5.0 200 2000 
1000 0.6

 ECA1VHG101(  )
 ECA1VHG221(  )

2.5
―

5.0  ECA1VHG471(  )―

11.2
11.5

6.3
8.0

1000 0.5

2000

100
220

500 

500 
500 

200 
200 

2000 7.5

1000 0.5 5.0 200 2000  ECA1VHG470(  )2.5
2000 0.8 ―

2000 5.0
 ECA1AHG222(  )
 ECA1AHG332(  )

―
―

5.0

200 500 

100 ―

2000

50 ―

2000 0.8 ― 100 ―
2000 0.8 7.5

2000 500 

2000 0.6 5.0

0.6 5.0 200 

200 

200 2000  ECA1AHG331(  )2.5
2000 0.8

7.5  ECA0JHG103(  )―7.5 100 250 
7.5  ECA0JHG153――

―
2000 0.8

0.8

2000 0.6 5.0 200 500 

5.0 200 500 
2000 0.6
2000 0.6

5.0  ECA0JHG472(  )―
5.0  ECA0JHG332(  )―
5.0  ECA0JHG222(  )―

1000

5.0

0.6 5.0 200 1000 
5.0 200 2000  ECA0JHG471(  )

 ECA0JHG102(  )
2.5
―

1000 0.5

200 500 

200 

Lead
dia.
(φd)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

φD L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance

(h)

Lead space

Taping
✽i

2000 

6.3

 ECA0JHG221(  )2.5

NHG series
Characteristics list

Rated
voltage

(V)

Min. Packaging
 Q'ty (PCS)

Taping
Straight Taping

✽B

Straight
leads

Part No.

100 5.0 11.0 91 0.28 1000 0.5 2.0 5.0 2.5  ECA0JHG101(  )



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h to 2000 h

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance

(h)

Lead
dia.
(φd)

Lead space

NHG series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD

0.12 0.5 5.0 2.5

Straight
leads Taping

Straight Taping
✽B

Taping
✽i

2.0
5.0 2.5  ECA1HHG3R3(  ) 200 2000 

 ECA1HHG2R2(  ) 200 2000 
2.0

2000 
2.0 5.0

0.5 5.0 2.5  ECA1HHG4R7(  ) 200 4.7 5.0 11.0 2.00.12

2000 
2.0 5.0

0.5 5.0 2.5  ECA1HHG220(  ) 200 
2.5  ECA1HHG100(  ) 200 2000 

2.0

2000 
3.5 5.0

0.5 5.0 2.5  ECA1HHG470(  ) 200 
2.5  ECA1HHG330(  ) 200 2000 

2.5

500 
5.0 5.0

0.6 5.0 ―  ECA1HHG221(  ) 200 
―  ECA1HHG101(  ) 200 1000 

5.0

200 500 
5.0

0.6 5.0 ―  ECA1HHG471(  )
―  ECA1HHG331(  ) 200 500 

5.0

100 ―
7.5

0.8 ― ―  ECA1HHG222
5.0 ―  ECA1HHG102(  ) 200 500 

7.5

200 2000 
2.0

0.5 5.0 2.5  ECA1JHG100(  )0.10
― ―  ECA1HHG332 50 ―

2.0

0.5 5.0 2.5  ECA1JHG330(  )
5.0 2.5  ECA1JHG220(  ) 200 2000 

2.5
5.0 2.5  ECA1JHG470(  ) 200 2000 

5.0

200 2000 
2.5

5.0 ―  ECA1JHG221(  ) 200 500 
200 500 

5.0
0.6 5.0 ―  ECA1JHG101(  )

500 
5.0 5.0

0.6 5.0 ―  ECA1JHG331(  ) 200 330 10.0 20.0 5.00.10 2000

250 
7.5 ―

0.8 7.5 ―  ECA1JHG102(  ) 100 
―  ECA1JHG471(  ) 200 500 

7.5

2000 
2.0 5.0

0.5 5.0 2.5  ECA2AHG2R2(  ) 200 
―  ECA1JHG222 50 ―

2.0

2000 
2.5 5.0

0.5 5.0 2.5  ECA2AHG4R7(  ) 200 
2.5  ECA2AHG3R3(  ) 200 2000 

2.0

2000 
3.5

0.5 5.0 2.5  ECA2AHG220(  ) 200 
2.5  ECA2AHG100(  ) 200 2000 

2.5
0.5

0.6 5.0 ―  ECA2AHG470(  )
5.0 ―  ECA2AHG330(  ) 200 1000 

5.0
0.6

5.0 ―  ECA2AHG101(  ) 200 500 
5.0

200 500 
5.0

―  ECA2AHG331(  ) 100 250 
7.5

200 500 
7.5

0.6 5.0 ―  ECA2AHG221(  )

1000
1000
1000
1000
1000
1000

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

1000

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

― ―  ECA2AHG102 50 ―
100 250 

7.5
0.8 7.5 ―  ECA2AHG471(  )

7.5

2000
2000
2000
200010.0
2000
10000.1211.5

0.12
0.12
0.12
0.12
0.14

2000
2000
1000
1000
10000.10
1000
2000

1000
1000
20000.12

0.10
0.10

0.16

18.0
2000
200020.0470

2000
2000
2000
2000
2000
1000
1000
1000
1000

0.10
0.10

0.08
0.08
0.08
0.08
0.0825.0

10.0
10.0 0.6

0.8

0.8

0.12

0.12
0.12
0.12
0.12

0.5

0.5

0.6

0.6

0.8

0.5

0.5

0.5

0.5

0.6

0.6

0.6

0.8

2000

0.10
0.10

0.08

0.08
0.08
0.08
0.08
0.08
0.08

410 
530 
950 

18 
22 
26 
39 
65 
90 

540 
715 
985 

21 
31 
38 
54 
93 

130 

11.0
11.0

11.0
11.0
11.0
11.2

165 
265 
440 

215 
335 
510 
640 
930 

1610 

1470 
1770 

46 
71 

100 
120 

110 
180 
300 

11.2
11.2
12.5
16.0

12.5
16.0
20.0
25.0
31.5
35.5

35.5

5.0
5.0

5.0
5.0
5.0
6.3
8.0
10.0

11.2
11.5
12.5
20.0
25.0
25.0

25.0
35.5
11.0
11.0
11.0
11.2

11.0
11.0

6.3
6.3
10.0
10.0

12.5
16.0

10.0
12.5
16.0
18.0
5.0
5.0

12.5
16.0
16.0
18.0

5.0
5.0
5.0
6.3
6.3
8.0

330
470

1000
2200
3300

2.2
3.3

10
22
33
47

100

100

63

50

470
1000

22
33
47

100
220
330

1000
2200

2.2
3.3
4.7
10

10
22
33
47

100
220

220



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 2000 h

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

NHG series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Straight
leads Taping

Straight Taping
✽B

Taping
✽i

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance

(h)

Lead
dia.
(φd)

Lead space

 ECA2CHG2R2(  ) 200 2000 2.50.15 0.5 5.0 2.5
0.5 2.5 5.0 2.5  ECA2CHG3R3(  )

0.6 ―  ECA2CHG100(  )

0.15

0.15

200 

200 500 5.0
2000 2.50.5 5.0 2.5  ECA2CHG4R7(  ) 200 

5.0

2000 

0.6 ―  ECA2CHG330(  ) 200 500 5.0
500 5.00.6 5.0 ―  ECA2CHG220(  ) 200 

5.0

―  ECA2CHG101(  ) 100 250 7.5
500 5.00.6 5.0 ―  ECA2CHG470(  ) 200 

7.5

―  ECA2CHG331 50 ―7.5
―7.50.8 ― ―  ECA2CHG221 100 

―

2000 2.50.5 5.0 2.5  ECA2DHG3R3(  ) 200 
2.5  ECA2DHG2R2(  ) 200 2000 2.5 5.0

200 500 5.00.6 5.0 ―  ECA2DHG100(  )
―  ECA2DHG4R7(  ) 200 1000 3.5 5.0

200 500 5.00.6 5.0 ―  ECA2DHG330(  )
5.0 ―  ECA2DHG220(  ) 200 500 5.0

100 250 7.50.8 7.5 ―  ECA2DHG101(  )
5.0 ―  ECA2DHG470(  ) 200 500 5.0

5.0 2.5  ECA2EHG2R2(  ) 200 2000 2.5
― ―  ECA2DHG221 50 ―7.5

200 1000 3.5
200 1000 3.50.6 5.0 ―  ECA2EHG3R3

5.0 ―  ECA2EHG4R7(  )
 ECA2EHG100(  ) 200 500 5.00.15 0.6 5.0 ―

5.022 5.0 ―  ECA2EHG220(  ) 200 
500 5.00.6 5.0 ―  ECA2EHG330(  ) 200 33 12.5 20.0
500 

―7.50.8 ― ―  ECA2EHG101 100 
―  ECA2EHG470(  ) 200 500 5.0 5.0

1000 3.50.6 5.0 ―  ECA2VHG2R2(  ) 200 
5.0 ―  ECA2VHG3R3(  )

0.6 5.0 ―  ECA2VHG4R7(  ) 200 
5.00.6

200 500 5.0

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

25 

―  ECA2VHG330(  ) 100 250 

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

2000 500 5.00.6 5.0 ―  ECA2VHG220(  ) 200 
―  ECA2VHG100(  ) 200 500 5.0

500 5.0

20.012.547
2000
2000
2000
2000
2000
2000

4.7 6.3 11.2

0.15
0.15
0.15 2000

2.2
3.3

10
22
33

0.15

7.5
250 
―

100 
50 

 ECA2VHG470(  )7.5
2000

7.5
2000
2000 7.5

7.5
―  ECA2VHG101

―
―0.8

0.8
0.8

0.15
0.15

0.6

0.6

0.6

0.6

0.5

0.6

0.6

0.6

0.8
0.5

2000
2000
2000

2000

2000
2000
2000

0.15

0.15

0.8

0.8

2000
2000
2000
2000
2000

0.15
0.15

0.15
0.15
0.15
0.15
0.15

2000
2000
2000
2000
2000

2000
2000

2000
2000
2000
2000
2000

0.20
0.20

36 
43 
70 

130 
180 
220 
335 
540 

0.20
0.20
0.20
0.20
0.20
0.20

0.15
0.15

0.15

0.15
0.15

0.15
0.15
0.15

195 
230 
375 

11.2
11.2

12.5
20.0
20.0

230 
365 
31 
38 
50 

29 
42 
50 
88 

155 
190 

140 
190 
220 
335 
575 

20.0
25.0

25.0
31.5
31.5
11.2
11.2

82 
130 

705 
25 
36 
50 
80 

20.0
20.0

20.0

25.0
25.0
31.5

6.3
6.3

10.0
10.0
10.0

25.0
31.5
11.5
12.5
16.0

31.5
11.2
11.5
11.5
16.0

11.5
16.0
20.0
20.0

16.0
18.0

16.0

100

100
220
330
2.2
3.3

4.7
10

4.7
10
22
33
47

10.0

18.0
6.3
8.0
8.0
10.0

8.0
10.0
10.0
12.5
12.5
16.0

12.5
16.0
8.0
10.0

12.5

10.0
12.5
16.0

16.0
18.0
6.3
6.3

350

250

200

160

10
22
33
47

100

47
100
2.2
3.3
4.7

220
2.2
3.3



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 2000 h

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

L
Ripple

current*1

(mA rms)
tan δ*2

Endu-
rance

(h)

Lead
dia.
(φd)

Lead space

5.0

NHG series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD

3.5
0.24 0.6
0.24

Straight
leads Taping

Straight Taping
✽B

Taping
✽i

5.0 ―  ECA2GHG3R3(  ) 200 500 
 ECA2GHG2R2(  ) 200 1000 

500 ―  ECA2GHG4R7(  ) 2005.0
0.24 0.6 5.0

0.6 5.0
500 

12.5 25.0
5.0

0.24 500 ―  ECA2GHG220(  ) 200
10 10.0 20.0

5.00.6 5.0
―  ECA2GHG100(  ) 200

―  ECA2GHG330(  ) 100

4.7 10.0 16.0 0.24

250 
47 16.0 31.5

7.5
0.24 ――  ECA2GHG470 100

33 16.0 25.0 0.24 0.8 7.5
22

0.24 0.8
0.6 5.0 ―

2000

2000
5.0

0.24
0.24 0.6 5.0

0.6 5.0 ―0.24
5.0

 ECA2WHG100(  )
―  ECA2WHG4R7(  ) 200 500 

10 12.5 500 

2.2
500 

4.7 10.0 20.0

5.0
 ECA2WHG3R3(  ) 200

― 500 
3.3 10.0 16.0

2000

5.0 200

2000
2000
2000250 
2000
2000
2000
2000
2000

―5.00.6

2000

 ECA2WHG2R2(  ) 200
7.5

0.24 0.6 5.0
0.8 ―

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

7.5 100 ―
7.5

0.8 ― ―  ECA2WHG330
7.5 ―  ECA2WHG220(  ) 100 250 

33 16.0 31.5 0.24

450

155 2000

400

11.58.02.2

29 
41 
49 
75 

115 

30 
40 
50 
80 

145 
195 

22 16.0 25.0

3.3 10.0 12.5

20.0

10.0 12.5



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 105 ℃ 1000 h to 2000 h
● RoHS compliant

   

Unit：mm

8.0
0.5 0.5 0.6

1.70

Features

Specifications

Dissipation factor（tan δ)

Duration
 φ5 to φ8 : 1000 h (500 h for each polarity)

2.2 μF to 330 μF

 φ10 : 2000 h (1000 h for each polarity)

2.2 to 330
Capacitance (μF)

0.70 1.00 1.30

    This Series is no longer available for
purchase in the country of Japan.

A  type

I ≦ 0.03 CV + 3 (μA) After 2 minutes
or I ≦ 0.03 CV or 3 (μA) After 5 minutes (Whichever is greater)

Frequency correction factor for ripple current

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)

Leakage current

Endurance

 After following life test of DC working voltage at +105 ℃±2 ℃ when the capacitors 

Dissipation factor（tan δ)  ≦ 200 % of the initial limit
DC leakage current  Within the initial limit

Capacitance range

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

0.6
5.0

5.0 10.0

2.0 2.5 3.5

φD
φd
F

6.3

GA (Bi-polar) series

50, 60 120 1 k 10 k to

 Within ±20 % of the initial value

Shelf life
 After storage for 1000 h at +105 ℃±2 ℃ with no voltage applied and then being

 (With voltage treatment)

 are restored to 20 ℃, the capacitors shall meet the following limits.

Category temp. range –40 ℃ to +105 ℃
6.3 V to 50 V

Freq.(Hz)

 Please see the attached characteristics list

Capacitance change

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.0

L ≧ 20：L±2.0

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 105 ℃ 1000 h / φ5 to φ8 (500 h for each polarity), 105 ℃ 2000 h / 10φ (1000 h for each polarity)

*1: Ripple current (120 Hz / +105 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the "( )". 

 Lead wire pitch　✽B=5 mm, i=2.5mm.
・ Please refer to the page of “Taping dimensions”.

25

16

6.3

50

35

33
47

100

10

2.2
3.3
4.7
10
22

8.0
10.0
10.0

100
330
47
10
22
33
47
10
22
33
47

100
33

5.0
5.0
5.0
6.3
8.0

110
140
250

6.3
8.0
5.0
5.0
5.0
5.0
6.3
5.0
6.3
6.3
6.3
8.0
8.0

18
25
30
50
9011.5

12.5

16.0

0.15
0.15
0.15

130
250
90
40
60
80

100
45
60
90

110
180
100

0.15
0.15
0.15
0.15
0.15

0.20
0.15
0.15
0.15
0.15

0.30
0.30
0.24
0.20
0.20

0.5
0.5

0.6
0.6

5.0

0.5
0.6
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.5
0.6
0.6
0.6
0.5

2.0
2.0
2.5
3.5
3.5

—

—
—

5.0

2.5
3.5
2.0
2.0
2.0
2.0
2.5
2.0
2.5
2.5
2.5
3.5
3.5
5.0
2.0

5.0
5.0
5.0
5.0
5.0

5.0
5.0
5.0
5.0
5.0
5.0

ECA1HEN4R7(   )
ECA1HEN100(   )
ECA1HEN220(   )

5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0

200

ECA0JEN101(   )
ECA0JEN331(   )
ECA1AEN470(   )
ECA1CEN100(   )
ECA1CEN220(   )
ECA1CEN330(   )
ECA1CEN470(   )
ECA1EEN100(   )
ECA1EEN220(   )
ECA1EEN330(   )
ECA1EEN470(   )
ECA1EEN101(   )
ECA1VEN330(   )
ECA1VEN101(   )
ECA1HEN2R2(   )

ECA1HEN101(   )

ECA1HEN330(   )
ECA1HEN470(   )

500 

200
200
200
200
200
200
200
200
200
200
200
200
200
200
200

2000 
1000 
2000 
2000 
2000 
2000 
2000 
2000 
2000 
2000 
2000 
1000 
1000 

20.0 0.6
— 500 2005.05.00.6

—
11.5 —

1000 
1000 

200
200

2.5
11.2 2.5

2000 
2000 

200
200

2.5
11.0 2.5

2000 
2000 200ECA1HEN3R3(   )

11.0

11.0
0.5

230
11.5

10.0100

2.5
11.5 —0.15
11.2

11.0 2.5
11.0 2.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

11.2 2.5
11.5

2.5
11.2 2.5

2.5
11.0 2.5
11.2

11.2
11.0 2.50.20

500 
0.15
0.15

L
Ripple

current*1

(mA rms)
tan δ*2

Lead
dia.
(φd)

—
11.0 2.5

GA (Bi-polar) series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Min. Packaging
 Q'ty (PCS)

φD Taping
Straight Taping

✽B

Strai-
ght

leads

Part No.
Taping

✽i

Lead length
(mm)

Lead space



Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 2000 h
● Smaller than series SU
● RoHS compliant

   

Unit：mm

2.2 μF to 22000 μF 2.2 μF to 470 μF

Capacitance change  Within ±20 % of the initial value
Dissipation factor（tan δ)  ≦ 150 % of the initial limit

 After applying rated working voltage for 2000 hours at +85 °C±2 ℃, when the capacitors are
restored to 20℃, capacitors shall meet the following limits.

Leakage current I ≦ 0.01 CV or 3 (μA) After 2 minutes
(Which is greater) I ≦ 0.06 CV + 10 (μA) After 2 minutes

Please see the attached characteristics list

1.70

DC leakage current  Within the initial limit

Frequency correction factor for ripple current

 stabilized at +20 °C, capacitors shall meet the limits specified in endurance. 

Endurance

Shelf life
 After storage for 1000 h at +85 ℃±2 ℃ with no voltage applied and then being

Freq.（Hz) 50, 60 120 1 k

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

Dimensions

12.5 16.0 18.0
0.6 0.8 0.8φd 0.5 0.5 0.6 0.6

10 k to

 (With voltage treatment)

    This Series is no longer available for
purchase in the country of Japan.

M series A  type

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)

Features

Specifications

Capacitance range

Category temp. range –40 ℃ to +85 ℃ –25 ℃ to +85 ℃
6.3 V to 100 V 160 V to 450 V

Dissipation factor（tan δ)

Cap.（μF）
2.2 to 22000 0.70 1.00 1.30

φD 5.0 6.3 8.0 10.0

7.5F 2.0 2.5 3.5 5.0 5.0 7.5

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.0

L ≧ 20：L±2.0

≦φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm
・ Please refer to the page of “Taping dimensions”.

25

16

10

6.3

22
33
47

100
220
470

1000
2200
3300

330
1000
2200
3300
4700
6800

10000
15000

10

220
470

22000

0.32
0.34
0.38
0.46
0.5616.0 31.5

10.0 20.0 1020  
1170  
1270  
1450  
1700  

18.0 35.5

1000
2200
3300
4700
6800

10000
15000

18.0 35.5

16.0 25.0

10.0 20.0

18.0 35.5

12.5 20.0

6.3 11.2

16.0 31.5

12.5 20.0

4700

0.80.261750  6800
16.0 31.5 0.80.221500  4700

0.80.201300  3300
12.5 25.0 0.60.181200  2200

0.60.16850  1000

6.3 11.2 0.5
8.0 11.5 0.6
10.0 12.5 0.6

0.16100
330
470

0.80.381800  10000
16.0 31.5 0.80.301600  6800

500 
16.0 25.0 0.8 100 250 

0.24
0.26

1200  
1360  

12.5 25.0 0.6
7.5
5.0

 ECA1CM472(  )

0.60.221000  
10.0 16.0 0.60.20680  
8.0 11.5 0.60.20440  

0.50.20280  

5.0
5.0

2.0

2000 
5.0 11.0 0.5 200 2000 

0.20
0.20

130  
180  

2.0
5.0 11.0 0.5
5.0 11.0 0.5

2000 

18.0 35.5 0.80.521850  

5.0 11.0 0.5
0.20
0.20

30  
75  

5.0 11.0 0.5

10.0 20.0 0.60.26920  
12.5 0.610.0

0.80.421600  
16.0 25.0 0.80.341400  
12.5 25.0 0.60.301200  

0.24630   ECA1AM102(  )―
0.5 200 

0.60.281090  

0.24330  

5.0  ECA1AM222(  )
 ECA1AM332(  )

0.80.701900  
6.3 11.2

0.8
16.0 25.0 0.8
12.5 25.0 0.6 200 500 
12.5 20.0 0.6 5.0

5.05.0  ECA0JM682(  )―
5.0  ECA0JM472(  )― 200 

 ECA0JM153

0.6

200 2000 
8.0 11.5 0.6 200 1000 

 ECA0JM471(  )2.5

5.0
5.0  ECA0JM102(  )

 ECA0JM222(  )
―
― 200 500 

200 5.05.0
500 

 ECA0JM332(  )― 500 

5.0 11.0 0.5
6.3 11.2 0.5

10.0 16.0 0.6

0.28
0.28
0.28
0.30

240  
380  
580  
890  

5.0 2.5  ECA0JM221(  ) 200 

M series
Characteristics list

Rated
voltage

(V)

Min. Packaging
 Q'ty (PCS)

TapingStraight Taping
✽B

Strai-
ght

leads

Part No.
Capacitance

(±20 %)
(μF)

Case size
(ｍｍ)

Specification

φD L
Ripple

current*1

(mA rms)

tan δ*2
Lead
dia.
(φd)

Lead length (mm)

Lead space

Taping
✽i

2000 2.0

―― 100 ―
50 ―

500 

100 250  ECA0JM103(  )―

2000 
 ECA0JM223
 ECA1AM331(  )

―
2.5

200 

5.0

5.0

7.5 ―
5.0

― ―
―
7.5

5.0

7.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

5.0
5.0

7.5
 ECA1AM472(  )
 ECA1AM682(  )

―
―

5.0
7.5
―
―

7.5

2.0
 ECA1CM100(  )

7.5 7.5

5.0
5.0

2.5

2.5
3.5

―
―

―
―

7.5

5.0

250 
100 ―
50 ―

500 
200 500 
200 500 
100 

200 

 ECA1AM103
 ECA1AM153

2000 
200 2000  ECA1CM220(  )

 ECA1CM101(  )
 ECA1CM221(  )

2.5
2.5

2.5
2.5

200 

200 

5.0
5.0

2.0
200 

 ECA1CM330(  )
 ECA1CM470(  )

2.5
2.5

5.0
5.0

2.0 200 

500 

2000 

5.0
 ECA1CM471(  )
 ECA1CM102(  )

―
―

5.0
5.0

3.5 200 1000 
200 500 

2.5

100 

3.5

 ECA1CM222(  )
 ECA1CM332(  )

―
―

5.0
5.0

5.0 200 
200 

―

5.0

7.5
50 ―

200 2000 
200 1000 

2.5
 ECA1CM103
 ECA1EM101(  )

―
2.5

―
5.0

7.5

 ECA1EM331(  )
 ECA1EM471(  )

―
―

5.0
5.0

―

500 
200 500 
200 500 
100 250 

5.0
 ECA1EM102(  )
 ECA1EM222(  )

―
―

5.0
5.0

5.0

7.5  ECA1EM682―
100 
50 

0.20110  

0.16
0.16

180  
390  
480  

7.5  ECA1EM472―
7.5  ECA1EM332(  )―

200 

 ECA1CM682
―
―

7.5
―



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm
・ Please refer to the page of “Taping dimensions”.

63

50

35

33
47

220
330

1000

4700

3.3

470
1000

3300
10

10

100
220

470
1000

3300

100

22

330

2.2

50 ―

200 500 
16.0 0.8
12.5 0.6

200 500 
10.0 0.620.0 550  0.11

200 1000 
10.0 0.6
8.0 0.6

2000 
6.3 0.5 200 

―  ECA1JM221(  )
 ECA1JM101(  )

16.0 450  0.11 5.0
11.5 270  0.11 3.5 5.0 ―

2.5

2000 
6.3 0.5 200 

2000 
5.0 0.5 200 

50 ―
5.0 0.5

 ECA1JM220(  )11.0 105  0.11 2.0 5.0 2.5
2.0 5.0 2.5  ECA1JM100(  ) 200 

100 ―
18.0 0.8
16.0 0.8

200 500 
12.5 0.6

― ―  ECA1HM332

5.0 5.0 ―  ECA1HM102(  ) 200 500 25.0 1050  0.12

200 500 
10.0 0.6
10.0 0.6
10.0 0.6

200 1000 

5.0 ―  ECA1HM471(  )
 ECA1HM331(  )

20.0 650  0.12 5.0
16.0 500  0.12 5.0 5.0 ―

200 2000 
200 2000 
200 2000 
200 2000 
200 2000 

2000 
5.0 0.5 200 

0.5 200 

100 ―
18.0 0.8
5.0

2.0 5.0 2.5  ECA1HM3R3(  ) 2000 
2.5  ECA1HM2R2(  )

11.0 35  0.12

―
11.0 20  

100 250 
16.0 0.8
16.0 0.8

200 500 
12.5 0.6 5.0 5.0 ―  ECA1VM102(  ) 200 500 20.0 900  0.14

200 500 
10.0 0.6
10.0 0.6

2000 
8.0 0.6 200 

5.0 ―  ECA1VM471(  )
 ECA1VM331(  )

16.0 550  0.14 5.0

 ECA1VM221(  ) 1000 
5.0 2.5  ECA1VM101(  )

2000 
6.3 0.5 200 

2000 
5.0 0.5 200 

1100  0.11
470 20.0 750  0.11 5.0 5.0

5.0 5.0 ―  ECA1JM331(  ) 200 500 
5.0

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

5.0 0.5

7.5 ― ―  ECA1JM2222200 35.5 1400  0.1318.0 0.8
7.5 7.5 ―  ECA1JM102(  ) 100 250 

―  ECA1JM471(  )
25.0

5.0 2.5  ECA1JM470(  ) 2000 
5.0 2.5  ECA1JM330(  )

11.2 160  0.11
11.2 130  0.11 2.5

11.0 70  0.11

 ECA1HM222
35.5 1500  0.16 7.5

2200 31.5 1300  0.14 7.5 ― ―

5.0 5.0 ―  ECA1HM221(  ) 200 500 220 12.5 400  0.12
3.5 5.0 ―  ECA1HM101(  )100 11.5 250  0.128.0 0.6
2.5 5.0 2.5  ECA1HM470(  )47 11.2 130  0.126.3 0.5
2.0 5.0 2.5  ECA1HM330(  )33 11.0 110  0.125.0 0.5
2.0 5.0 2.5  ECA1HM220(  )22 11.0 100  0.125.0 0.5
2.0 5.0 2.5  ECA1HM100(  )10 11.0 65  0.125.0 0.5
2.0 5.0 2.5  ECA1HM4R7(  )4.7 11.0 45  0.125.0 0.5

0.12 2.0 5.0
7.5 ― ―  ECA1VM472 50 

― ―  ECA1VM332
35.5 1600  0.20

 ECA1VM222(  )
31.5 1400  0.18 7.5

2200 25.0 1250  0.16 7.5 7.5 ―

330 12.5 440  0.14 5.0 5.0 ―
3.5 5.0 ―11.5 350  0.14

 ECA1VM470(  )
11.2 210  0.14 2.5

47 11.0 130  0.14 2.0 5.0 2.5
11.0 60  0.12

L
Ripple

current*1

(mA rms)

tan δ*2
Lead
dia.
(φd)

Lead space Strai-
ght

leads

2.0 5.0 2.5  ECA1VM100(  ) 200 

Straight Taping
✽B

Taping
✽i

M series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Taping



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm
・ Please refer to the page of “Taping dimensions”.

160

100

47
100
220
330

22
33
47

100
220
330

2.2
3.3
4.7
10

4.7
10
22
33

470
1000

30  
40  

115  

350  

900  

86  

0.10
0.10

0.10

0.10

0.10

0.18

0.10
16.0 25.0

8.0 11.5

10.0 20.0

―

2.0

2.5

5.0

7.5

3.5

5.0

7.5

5.0

5.0

5.0

7.5

5.0

5.0

2.5 5.0
7.5 ―

5.0 11.0
5.0 11.0

6.3 11.2

10.0 16.0

0.18835  

0.18220  

0.18

10.0 20.0 180  0.18

18.0 35.5 1300  0.10

12.5 25.0 700  

0.5

0.5

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.

250 0.8 7.5 7.5 ―  ECA2DM101(  ) 100 
5.0 ―  ECA2DM470(  ) 200 500 

16.0 25.0 475  

2.5

2.5

―

―

―

Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

― ―  ECA2DM331 50 ―
 ECA2DM221 50 ―

18.0 40.0 1140  0.18 0.8 7.5
0.8 ―18.0 31.5

200
 ECA2DM330(  ) 200 500 

12.5 20.0 300  0.18 0.6 5.0
0.6

500 0.6 5.0 5.0 ―  ECA2DM220(  ) 200 
5.0 ―  ECA2DM100(  ) 200 500 

 ECA2DM4R7(  ) 200 1000 
10.0 12.5 100  0.18 0.6 5.0

0.6
2000 0.5 2.5 5.0 2.5  ECA2DM3R3(  ) 200 3.3 6.3 11.2 62  0.18

2.5  ECA2DM2R2(  ) 200 2000 2.2 6.3 11.2 50  0.18 0.5
―  ECA2CM471 50 ―470 18.0 40.0 1440  0.16 0.8
―  ECA2CM331 50 ―330 18.0 31.5 1090  0.16 0.8 7.5 ―
―  ECA2CM221 100 ―220 16.0 31.5 830  0.16 0.8 7.5 ―
―  ECA2CM101(  ) 200 500 100 12.5 25.0 515  0.16 0.6 5.0 5.0

5.0 5.0 ―  ECA2CM470(  ) 200 500 47 12.5 20.0 320  0.16 0.6
5.0 5.0 ―  ECA2CM330(  ) 200 500 33 10.0 20.0 235  0.16 0.6
5.0 5.0 ―  ECA2CM220(  ) 200 500 22 10.0 16.0 175  0.16 0.6
5.0 5.0 ―  ECA2CM100(  ) 200 500 10 10.0 12.5 105  0.16 0.6
2.5 5.0 2.5  ECA2CM4R7(  ) 200 2000 4.7 6.3 11.2 78  0.16 0.5
2.5 5.0 2.5  ECA2CM3R3(  ) 200 2000 3.3 6.3 11.2 66  0.16 0.5
2.5 5.0 2.5  ECA2CM2R2(  ) 200 2000 2.2 6.3 11.2 53  0.16 0.5

0.8

500 0.6 5.0 5.0 ―  ECA2AM331(  ) 200 
5.0 ―  ECA2AM221(  ) 200 500 

7.5 ― ―  ECA2AM102 50 ―
―  ECA2AM471(  ) 100 250 0.8

200 1000 

 ECA2AM101(  ) 200 500 
12.5 20.0 550  0.10 0.6 5.0

0.6

2000 

8.0 11.5 180  0.10

 ECA2AM220(  ) 200 2000 
8.0 11.5 145  0.10 0.6 3.5

1000 0.6 3.5 5.0 ―  ECA2AM470(  ) 200 
5.0 ―  ECA2AM330(  )

5.0 11.0 70  0.10

 ECA2AM3R3(  ) 200 2000 
5.0 11.0 50  0.10 0.5 2.0

2000 0.5 2.0 5.0 2.5  ECA2AM100(  ) 200 
5.0 2.5  ECA2AM4R7(  ) 200 

2000 0.5 2.0 5.0 2.5  ECA2AM2R2(  ) 200 

TapingStraight Taping
✽B

Taping
✽i

L
Ripple

current*1

(mA rms)

tan δ*2
Lead
dia.
(φd)

Lead space Strai-
ght

leads

M series
Characteristics list
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voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length (mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the “( )”. 
　 Lead wire pitch ✽B=5 mm, 7.5 mm, i=2.5 mm
・ Please refer to the page of “Taping dimensions”.

250

10
22
33

22
33
47

100
220
2.2

2.2
3.3
4.7
10

100
2.2
3.3
4.7

33

3.3
4.7

47

47

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 20-Dec-19

 ECA2WM330 100 ―
250 

16.0 31.5 285  0.20 0.8 7.5 ― ―
0.8 7.5 7.5 ―  ECA2WM220(  ) 100 

450
200 500 

16.0 25.0 210  0.20

10
22

400

350

12.5 20.0 130  0.20 0.6 5.0 5.0 ―  ECA2WM100(  )

200 500 
10.0 16.0 60  0.20 500 
10.0 20.0 79  0.20 0.6 5.0 5.0 ―

0.6 5.0 5.0 ―  ECA2WM3R3(  ) 200 
 ECA2WM4R7(  ) 200 500 

10.0 12.5 44  0.20 0.6 5.0 5.0 ―  ECA2WM2R2(  )

―
18.0 40.0 600  0.20 0.8 7.5 ― ―

0.8 7.5 ― ―  ECA2GM470 100 
 ECA2GM101 50 ―

16.0 31.5 350  0.20
7.5 7.5 ―  ECA2GM330(  ) 100 250 33 16.0 25.0 275  0.20 0.8
5.0 5.0 ―  ECA2GM220(  ) 200 500 22 12.5 25.0 215  0.20 0.6
5.0 5.0 ―  ECA2GM100(  ) 200 500 10 10.0 20.0 115  0.20 0.6
5.0 5.0 ―  ECA2GM4R7(  ) 200 500 4.7 10.0 16.0 72  0.20 0.6
5.0 5.0 ―  ECA2GM3R3(  ) 200 500 3.3 10.0 12.5 54  0.20 0.6

―100 18.0 31.5 535  0.20 0.8
3.5 5.0 ―  ECA2GM2R2(  ) 200 1000 2.2 8.0 11.5 50  0.20 0.6

16.0 25.0 325  0.20 0.8
7.5 ― ―

100 16.0 25.0 300  0.20 0.8

 ECA2VM101 50 

250 
―  ECA2VM220(  ) 200 500 

7.5 7.5 ―  ECA2VM470(  ) 100 250 
7.5 7.5 ―  ECA2VM330(  )

12.5 20.0 195  0.20 0.6 5.0 5.0
0.20 0.6 5.0 5.0

5.0 ―  ECA2VM4R7(  ) 200 500 
10.0 20.0 115  

 ECA2VM3R3(  ) 200 1000 
10.0 12.5 65  0.20 0.6 5.0

200 500 ―  ECA2VM100(  )

50 ―
8.0 11.5 55  0.20 1000 
8.0 11.5 60  0.20 0.6 3.5 5.0 ―

0.6 3.5 5.0 ―  ECA2VM2R2(  ) 200 
18.0 40.0 930  0.18 0.8 7.5 ― ―  ECA2EM221

200 500 
12.5 25.0 330  0.18 500 
16.0 31.5 530  0.18 0.8 7.5 ― ―

0.6 5.0 5.0 ―  ECA2EM470(  ) 200 
 ECA2EM101 100 ―

12.5 20.0 250  0.18 0.6 5.0 5.0 ―  ECA2EM330(  )

200 1000 
10.0 16.0 110  0.18 500 
10.0 20.0 180  0.18 0.6 5.0 5.0 ―

0.6 5.0 5.0 ―  ECA2EM100(  ) 200 
 ECA2EM220(  ) 200 500 

8.0 11.5 86  0.18 0.6 3.5 5.0 ―  ECA2EM4R7(  )

2000 
8.0 11.5 72  0.18 0.6 3.5 5.0 ―

0.5 2.5 5.0 2.5  ECA2EM2R2(  ) 200 
 ECA2EM3R3(  ) 200 1000 

6.3 11.2 50  0.18

L
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Aluminum Electrolytic Capacitors

Radial Lead Type

● Endurance : 85 ℃ 2000 h
● RoHS compliant

   

Unit：mm

SU (Bi-polar) series

50, 60 120 1 k 10 k to

 Within ±20 % of the initial value

Shelf life
 After storage for 1000 h at +85 ℃ ± 2 ℃ with no voltage applied and then being

 (With voltage treatment)

 when the capacitors are restored to 20 ℃, the capacitors shall meet the following limits.

Category temp. range –40 ℃ to +85 ℃
6.3 V to 50 V

Freq.(Hz)

 Please see the attached characteristics list

Capacitance change

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

Dimensions

18.0
0.8
7.5

5.0 6.3 8.0 10.0 12.5 16.0
0.5 0.5

    This Series is no longer available for
purchase in the country of Japan.

A  type

I ≦ 0.03 CV + 3 (μA) After 5 minutes

Frequency correction factor for ripple current

 stabilized at +20 ℃, capacitors shall meet the limits specified in endurance. 

Rated voltage range

Capacitance tolerance ±20 % (120 Hz / +20℃)
Leakage current

Endurance

 After 2000 h application of DC working voltage (1000 h for each polarity) at +85 ℃ ± 2 ℃,

Dissipation factor（tan δ)  ≦ 150 % of the initial limit
DC leakage current  Within the initial limit

Capacitance range

1.70

Features

Specifications

Dissipation factor（tan δ)

2.2 to 6800
Capacitance (μF)

0.70 1.00 1.30

2.2 μF to 6800 μF

0.6 0.8
2.0 2.5 3.5 5.0 5.0 7.5

φD
φd
F

0.6 0.6

φ
d±

0.
05

Pressure relief
φ6.3≦

14min.

F±
0.

5

L*

Sleeve

3min.

φD±0.5 φD±0.5
* L ≦ 16：L±1.0

L ≧ 20：L±2.0

φ8 φ10 ≦



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h (1000 h for each polarity)

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

L
Ripple

current*1

(mA rms)
tan δ*2

Lead
dia.
(φd)

―
20.0 ―

SU (Bi-polar) series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Min. Packaging
 Q'ty (PCS)

φD Taping
Straight Taping

✽B

Strai-
ght

leads

Part No.
Taping

✽i

Lead length
(mm)

Lead space

0.30

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

11.5 ―
12.5

2.5
11.5 ―

―
11.0 2.5
11.2

35.5
31.5 ―0.36

250 
0.25
0.27

2000 

―
―

690  

25.0 ―
25.0 ―

5.0

200 

200 
200 
200 
200 

―
―

5.0
5.0
5.0
5.0
7.5
―

 ECEA1CN100U(  )

0.25

0.30
0.30

500 

1000 
500 
500 
500 
250 
―
―

2000 
2000 
1000 
500 
500 
500 

500 

2000 
2000 

2000 

0.34

0.8
0.5 200 

0.6
0.6
0.6
0.6
0.8
0.8
0.8
0.5
0.5
0.6
0.6
0.6
0.6
0.8
0.8

3.5
5.0
5.0

7.5

0.25

100  

1090  
1200  

40  
60  
80  

0.20
0.20

250  
310  
430  
660  
760  

1170  
1450  

90  
130  
200  
280  
340  
470  

0.29
0.31

0.32

0.20
0.20

0.40
0.25
0.25
0.25

5.0
5.0

2.0
2.5
3.5

7.5

5.0

5.0
7.5

2.0
2.5  ECEA1CN470U(  )11.2

7.5
2.0
2.0

7.5
7.5

0.5
 ECEA1CN220U(  )
 ECEA1CN330U(  )

16.0
16.0
20.0
25.0
31.5
35.5
11.0
11.0
11.0

0.20

20.0

5.0
5.0

 ECEA1CN221X(  )
 ECEA1CN331U(  )

260  
330  

12.5
16.0 ―

5.0380  
0.20

5.0560  
500 
500 

200 
200 

 ECEA1CN471U(  )
 ECEA1CN102U(  )5.0

7.5750  
7.5900  

―
―

100 
50 

 ECEA1CN222U
 ECEA1CN332U

―
―

2.5110  2.5

2.045  
2.060  
2.590  

5.0
5.0
5.0
5.0

350  
5.0430  

―
―

20.0
20.012.5

3.5180  
5.0320  

―
―

5.0
5.0

―50  ECEA1EN222U
―
――

0.8
0.8

5.0 5.0
5.0
7.5

3.5120  

2.043  
2.580  
3.5100  

7.5680  
7.5900  

0.15

0.5
0.5
0.6
0.6

5.0450  
5.0590  25.012.5

5.0230  
5.0360  

0.15
0.15
0.15
0.15

0.6
0.6
0.6
0.6

2000 
2000 
2000 
2000 
1000 
500 
500 
500 
250 

2000 
2000 
1000 
1000 
500 
500 
500 
500 

200 
200 
200 
200 
100 
100 
50 

200 
200 
200 
200 
200 
200 
100 
100 
50 

200 
200 
200 
200 
200 
200 
200 
200 
100 

200 
200 
200 
200 
200 
200 
200 
200 

 ECEA0JN331U(  )
 ECEA0JN471X(  )
 ECEA0JN102U(  )
 ECEA0JN222U(  )
 ECEA0JN332U(  )
 ECEA0JN472U
 ECEA0JN682U
 ECEA1AN470U(  )
 ECEA1AN101X(  )
 ECEA1AN221U(  )
 ECEA1AN331U(  )
 ECEA1AN471U(  )
 ECEA1AN102X(  )
 ECEA1AN222U(  )
 ECEA1AN332U
 ECEA1AN472U

 ECEA1EN100U(  )
 ECEA1EN220X(  )
 ECEA1EN330U(  )
 ECEA1EN470U(  )
 ECEA1EN101U(  )
 ECEA1EN221U(  )
 ECEA1EN331U(  )
 ECEA1EN471U(  )
 ECEA1EN102U(  )

 ECEA1VN100U(  )
 ECEA1VN220U(  )
 ECEA1VN330U(  )
 ECEA1VN470U(  )
 ECEA1VN101U(  )
 ECEA1VN221U(  )
 ECEA1VN331U(  )
 ECEA1VN471U(  )

―
―

―
―
2.5
2.5
2.5
2.5
―

―
―
―
―
2.5
2.5
2.5

2.5
2.5
―
―
―
―
―
―

5.0
5.0
5.0
7.5
―
―
5.0
5.0

―
5.0
5.0
5.0
5.0
5.0
5.0
5.0

5.0
5.0
5.0
5.0
5.0
5.0
5.0
5.0

0.5

0.5
0.6
0.6
0.6
0.6
0.8
0.8
0.5
0.5
0.5
0.5
0.6
0.6
0.6
0.6

25.0
31.5
35.5
11.0
11.0
11.2
11.2
11.5
16.0

25.0
35.5
11.0
11.2
11.5
11.5
16.0
20.0
20.0

8.0
10.0
10.0
12.5
16.0
16.0
18.0
5.0
6.3
8.0
10.0
10.0
12.5
16.0

10.0
10.0
10.0
12.5

6.3

16.0
18.0
5.0
5.0
5.0

16.0
18.0
5.0
5.0
6.3
6.3
8.0
10.0
12.5

16.0
18.0
5.0
6.3
8.0
8.0
10.0
12.5
12.5

2200
3300

330
470

1000
2200
3300
4700
6800

47
100

47
220
330

3300
4700

10
22
33

10

6.3

2200
10
22
33
47

100
220

10
22
33
47

100
220
330
470

1000

220
330
470

1000
2200

470 0.20
0.20
0.22
0.24
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.15
0.17
0.15
0.15
0.15

35

25

16

330
470

1000



Aluminum Electrolytic Capacitors (Radial Lead Type)

Endurance : 85 ℃ 2000 h (1000 h for each polarity)

*1: Ripple current (120 Hz / +85 ℃)
*2: tan δ  (120 Hz　/ +20 ℃)
・ When requesting taped product, please put the letter “B” or “i” between the "( )". 

 Lead wire pitch　✽B=5 mm, 7.5 mm, i=2.5 mm.
・ Please refer to the page of “Taping dimensions”.

SU (Bi-polar) series
Characteristics list

Rated
voltage

(V)

Capacitance
(±20 %)

(μF)

Case size
(ｍｍ)

Specification Lead length
(mm)

Part No.

Min. Packaging
 Q'ty (PCS)

φD Taping
Straight Taping

✽B
Taping

✽i
L

Ripple
current*1

(mA rms)
tan δ*2

Lead
dia.
(φd)

Lead space
Strai-
ght

leads

 ECEA1HN4R7U(  ) 200 2000 
 ECEA1HN3R3U(  ) 200 2000 

2000 0.5 5.0 2.5  ECEA1HN2R2U(  ) 2002.0
2.55.00.5

0.5
2.0
2.0 5.0 2.5

 ECEA1HN220U(  ) 200 1000 
2000 0.5 5.0 2.5  ECEA1HN100U(  ) 200

―5.00.6 3.5
2.5

500 0.6 5.0 ―  ECEA1HN470U(  ) 200
5.0 ―  ECEA1HN330U(  ) 200 1000 0.6 3.5

5.0 ―  ECEA1HN221U(  ) 200 500 
―  ECEA1HN101U(  ) 200 500 5.0

Design and specifications are each subject to change without notice. Ask factory for the current technical specifications before purchase and/or use.
Should a safety concern arise regarding this product, please be sure to contact us immediately. 28-Feb-20

― ―  ECEA1HN471U 100 ―470 16.0 31.5 590  0.15 0.8
7.5 ―  ECEA1HN331U(  ) 100 250 330 16.0 25.0

7.5
7.5450  0.15 0.8

140  
250  
360  5.00.6

0.15 5.020.0100
5.00.1512.547

0.6
0.15

50

220

2.2
3.3
4.7
10
22
33

25.0

5.0
5.0
5.0
6.3
8.0
8.0
10.0
10.0
12.5

11.0
11.0
11.0
11.2
11.5
11.5

0.15
0.15
0.15
0.15
0.15
0.15

18  
25  
30  
50  
90  

110  



Please contact Factory

CAUTION AND WARNING

The information in this catalog is valid as of March 2020.

Device Solutions Business Division
Industrial Solutions Company 

1. The electronic components contained in this catalog are designed and produced for use in home electric appliances, office 
    equipment, information equipment,communications equipment, and other general purpose electronic devices. 
    Before use of any of these components for equipment that requires a high degree of safety, such as medical instruments,  aerospace
    equipment, disaster-prevention equipment,  security  equipment,  vehicles (automobile, train, vessel), please be sure to contact our
    sales representative corporation.

2. When applying one of these components for equipment requiring a high degree of safety, no matter what sort of application it might
    be, be sure to install a protective circuit or redundancy arrangement to enhance the safety of your equipment. In addition, please
    carry out the safety test on your own responsibility. 

3. When using our products, no matter what sort of equipment they might be used for, be sure to make a written agreement on the
    specifications with us in advance.

4. Technical information contained in this catalog is intended to convey examples of typical performances and or applications and
    is not intended to make any warranty with respect to the intellectual property rights or any other related rights of our company or
    any third parties nor grant any license under such rights. 

5. In order to export products in this catalog, the exporter may be subject to the export license requirement under the Foreign
    Exchange and Foreign Trade Law of Japan.

6. No ozone-depleting substances (ODSs) under the Montreal Protocol are used in the manufacturing processes of Automotive & 
   Industrial Systems Company, Panasonic  Corporation.
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