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ASSIGNMENT

DATZ2

CD/DAT32 Contact current rating:0.5A.
Dielectric withstanding voltage:Ac500V r.m.s.
Insulation resistance:1000 MQ min.
Contact resistance: 100 mQ max.
120 2. Environmental
Operating temperature:-40°c~+85°c

G-Switch Specification
1. Electrical characteristics
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5# CLK CIRCUIT: Oo—oO | 3. Environmental
- VSS [O ' ! 1T !__@_ ! D Mating cyeles:5000 Cycles
GROUND GROUND | 4. Mechanical characteristics
TH DATO l: B4 - i Locking force:0.50Kgf~1.20Kgf
g# DATA WITHOUT CARD TF CARD INSERTED 1.20 | ||l<2:20_ 12.10 " Recoil force:0.50Kgf~1.20Kgf
S 5.Salt spray test: spray 8H and brush gold in the
tinning area of 5% brine terminal Area spray 24H, shell
RECOMMENDED PCB LAYOUT salt spray 24H.
TOLERANCE:+0.05 6.Test temperature range: -25 °C to+85 °C
SHELL SUS304 T=0.15mm~ Ni30u" SIDE FOOT Au0.5U"~Flat Foot| 1PCS
T TR TEVER] SUSSHA-DEMABNETIAE 1Pes sl £1 | WNIE mm Title: Micro SD Card 9Pin T-Flash Push Sockets
SLIDER LCP BLACK 1PCS SIZE: A4 = @ - SMT 14.8x14.5x1.85mm Housing Elastic O %5k T ®
- N " - nnmf‘#ﬁi
SPRING | SWP-B 1PCS RoHS e Molde Code:  GT-TF003-H0185-02 *
CONTRET | LI TEEER KEIRF 1PCS . X. £0.30 _SWItCh
FOGGY Tin80U" Aulu" PLATING On CONTACT AREA Com p||ant _ ? +0.20
INSULATOR | LCP BLACK 1PCS Capable 2002/95/EC ﬁ;ﬂ;ﬂ'?ﬂi X XX +0.15 DRAWN | CHECKED | APPROVED | DATE
O S 7/ X. XXX +0.10
PART NAME MATERIAL QTY Angles +3° Xia Chen Chen 2022.12.16 REV: A0 SHEET: 1/1
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