
NOTES:

1.0 VOLTAGE:3OVAC/IC

2.0 IMPEDANCE:50Ω

3.0 POWER RATING: 2W

4.0 OPERATION TEMPERATURE:-40°C TO +85"C

5.0 CONTACT RESISTANCE: 70mΩ MAX INTIAL 90mΩ MAX AFTER TEST

6.0 INSULATION RESISTANCE: 5OOMG MIN INTIAL 1OOMΩ MIN AFTER TEST

7.0 DIELECTIC WITHSTANDING YOLTAGE: 3OOV AC FORONE HINUTE

8.0 IURABILITY:100 CYCLES

9.0 IR REFLOW CYCLE: 2 CYCLES HAX.

10.0 VSWR:

  1.2 MAX at IC~3 GHz:13 MAX at 3~6GHz 1.5 MAX at 6~11GHz

11.0 INSERTION LOSS:

  -0.1dB MAX at DC~3 GHz:-02dB MAX at 3~6GHz:-05dB MAX at 6~11GHz

12.0 ISOLATION:

  -20dB MIN.at DC~3 GHz:-15dB MIN at 3~6GHz;-10dB MIN at 6~11GH
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RECOMMENDED METAL MASK LAYOUT

(TOLERANCE:±0.03)T=0.10

RECOMMENDED FOOTPRINT

PATTERN(TOLER.ANCE:±0.05)

RECOMMENDED METAL MASK

LAYOUT(TOLERANCE:±0.08)
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UNLESS OTHERWISE

SPECIFIED,TOLERANCE:

X.                 ±0.25

X.x               ±0.20

X.xx             ±0.15

ANGULAR   ±3°

X-RF0311G1TS-CR

Recommended Reflow Temperature Proflle

Usin Lead-Free Solder Paste
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