## SERIES 100A SWITCHES

## TOGGLE SWITCHES - MINIATURE

|  | POS 1 | POS 2 | POS 3 |
| :---: | :---: | :---: | :---: |
| Model No. | ON | NONE | ON |
| WSP-1 | ON | NONE | (ON) |
| WSP-2 | ON | NONE | ON |
| WSP-3 | ON | OFF | ON |
| WSP-4 | (ON) | OFF | $(O N)$ |
| WSP-5 | ON | OFF | (ON) |
| Term. Comm. | $2-3$ | OPEN | $2-1$ |
| ( ) = Momentary |  |  |  |

( ) = Momentary

## SPDT



## DPDT



|  | POS 1 | POS 2 | POS 3 |
| :---: | :---: | :---: | :---: |
| Model No. | ON | NONE | ON |
| WDP-1 | ON |  |  |
| WDP-2 | ON | NONE | (ON) |
| WDP-3 | ON | OFF | ON |
| WDP-4 | (ON) | OFF | $(0 N)$ |
| WDP-5 | ON | OFF | $(0 N)$ |
| Term. Comm. | $2-3,5-6$ | OPEN | $2-1,5-4$ |
| ( ) = Momentary |  |  |  |

ACTUATOR OPTIONS


BUSHING OPTIONS


B4


## T2



T2 actuator std. when ordered with VS, M2, M6 or M7 terminations. Add 0.100 (2.54) for B4 bushing.


## SERIES 100A SWITCHES

TOGGLE SWITCHES - MINIATURE

## TERMINATION OPTIONS




## SERIES 100A SWITCHES

TOGGLE SWITCHES - MINIATURE


## CONTACT MATERIAL OPTIONS

## 0

| Fixed Terminal: | Gold flash over silver plated copper alloy |
| :--- | :--- |
| Moving Contact: | Silver plated copper alloy |
| Rating: | 5 Amps with resistive load @ 120VAC or 28VDC; |
|  | 2 Amps with resistive load @ 250VAC |

$\square$

| Fixed Terminal: | Copper alloy with gold plate over nickel plate |
| :--- | :--- |
| Moving Contact: | Copper alloy with gold plate overnickel plate |
| Rating: | 0.4 Volt-Amps (VA) max. @ 20V max. (AC or DC) |

HARDWARE

| HDW2 | NUT |
| :---: | :---: |
| 1/4-40UNS |  |
| $1 \quad 1>$ |  |
| $312-8)$ |  |
| $\stackrel{4}{4}$ |  |
|  |  |
|  |  |
| " |  |
| . 062 |  |
|  |  |
|  |  |



## HDW11 LOCK WASHER

.408 DIA
10.36

.018 THK 0.46

