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NO. OF
CIRCUITS PART NO. ENGINEERING NO. COLOR

DIM "A" DIM "B"

MM MM

2 397681002 MX501-02P-G12C GREEN 15.20 7.62

3 397681003 MX501-03P-G12C GREEN 22.82 15.24

4 397681004 MX501-04P-G12C GREEN 30.44 22.86

5 397681005 MX501-05P-G12C GREEN 38.06 30.48

6 397681006 MX501-06P-G12C GREEN 45.68 38.10

7 397681007 MX501-07P-G12C GREEN 53.30 45.72

8 397681008 MX501-08P-G12C GREEN 60.92 53.34

9 397681009 MX501-09P-G12C GREEN 68.54 60.96

10 397681010 MX501-10P-G12C GREEN 76.16 68.58

11 397681011 MX501-11P-G12C GREEN 83.78 76.20

12 397681012 MX501-12P-G12C GREEN 91.40 83.82

MATERIALS

    1. HOUSING     PA66 UL94 V-0

    2. COVER     PA66 UL94 V-0

    3. M3 SCREW     ZINC PLATED STEEL

    4. RISING CAGE CLAMP     NICKEL PLATED BRASS

    5. TERMINAL     TIN PLATED COPPER ALLOY

    6. TERMINAL SPRING     STAINLESS STEEL

ELECTRICAL , MECHANICAL AND THERMAL RATINGS

    MAXIMUM VOLTAGE     600V (PER UL GROUP B, C & D)

    MAXIMUM CURRENT
    41A (PER UL GROUP B & C)

    5A (PER UL GROUP D)

    WIRE RANGE     8-24 AWG (SOLID OR STRANDED)

    INSULATION RESISTANCE     500MΩ OR MORE AT 500V DC

    WITHSTAND VOLTAGE     2200V PER 1 MINUTE

    SCREW TORQUE     0.79Nm (7 IN-LBS)

    WIRE STRIP LENGTH     9.5 TO 10.5MM

    OPERATING TEMPERATURE     -40°C TO +105°C

Total Pitch Tolerances
in mm

Nominal dimension range
in mm
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