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39.14 1.541

12.55 .494

33.32±0.13 1.312±.005

24.66±0.13 .971±.005
2X 3.05 .120

MOUNTING HOLES

7.90±0.13 .311±.005

0.91±0.20 .036±.008

10.90±0.25 .429±.010

6.17±0.13 .243±.005

9.53 .375  MAX.

1.27±0.25 .050±.010

NOTES:
MATERIAL AND FINISHES:1.

INSULATOR: GLASS-FILLED POLYESTER PER ASTM-D-5927, UL 94V-0, ASTM E-595, NASA-RP-1124, 
COLOR: BLUE.

SHELLS: BRASS,1.27µ [.000050] GOLD OVER COPPER PLATE.
DETAILED PRODUCT, MECHANICAL AND ELECTRICAL INFORMATION IS AVAILABLE IN THE LATEST HIGH 2.
PERFORMANCE HIGH DENSITY D-SUB PRODUCT PUBLICATION AT CONNECTPOSITRONIC.COM
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POSITRONIC BELIEVES THE DATA ON 
THE DRAWING TO BE RELIABLE. THE 
USER EMPLOYS SUCH INFORMATION 
AT HIS OWN DISCRETION AND RISK. 
POSITRONIC ASSUMES NO 
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