## SERIES 400A SWITCHES



Specifications subject to change without notice. 6/20/22

## SPDT



## SERIES 400A SWITCHES

## ROCKER SWITCHES - PROCESS SEALED SUB-MINIATURE

## DPDT



|  | POS 1 | POS 2 | POS 3 |
| :---: | :---: | :---: | :---: |
| Model No. |  | ON | NONE |
| WMDP-1 | ON |  |  |
| WMDP-2 | ON | NONE | (ON) |
| WMDP-3 | ON | OFF | ON |
| Term. Comm. | $2-3,5-6$ | OPEN | $2-1,5-4$ |
| ( ) = Momentary |  |  |  |

ACTUATOR OPTIONS


## TERMINATION OPTIONS

## M1

SOLDER LUG


Double Pole


## M2



## Single Pole


$030 \times 020 \mathrm{THK} \rightarrow+1$
$0.76 \quad 0.51$

Double Pole



## M61



## M61



M61 Termination includes
crimped bracket

## SERIES 400A SWITCHES

## ROCKER SWITCHES - PROCESS SEALED SUB-MINIATURE



## M71

M71 Termination includes
crimped bracket


## vs2

DPDT



## CONTACT MATERIAL OPTIONS

| 0 <br> Fixed Terminal： | Silver plated copper alloy |
| :--- | :--- |
| Moving Contact： | Silver plated copper alloy |
| Rating： | 3 AMPS＠120 VAC or 28 VDC； |
|  | 1.0 AMP＠250VAC |

$\square$
Fixed Terminal：Copper alloy with gold plate over nickel plate

| Moving Contact： | Copper alloy with gold plate over nickel plate |
| :--- | :--- |
| Rating： | 0.4 VA max．＠ 20 VAC or DC max． |

