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SMT5050-03H03-02 LF

SMT5050-03H03-02 LF
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H 1. Characteristics
1.1 Features
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1.2 Electrical and Mechanical Characteristics

1. SMD;thinner , smaller size
2. High S.P.L.; and clear sound
3. Reflowable;RoHS complant
4. Tape & Reel supply
5. Minimum quantity (one reel): 2000 pcs.
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1.32.Standard text Fixture

No reaction in space with in 400mm in all direction
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1.31.Recommended Circuit

1.3 Test method:

1.0K
8050

Square
signal
generator
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the following are examples of externally driven circuits.
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   No.           Item                                                   Specifications

   1           Rated Voltage                                            3Vo-p

   2           Operating Voltage range                           2-4Vo-p

   3           Rated Frequency                                      4000Hz

   4           Rated Current                                           max.110mA

   5           Coil Resistance                                        12±3Ω

   6      a) Sound Pressure Level at 10cm                   min.78dB

   7           Operating Temperature                           -20...+70℃

   8           Storage Temp.                                         -30...+80℃

   9           Weight                                                       0.3 g

        a)Value applying rated voltage (4000Hz,1/2 duty,square wave)
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tolerance:±0.3
Unit:mm

2.Dimension

white dot

sound port

4.
25

3-1.5

lead(-) lead(+)

Dummy lead
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0.
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3.1 high temperature test
     Temperature                                                 +80°C
     Duration                                                         240hrs
3.2 low temperature test
     Temperature                                                  -30°C
     Duration                                                          240hrs
3.3 life test in normal temperature
     Temperature                                                  25±10°C
     Power supply                                                 3.0Vo-p squarewave 1/2 duty 4kHz
     Duration                                                         240hrs
3.4 Thermal shock
     Cycles                                                             5

3.5 Humidity cycle test
      Cycles                                                             5

+85 C

30min

3.6 High Temp. life
     Temp.                                                          +70°C
     Power supply                                              4.0Vo-p Square wave1/2duty 4kHz
     Duration                                                      240hrs
3.7Low Temp. life
     Temp.                                                          -30°C
     Power supply                                               3.0Vo-p Square wave 1/2duty 4kHz
     Duration                                                       240hrs

30min

-40°C

3.Reliability Test

+25 C
3h
a

b

12.5 0.5h

3h

c

24h

+55 C

a,c :95～100%RH
b  ：90～96%RH
Cycles                                                             6
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3.8 Vibration
      Frequency                                       10～55Hz
      Amplitude                                        1.5mm
      Direction                                           X,Y&Z
      Duration                                           2hrs each, total 6hrs
3.9  Drop test
      Height                                              70cm
      (to 10mm thickness woodenboard)
      Direction                                           3
3.10 Solderability
      Solder temp.                                     255±5°C
      Soaking time                                     2±0.5sec

4.Frequency Characteristics Chart
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SMT5050-03H03-02 LF
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ramp up to
150℃
 min.3k/s

500
0

100

min.190℃

time [s]

200150 250

ramp down
from T(solid)
min.6k/s

350300 400

max.90s

Temperature profile for a lead-free reflow process

min.300s

250

300

max.260℃

T(solid)min.217℃

max.255℃

min.40s
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Follwing soldering conditions are recommend;Refer to Fig.1

In automated mounting of The SMD Sound Transducers on printed circuit boards,any
bending,expanding and pulling forces or shocks against the SMD Sound Transducers shall
be kept minimum to preven them from electrical failures and mechanical damages of the
devices.

Soldering(Reflow)

(1)Solderings of The SMD Sound Transducers shall conform to the soldering conditions in
the individual specifications.
(2)The SMD Sound Transducers are designed for"Reflow Solderings"
(3)In the reflow solderings,too high soldering temperatures and too large tempearture
gradient such as rapid heating or cooling may cause electrical failures and mechanical
damages of the devices.

5.Surface Mounting Condition
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Fig. 1 Recommended soldering Temperature-Time profile (Reflow soldering)
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6.Reel Packing
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SMT5050-03H03-02 LF

SMT5050-03H03-02 LF

4 0.1
2 0.1

3.
5±

0.
1

Ø1.5+0.1
0

5.8 0.1
Max. 3

16.4±0.5

B8 0.1

A 16

0.3 0.05

B-B
B

A-A

Ø
13

±0
.2

Ø
10

0

1.6±0.3

Styrofoam

White cardbord

min 200
min 400

top cover tape

min 200

1)Leader section

2)Trailer section

Ø
33

0±
1

1.
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±0
.1

7.
5±

0.
1

5.
8±

0.
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adhesive tape

inner carton

2000 pcs inside
inner dimension:
350mm×350mm×45mm

Outer carton

10000 pcs(5pcs inner carton)
inner dimension:
380mm×280mm×370mm

plastic-reel 2000pcs of buzzers/one reel

SMT5050-03H03-02 LF
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7.1  The products mustn't be washed
7.2  Storage Condition
The products should be stored  in the room ,where the  temperature/humidity is stable. And avoid such
places where there are large temperature changes. Please store the products at the foll-
owing conditions:
Temperature: -10 to + 40 C Humidity: 15 to 85% R.H.
7.3  Expire Date on Storage
Expire date (Shelf life) of the products is six months after deliveried under the conditions of a
sealed and an unopened package. Please use the  products within six months after deliveried.
 If you store the products for a long time (more than six months), use carefully because the
 products may be degraded in the solderability and/or rusty.Please confirm solderability and
 characteristics for the products regularly.
7.4 Notice on Product Storage
(1) Please do not store the products in a chemical atmosphere (Acids, Alkali, Bases, Organic
gas, Sulfides and so on), because the characteristics may be reduced at quality, and/or be d-
egraded in the solderability due to the storage in a chemical atmosphere.
(2) Please use the products immediately after the package is opened, because the character-
istics may be reduced at quality, and/or be degraded in  the solderability due to storage under
the poor condition.
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