
Pb
RoHS COMPLIANT

.431 10.95

.245 6.22

.063 X.007[0.18]1.60

4.675±.015 118.75±0.38

.025 0.64

A

A

.075  1.91
SEE NOTE 13

2X .125 3.18
THRU .100  TYP2.54

4.300±.008 109.22±0.20

4.500±.008 114.30±0.20

4.975±.010 126.37±0.25

5.275±.020 133.99±0.51

.265 6.73
INSERTION DEPTH

.225±.025 5.72±0.64
TAIL LENGTH

.400 - .015
+.005 10.16 - 0.38

+0.13

.110±.025 2.79±0.64
CONTACT POINT

SECTION A-A 
SCALE 4 : 1ACCEPTS .062" PCB

CONTACT ID.
SCALE 4 : 1

CONTACT MARKINGS:
1 2 ...  43  44
1 2 ...  43  44

NOTES:
INSULATOR MATERIAL: PPS.1.
CONTACT MATERIAL: SPINODAL.2.
PLATING: .000050" NICKEL UNDERPLATE3.

                    .000030" GOLD ON CONTACT SURFACE, 
                    .000010" GOLD OVERALL ON TERMINATION.

OPERATING TEMPERATURE: -65 C TO +200 C. 4.
PROCESSING TEMP: 260 C FOR 120 SECONDS MAX.5.
UL FLAMMABILITY RATING: 94V-0.6.
DIELECTRIC WITHSTANDING VOLTAGE : 750 VAC MINIMUM AT SEA LEVEL.7.
CURRENT RATING: 3 AMP PER CONTACT.8.
CONTACT RESISTANCE: 30 MILLIOHMS MAX.9.
INSULATION RESISTANCE: 5000 MEGOHMS MIN.10.
DURABILITY: 500 CYCLES MIN.11.
CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND LOT CODE.12.
THICKNESS ACCOMMODATED: .062 .008[1.57 0.20].13.
INSERTION FORCE: 16 OZ MAX PER CONTACT PAIR WHEN USING A .062[1.57] TEST BLADE.14.

      INTERNAL INSPECTION TO BE PER SULLIN'S WORK INSTRUCTION WI 7.3-01.
WITHDRAWAL FORCE: 1 OZ MIN PER CONTACT PAIR USING .062[1.57] PCB.15.
MODIFICATION: MICRO PLASTIC CARD EXTENDER BEND FOR LOW PROFILE CONNECTOR, .055" 16.
INSIDE DIMENSION FOR .062" PCB. OMIT CONTACTS IN POSITIONS 6, 13, 20, 26, 27, 32, 33, 40
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES:  ANGULAR:  30'    
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]

INTERPRET DIMENSIONS AND 
TOLERANCING

PER: ASME Y14.5M-2009
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