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EVRELEASE STATUS P1 RELEASE DATE 2021/05/20 10:30:11

FORMAT: master-tb-prod-C
REVISION: G
DATE: 2015/02/06

1.70

0.20 REF

Gen2

CUT-OFF
VESTIGE

M
H

3.00

MOLEX MANUFACTURING
PLANT CODE

9.60

20.69 REF

1 = 16 (⌀1.98-2.55)
2 = 16 (⌀2.55-3.14)
3 = 18-20 (⌀1.42-2.10)
4 = 18-20 (⌀2.10-2.85)
5 = 22-24 (⌀1.07-1.65)
6 = 22-24 (⌀1.65-2.38)

*
FORM
1 = CHAIN
2 = LOOSE

*
SERIES

PART LEGEND

PART NUMBER
4 = FINISHED GOODS

*

PLATING
1 = GOLD (POST PLATE)
2 = TIN OVER NICKEL (POST PLATE)

WIRE GAGE (INS OD RANGE)

202988 - *

NOTES:
 1. MATERIAL:
       HIGH CONDUCTIVITY COPPER ALLOY
 2. POST PLATED: 
       A)30 µin/(0.75µm) MIN. SELECT GOLD IN THE CONTACT AREA, 100µin/(2.5µm) MIN. SELECT 
          MATTE TIN IN THE CRIMP AREA OVER 50 µin/1.25 MIN. NICKEL OVERALL.
       B)100 µin/(2.50µm) MIN. OVERALL BRIGHT TIN, 50 µin/1.25 MIN. NICKEL OVERALL.

 3. PRODUCT SPECIFICATION: 2029880001-PS
    APPLICATION SPECIFICATION: AS-172718-0000
 4. THIS TERMINAL TO BE USED WITH HOUSING SERIES 172708, 200453.
 5. THIS TERMINAL MATES WITH MALE CRIMP TERMINAL SERIES 203070.
 6. THIS TERMINAL MATES WITH HEADER SERIES 5566 & 5569.
 7. PACKAGING: REELS TO BE PACKED PER 2029880002-PK
                             LOOSE TERMINALS PER 2029880003-PK
 8. PART CONFORMS TO CLASS 'B' REQUIREMENTS OF COSMETIC SPEC PS-45499-002.
 9. WHEN TERMINALS ARE INSTALLED IN THE HOUSING THE WIRE ARE TO BE DRESSED IN
    SUCH A MANNER TO ALLOW THE TERMINALS TO FLOAT FREELY IN THE HOUSING POCKET.
10. THIS TERMINALS IS DESIGNED FOR SINGLE WIRE CRIMPING.
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FORM

FINISHED GOODS
PART NUMBER
FOR GOLD
PLATING

FINISHED GOODS
PART NUMBER
FOR TIN
PLATING

BASE MATERIAL WIRE AWG WIRE
OD-RANGE DIM B DIM C DIM D DIM E DIM F DIM G DIM H STATUS

CHAIN

202988-1141 202988-1241

HIGH 
CONDUCTIVITY
COPPER ALLOY

16
1.98-2.55 3.27 3.43 1.00

2.35 2.90 0.70
2.11 RELEASED

202988-2141 202988-2241 2.55-3.14 3.74 3.66 1.43 1.91 RELEASED
202988-3141 202988-3241

18-20
1.42-2.10 2.77 2.77 0.85

2.00 2.30 0.55
2.11 RELEASED

202988-4141 202988-4241 2.10-2.85 3.36 3.37 1.25 2.11 RELEASED
202988-5141 202988-5241

22-24
1.07-1.65 2.33 2.27 0.70

1.68 1.65 0.40
2.11 RELEASED

202988-6141 202988-6241 1.65-2.38 3.14 3.09 1.00 2.11 RELEASED

LOOSE

202988-1142 202988-1242
16

1.98-2.55 3.27 3.43 1.00
2.35 2.90 0.70

2.11 RELEASED
202988-2142 202988-2242 2.55-3.14 3.74 3.66 1.43 1.91 RELEASED
202988-3142 202988-3242

18-20
1.42-2.10 2.77 2.77 0.85

2.00 2.30 0.55
2.11 RELEASED

202988-4142 202988-4242 2.10-2.85 3.36 3.37 1.25 2.11 RELEASED
202988-5142 202988-5242

22-24
1.07-1.65 2.33 2.27 0.70

1.68 1.65 0.40
2.11 RELEASED

202988-6142 202988-6242 1.65-2.38 3.14 3.09 1.00 2.11 RELEASED
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