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TEST DATA
ROHS Compliant

DIMENSION&ELECTRIC CHARACTER
CUSTOMER: PART NO:

DESCRIPTION: SMD INDUCTOR SERIES NO: BCRH2D18/HP-1R0N

1.MECHANICALDIMENSION

UNIT:mm

1R0

2.RECOMMENDLAND PATTERNDIMENSIONS

3.SEPCIFICATIONS

Part Number

L(0A)
Inductance
1.0uH±30%

@7.96MHz 0.25V

Rdc (mOHM) Heat Rating Current DC
Amps.Idc(A)

Saturation Current DC
Amps.ldc(A)

Typical Max Typical Typical

BCRH2D18/HP-1R0N 1.0 36.0 43.0 2.00 2.50

(1). All test data is referenced to 25℃ ambient.
(2). Operating Tenperature Rangr-30℃ to +100℃.
(3). DC current(2.0A)that will cause an approximate△T of 40℃.
(4). DC current(2.5A)that will cause Lo to drop approximately 35%.
(5). The part temperature(ambient+temp rise)should not exceed 100℃ under worst case operating conditions.Circuit

design,component placement,PWB trace size and thickness,airflow and other cooling provisions all affect the part
temperature part temperature should be verified in the end appliation.

4.PACKAGING INFORMATION
parts are packaged on 13"reels

3000 per reel,24000 per carton

A0= 3.25mm

B0= 3.25mm
1R0

K0= 2.3mm

APPROVED BY: Kevin Lin CHECKED BY: Wang Xiufang DRAWN BY: Peter Zhu jx
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ZHUHAI BAOCHENG ELECTRONICS CO.,LTD
TEST DATA FOR PREPRODUCTION SAMPLE

CUSTOMER: CUSTOMER P/N: CUSTOMER REV: TEST DATE:2018-6-11

PART NAME: SMD INDUCTOR BC PART NO:BCRH2D18/HP-1R0N BC REV: QUANTITY:PCS

TEST ITEM A B C D E F G H I J K

SPEC.
3.20 3.20 2.00
MAX MAX MAX

01 3.00 3.03 1.95

02 3.02 2.98 1.89

03 3.04 3.01 1.90

04 3.06 3.02 1.89

05 3.04 3.02 1.91

06 3.05 3.06 1.96

07 3.03 2.99 1.90

08 3.02 3.02 1.91

09 3.07 3.03 1.90

10 3.03 3.05 1.94

11 3.01 3.06 1.93

12 3.03 3.04 1.93

13 3.05 3.04 1.91

14 3.08 3.06 1.89

15 3.04 3.05 1.93

X 3.04 3.03 1.92

σ 0.021 0.024 0.022

Cpk 2.57 2.37 1.28

APPROVED BY CHECKED BY PREPARED BY

chenlinli
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ZHUHAI BAOCHENG ELECTRONICS CO.,LTD
TEST DATA FOR PREPRODUCTION SAMPLE

CUSTOMER: CUSTOMER P/N: CUSTOMER REV: TEST DATE:2018-6-11

PART NAME: SMD INDUCTOR BC PART NO:BCRH2D18/HP-1R0N BC REV: QUANTITY:PCS

TEST ITEM L(0A) L(2.5A)/L(0A)· DCR(S-F)

TEST
CONDITION

7.96MHz 0.25V

SPEC.
1.0uH
±30%

≥65%
AT DC 2.5A

43mΩ
MAX

01 0.780 96.0% 32.9

02 0.780 97.4% 32.6

03 0.790 97.8% 33.2

04 0.770 96.9% 34.1

05 0.770 96.5% 32.4

06 0.790 97.2% 32.9

07 0.800 95.9% 33.0

08 0.770 95.5% 32.8

09 0.750 96.8% 32.8

10 0.800 98.0% 34.0

11 0.840 96.8% 32.1

12 0.920 96.2% 32.5

13 0.730 98.2% 32.5

14 0.810 98.0% 31.6

15 0.750 92.5% 33.2

X 0.79 32.84

σ 0.043 0.622

Cpk 0.69 5.45
1. TEST INSTRUMENTS:
□HP-4285A METER
□WK3260B METER
□HP-4191A METER
□CH-3200 METER
□CH-310 METER
□CH-3305 METER
■CD1068+CD1320 METER

□VR562 METER
■CH-502B DCR METER
2.CONDITION
TEMPERATURE: 25℃
HUMIDITY: 65%RH

APPROVED BY CHECKED BY PREPARED BY

chenlinli

100%

■WK3260B METER



100KHz 300KHz 500KHz 800KHz 1MHz 2.52MHZ 5MHZ 7.96MHZ

INDUCTORS 0.944 0.934 0.918 0.912 0.897 0.878 0.853 0.847

TEST TERM: 200KHZ 0.25V TEST INSTRUMENTS: VR116+VR7220 METER
2.INDUCTCMCE VS CURRENT

1.60
● Saturated

1.28 Current point

0.96
■DTL＝-35%

0.64

0.32 ▲DTL＝-50%

0.00
0A 0.5A 1A 1.5A 2A 2.5A 3.21A 3.25A CURRENT (A)

INDUCTORS 0.917 0.916 0.914 0.911 0.905 0.894 0.590 0.471

TEST TERM: 0.25V TEST INSTRUMENTS: HP-4285A METER
3.INDUCTCMCE VS FREQUENCUY

1.600

1.280

0.960

0.640

0.320

0.000
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ROHS Compliant

ELECTRONICS CHARACTER TEST CHART

CUSTOMER: CUSTOMER P/N: TEST DATE:2018-6-11

PART NAME: SMD INDUCTOR BC PN:BCRH2D18/HP-1R0N SAMPLE CO:

TEMPERATURERISE CURRENT DC:2.0A TEST INSTRUMENTS VR712+VR113 METER
1.CURVES OF TEMPERATURE AND INDUCTAME VARIED WITH TP CARRENT

80.0 1.6

64.0 1.3

48.0 1.0

32.0 0.6

16.0 0.3

0.0 0.0
0min 3min 6min 9min 12min 15min 18min 20min TIME

INDUCTORS(uH) 1.01 0.99 0.99 0.99 0.98 0.98 0.98 0.98

TEMPERATURE(℃) 25.2 48.2 49.3 50.1 50.6 50.8 51.0 51.1

1.TEST CONDITION
TEMPERATURE: 25℃
HUMIDITY:≦ 65％ RH APPROVED BY CHECKED BY PREPARED BY

chenlinli


