
Metallized polypropylene film capacitor (Safety film)

 Features

Low temperature rise by used big electric current.

Low loss,Low inductance structure.   

Low hum sound noise.

Light and small size.

 Applications

Electronic ballast.

PFC Circuit.

Specifications

Temp. Range 40 85 +105  *

Rated Voltage   450V,630V.dc

Capacitance Range   450Vdc 0.10~2.2μF(E-12)

  630Vdc 0.10~2.2μF(E-12)

Capacitance Tolerance 5% J ,±10% K

Dissipation Factor  0.001 /or less(at 1kHz)

Withstand voltage  WV×150% 60sec  or  WV×175% 1 5 sec

Insulation Resistance  C 0.33μF   30,000MΩ /or more

 C 0.33μF   7,500ΩF /or more

85  450V.dc WV×111%(500V.dc)  1000hr

C/C ±10% /with in     tanδ 0.003 /or less

 C 0.33μF   3,500MΩ /or more

 C 0.33μF   1,000ΩF /or more

40   95%RH  500Hr

C/C ±10% /with in     tanδ 0.003 /or less

 C 0.33μF   3,500MΩ /or more

 C 0.33μF   1,000ΩF /or more

* Marked temperature shows operatable
when voltage is derated.

100Vdc/1min)

Endurance

 630V.dc WV×125%(788V.dc)  1000hr

Damp heat
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 Dimension(mm)

For a pitch space(F) of the taping specification,refer to "Taping dimensions "on page 27 29.

200200

225 2.2 17.8 12.6

200185 1.8 16.5 11.5

300

155 1.5 15.7 10.6

7.5/10.0/15.0 50 300 50125 1.2 18.3 14.6 9.5

105 1.0 12.5 9.1

824 0.82 11.9 8.6

684 0.68 11.2 8.0 0.8

300564 0.56 10.6 7.5

474 0.47 18.0 10.0 6.8 15.0 5.0/7.5/10.0/15.0 400

394 0.39 11.5 8.0

500

334 0.33 11.1 7.5 300

500274 0.27 10.4 6.9

224 0.22 9.9 6.4

400184 0.18 9.5 6.0

154 0.15 9.0 5.6

124 0.12 8.5 5.3

0.6 500 100 1,000 100 1,000

Box Bag Box

104 0.10 13.0 8.3 5.0 10.0 5.0/7.5/10.0

T P F Φd Ammo Bag

Cap
COD

E

Cap
(μF)

MPX 450V.dc
    Number of pieces for packing unit

Taping Long Formed

W H

Style

S i h l d F i l d
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225 2.2 22.0 15.5

185 1.8 20.7 14.0

155 1.5 19.3 12.8

17.5/22.5

20 100 20 100

125 1.2 25.5 18.0 11.5 22.5

105 1.0 19.8 13.1

200 200

824 0.82 17.7 12.6

684 0.68 16.7 11.7

200

50 300 50 300

564 0.56 15.5 10.8

474 0.47 14.7 9.8

394 0.39 13.4 9.3

334 0.33 12.7 8.8 0.8

300274 0.27 12.1 8.1

224 0.22 11.6 7.6

184 0.18 10.6 7.4

154 0.15 9.9 6.8 400

124 0.12 9.3 6.1

0.6 500 100 500 100 500

Box Bag Box

104 0.10 18.3 9.0 5.8 15.0 5.0/7.5/10.0/15.0

T P F Φd Ammo Bag

Cap
COD

E

Cap
(μF)

MPX 630V.dc
    Number of pieces for packing unit

Taping Long Formed

W H
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 Characteristics of permissible current to frequency
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